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Resume´ (in Danish)
Forskningsomr˚adet, der omhandler elastiske og optiske bølger, er ekspanderet kraftigt
i løbet af det sidste a˚rhundrede, og dette har resulteret i mange betydningsfulde an-
vendelser. Det er derfor blevet vigtigt at simulere og optimere bølgestrukturer. I
denne afhandling bliver tre forskellige bølgeproblemer simuleret, og bølgestrukturer
optimeres enten vha. topologioptimering eller parameterstudier af geometrien.
Det første bølgeproblem omhandler akustiske bølger, som udbreder sig i luft.
Topologioptimering bliver her anvendt til at designe strukturer, der reducerer støjen
fra en punktkilde i et fastlangt omr˚ade. Metodens potentiale bliver illustreret ved
at optimere formen af støjmure langs en vej, der virker bedre end de konventionelle
lige og T-formede støjmure for b˚ade en enkelt frekvens og et frekvensinterval.
Topologioptimeringsmetoden bliver herefter udvidet til at designe tværsnittet
af fotoniske krystal fibre med en hul kerne. Det bliver vist, at energistrømningen
gennem kernen kan forøges i det optimerede design, fordi overlappet mellem det
magnetiske felt og det absorberende materiale, som omgiver kernen, reduceres.
I den sidste problemstilling undersøges interaktionen mellem akustiske over-
fladebølger og optiske bølger i bølgeledere. Først bliver en Rayleigh-bølge gener-
eret i et piezoelektrisk materiale vha. tynde elektroder, og et parameterstudie
af den optiske bølgeleders geometri viser, at interaktionen kan forbedres med en
størrelsesorden, fordi de mekaniske spændinger i bølgelederen forøges. Det bliver
desuden vist, at ved at benytte topologioptimering kan der dannes en struktur af
lufthuller under bølgelederen, der omdirigerer Rayleigh-bølgen og forøger interak-
tionen. Til sidst undersøges akustiske overfladebølger, der genereres vha. elek-
troder med stor højde i forhold til bredden. Antallet af akustiske bølgeformer stiger,
n˚ar højden af elektroderne forøges. Det vises, at interaktionen mellem disse nye
typer af akustiske overfladebølger og en optisk bølge kan forøges med mere end
to størrelsesordener i forhold til interaktionen med overfladebølger genereret vha.
konventionelle tynde elektroder.
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Abstract
The field of research dealing with propagating elastic and optical waves has expanded
during the last century and that has resulted in many significant applications. It
has therefore become important to simulate and optimize wave devices. In this
work three different types of wave propagation problems are simulated and wave
structures are improved by either topology optimization or parameter studies of
their geometry.
The first wave problem treats acoustic waves propagating in air. Topology op-
timization is applied to design structures such that noise from a point source is
reduced in a fixed area. The strength of the method is validated by optimizing
the shape of sound barriers along a road, which perform better than conventional
straight and T-shaped barriers for both a single driving frequency and a frequency
interval.
The method of topology optimization is then extended to design the cross section
of a photonic-crystal fiber with a hollow core. It is shown that the energy flow in
the core can be increased in the optimized design because the overlap between the
magnetic field and the lossy cladding material is reduced.
The acousto-optical interaction between surface acoustic waves and optical waves
in channel waveguides is investigated in the last problem. First a Rayleigh wave is
generated in a piezoelectric material by conventional thin electrodes, and a param-
eter study of the waveguide geometry show that the acousto-optical interaction can
be improved with an order of magnitude because of increased mechanical stress
concentrations. It is furthermore demonstrated, that topology optimization can be
employed to create a pattern of air holes that traps the Rayleigh wave below the
waveguide such that the interaction is improved. Finally, the generation of surface
acoustic waves by high aspect ratio electrodes is studied. Several confined acoustic
modes exist for increasing aspect ratio. It is demonstrated, that the interaction be-
tween these new types of waves and an optical wave in a waveguide can be increased
with more than two orders of magnitude compared to interaction with surface waves
generated by conventional thin electrodes.
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Chapter 1
Introduction
1.1 Aim of the thesis
The study of elastic and optical waves has obtained great importance during the
last century. Waves with different kinds of properties have been discovered, which
combined with an intense research in materials and fabrication techniques have
allowed for the fabrication of structures down to nano scale, resulting in a range of
important applications from sonar, ultrasound scanning over lasers, optical fibers
and integrated optics. The field of research is continuously expanding and opening
up for new and promising applications. It has therefore become essential to simulate
and understand wave propagation in order to design wave devices.
The aim of this thesis is to study propagating elastic and optical waves, which
are described on a time-harmonic form, and to optimize wave devices either by
varying different geometry parameters or by topology optimization. The method
of topology optimization is a gradient based optimization method that has proven
efficient for optimizing static and dynamic problems in engineering and is here ex-
tended to three new wave propagation problems with increasing complexity. First
acoustic waves that are propagating in air are studied and topology optimization is
employed to design sound barriers such that the noise is reduced behind the bar-
rier. Then optical waves are simulated in photonic-crystal fibers and the energy flow
through the core is maximized by designing the cross section of the fiber by use of
topology optimization. Finally, surface acoustic waves are simulated in piezoelectric
materials and their interaction with optical waves in channel waveguides is investi-
gated. This study is both based on a parametric investigation of the geometry as
well as topology optimization in order to improve the acousto-optical interaction.
The different wave problems are all governed by second order differential equations
that can be discretized and solved in a similar way by the finite element program
Comsol Multiphysics with Matlab.
1.2 Structure of the thesis
This thesis is a common introduction to the work done during the Ph.D. study. It
gives an overview of the results presented in the seven publications [P1]-[P7] together
with a few additional results related to the three different wave propagation problems
that are simulated and optimized by parameter studies and topology optimization.
The three wave problems are connected to each other through the two introduc-
tory chapters 2 and 3. Chapter 2 is a general introduction to elastic and optical
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waves. The characteristics of the two wave types are explained and the development
in their practical applications during the last century is summarized. It is further-
more explained that the different types of waves can be modeled by time-harmonic
second order differential equations, and that they in this work are discretized and
solved in a similar way by the finite element method.
The concept of topology optimization is introduced in chapter 3 and an overview
of the wave propagation problems that have been optimized using this method is
presented. In this thesis, the topology optimization method is extended to the three
new wave problems. As they can be optimized by the method in the same way
with similar expressions for the objective function, the optimization problems are
stated on a common form in this chapter together with the corresponding sensitivity
analysis. The different approaches to obtain well-defined and mesh-independent
designs for the wave problems are summarized.
The subsequent three chapters are each concerned with one of the wave propa-
gation problems for which the subject is further explained and results are presented.
Chapter 4 deals with the work from publication [P1], which is about acoustic waves
propagating in air. A method to design structures by topology optimization in order
to minimize noise is presented. The method is demonstrated by two examples where
outdoor sound barriers are designed for a single frequency and a frequency interval,
respectively.
In chapter 5 optical waves propagating in photonic-crystal fibers are considered.
Topology optimization is here applied to design the cross section around the hollow
core of a holey fiber such that the energy flow through the core is maximized and
the overlap with the lossy cladding material is reduced. The chapter is a summary
of the work presented in [P2].
The most complicated wave problem of the thesis is presented in chapter 6 where
an acousto-optical model is introduced in order to simulate the interaction between
surface acoustic waves and optical waves confined in channel waveguides. Both a pa-
rameter study of the geometry and topology optimization are employed to optimize
the acousto-optical interaction between a Rayleigh wave and optical waves in ridge
waveguides. This gives an overview of the results from [P3]-[P5]. The numerical
model is furthermore utilized to study the properties of high aspect ratio electrodes,
which is work presented in [P6] and [P7]. The acousto-optical interaction between
surface acoustic waves generated by these electrodes and an optical wave in a buried
waveguide is investigated and compared to results for conventional thin electrodes.
Finally, some common conclusions for the project are drawn in chapter 7 and
further work is suggested.
Chapter 2
Time-harmonic propagating waves
In this chapter elastic and optical waves are introduced and it is explained how they
can be modeled by time-harmonic second order differential equations and solved by
the finite element method.
2.1 Elastic and optical waves
The two wave phenomena known as elastic and electromagnetic waves are studied
in this work. They both consist of disturbances that vary in time and space. Elastic
waves propagate in a material medium (a fluid or a solid) by displacing material
particles from their equilibrium position, which are brought back by restoring forces
in the medium. Electromagnetic waves can propagate in both a medium and in
vacuum and are composed of an electric and a magnetic field. Despite their different
physical origins, elastic and electromagnetic waves have many similarities. They can
be described by similar mathematical equations and they both exhibit properties as
reflection, diffraction, dispersion, superposition etc. During the last one and a half
century the different types of elastic and electromagnetic waves have been studied
and methods to model, control and guide them have been developed. This has led
to a range of important applications from the early sonar to today’s transport of
information by optical fibers as outlined in the following subsections.
2.1.1 Elastic waves
Elastic waves propagating in a fluid are referred to as acoustic waves for the lower,
audible frequencies and ultrasonic waves for higher frequencies [1]. Because flu-
ids consist of freely-moving particles, there is no shear motion and the waves are
only polarized in the longitudinal direction. Their material properties are therefore
scalars (as the density and bulk modulus) and the analysis can be done by a scalar
equation with a single property (for instance pressure) as the dependent variable.
Elastic waves in solid crystals are more complicated and the materials are de-
scribed by tensors with rank up to four [2, 3]. The waves can have both longitudinal
and shear components and must in general be described by vector equations. Bulk
waves propagate through the bulk material, whereas surface acoustic waves (SAW)
are confined to the material surface with exponential decay into the bulk. Different
types of SAWs exist and the most popular is the almost non-dispersive Rayleigh
wave, which consists of a longitudinal and a vertical transverse component. The
Love wave and the Bleustein-Gulyaev wave are both polarized in the transverse hor-
izontal direction, the first propagates in a thin film on a substrate and the other
3
4 Chapter 2 Time-harmonic propagating waves
propagates near the surface of a half space. The Lamb wave is a type of wave that
propagates in plates. The solid crystals are in general anisotropic such that their
properties, as elastic, thermal, electric and optical properties, depend on the crystal
direction. If the material is piezoelectric the elastic wave will be accompanied by
an electric field. Apart from direct mechanical impact the elastic waves can be gen-
erated in different ways, for instance by the thermal-elastic effect by laser pulses,
or by applying an electric field to transducers connected to a piezoelectric material
were a wave is generated by the inverse piezoelectric effect.
Audible waves were the first known types of waves. At the end the 19th century,
it was known that seismic waves can propagate as bulk waves in the earth and in
1885 it was discovered by Lord Rayleigh that also surface waves are generated by
seismic activity [4]. The piezoelectric effect was discovered in 1880 [5] and it was
employed in the first sonar that were tested during the 1st World War. The waves
were generated by transducers and launched in the water to detect submarines.
This was the first application of elastic waves and they have ever since been studied
in both fluids and structures. An increasing number of applications have emerged
such as oscillators, filters, delay lines and ultrasound scanning in medicine and non-
destructive testing. An important condition for realizing these applications and
making them efficient was the intensive study of new piezoelectric materials and
their fabrication, as ceramics and single crystals, that started in the middle of the
20th century. This made it possible to transform electric energy efficiently into
acoustic energy through bulk wave transducers for high frequencies around 1 GHz.
In 1965 it was shown by White and Voltmer [6] that Rayleigh waves can be excited
by interdigital transducers, which consist of arrays of electrode fingers deposited on
the surface of a piezoelectric material. The electrode fingers define the wavelength
and the width of the wave beam. This method is now the most common way to
generate and detect acoustic waves, and Rayleigh waves are used extensively in
electromechanical bandpass filters and resonators in telecommunication, television
and mobile phones [7] as well as in oscillators and sensors [8, 9, 10]. With the
modern fabrication techniques it is possible to make interdigital transducer that
generates SAWs with frequencies up to a few GHz. A new application of SAWs is
in optoelastic devices where optical waves are modulated, see subsection 2.1.3.
2.1.2 Optical waves
The other type of waves treated here are electromagnetic waves, which can propagate
both in vacuum and in solid media, see [11] for an introduction to this field. The
electric and magnetic fields have the same phase and are polarized perpendicular to
each other and perpendicular to the propagation direction. Electromagnetic waves
were first suggested by Maxwell in the 1860s [12], where he combined the laws of
electricity and magnetism in Maxwell’s equations. Electromagnetic waves are fully
described by these vector equations, which give the electric and the magnetic fields
for general elliptic polarized waves in structured medias. They can be reduced
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to scalar equations in order to treat the simpler in-plane transverse electric and
magnetic waves, respectively. Since it was discovered that light is electromagnetic
waves, optics has been considered as a subfield of electromagnetism and covers the
behavior of infrared, visible and ultraviolet light.
The intense study of materials and structures to control and guide optical waves,
that started in the 20th century, has led to many applications in everyday life such
as the radar, laser, lens design and fabrication of optical components [13]. Already
from the middle of the 19th century it was known that light can be guided by
refraction, which has been used in the study of slab and channel waveguides where
light can be guided, split and bent. These components are the building blocks in
modern integrated optics, where a number of guided wave devices are combined
on a common substrate to build complex optical circuits with small dimensions.
This offers a way to guide and process information carried by optical waves and has
applications as interferometers and sensors. The guidance of waves by refraction has
also been applied in optical fibers where light is guided in a core material surrounded
by a cladding with lower refractive index. The research started in the mid 1960s and
the propagation loss in the fibers has since then been reduced significantly. Optical
fibers are now employed to carry information over long distances with low loss and
dispersion, which has revolutionized the field of telecommunication.
An alternative way to guide and control optical waves is by photonic crystals.
They are periodically structured dielectric materials in one, two or three dimensions
that prohibit the propagation of electromagnetic waves at certain frequencies such
that band gaps are created. Line and point defects can be introduced to guide and
localize optical waves. The concept gained importance after the two papers [14, 15]
were published in 1987. Since then, photonic crystals have been studied theoreti-
cally and experimentally in an increasing number of publications, and the first 2D
photonic crystal was fabricated for optical wavelengths in 1996 [16]. Applications
are in filters, splitters and resonant cavities and an introduction to the field is found
in [17]. An important application of the 2D photonic crystal is the photonic-crystal
fiber developed in the beginning of the 1990s. In contrast to the conventional opti-
cal fiber the optical wave is here guided in a core region surrounded by a periodic
structure of air holes, which confine the wave by the band-gap effect, see [18, 17] for
an overview. The first photonic-crystal fibers were produced for commercial pur-
poses in 2000 and are fabricated by a drawing process. Compared to conventional
optical fibers, photonic-crystal fibers have advantages as higher power flow, better
confinement and a possibility to enhance or avoid dispersion and nonlinear effects.
2.1.3 Acousto-optical interaction
The properties of an optical wave can be changed in different ways by applying
external fields to the material in which the wave travels, see [13]. This will change
the optical properties of the material and hence the properties of the optical wave.
One example is the electro-optic effect where an external electric field applied to the
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medium can change the phase velocity of the optical wave because of higher order
effects. Another example is the photoelastic effect where the refractive index can
be changed by applying an external stress field. The change in refractive index is
related to the stress or the strain through the stress-optical or strain-optical relation,
respectively, where the stress-optical and strain-optical coefficients are collected in
second-rank tensors. By utilizing this effect it is possible to change an isotropic
material to an optically anisotropic material by applying a stress field. This stress-
induced birefringence was first studied in 1816 by Brewster. If an elastic wave is
propagating in a medium, the refractive index will change periodically because of the
photoelastic effect. The phenomenon is known as the acousto-optical effect. The
acousto-optical interaction was first investigated in 1922 by Brillouin in order to
diffract an optical beam [19]. Experiments that confirmed the effect were performed
in 1932 [20]. Further investigation of the effect showed that elastic waves can be
used to change properties as intensity, frequency and direction of optical waves. The
other way around, optical waves can be used to measure characteristics of elastic
waves as attenuation and radiation patterns. This research led to the development
of spectrum analyzers, tunable optical filters and variable delay lines, where it is
used that the velocity of the elastic wave is typically 105 times smaller than for
electromechanical waves. One of the most popular devices is the acousto-optical
modulator that is used for instance in laser printers.
As SAWs are confined to a material surface they have a potential in integrated
optics where they can interact efficiently with optical waves in waveguides close to
the surface. This concept is currently being invested for fast and compact devices
where optical waves are modulated by SAWs for signal generation in semiconductor
structures. An introduction is given in [21], where the concepts for SAW generation
and the mechanisms for the acousto-optical interaction in different structures are
reviewed. In [22] experimental results for a compact and monolithic modulator
consisting of a SAW driven Mach-Zehnder interferometer (MZI) are presented, and
the device is modified for more efficient modulation in [23]. The concept of acousto-
optical multiple interference devices are suggested in [24] where several MZIs are
combined in parallel or series in order to design ON/OFF switching, pulse shapers
and frequency converters. In [25] the working principle of a SAW driven optical
frequency shifter based on a multi-branch waveguide structure is presented. These
devices are expected to be very compact and compatible with integrated optics based
on planar technology for different material systems.
2.2 Modeling of wave problems
In this work, three different types of wave propagating problems with increasing
complexity are investigated. The first is about propagation of acoustic waves in
air and the next treats optical waves propagating in a photonic-crystal fiber. In the
last problem the propagation of SAWs in piezoelectric materials and their interaction
with optical waves in waveguides are studied. All the different types of waves vary
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in space and time and can be described in a similar way by second order differential
equations. In the case of elastic waves in a solid material, the displacement ui
of a point with the coordinates xk varies with time t, such that ui = ui(xk, t). By
combining Newton’s second law with Hooke’s law for a solid inhomogeneous material
the wave equation is obtained [3]
∂
∂xj
(
cijkl
∂ul
∂xk
)
− ρ∂
2ui
∂t2
= 0, (2.1)
where cijkl are the stiffness constants and ρ is the mass density, which all depend on
the position xk. The expression in (2.1) is a system of three second order differential
equations for an anisotropic, inhomogeneous material in 3D. In the case of a fluid
the wave equation has the scalar form
∂
∂xi
(
α1
∂u
∂xi
)
− α2∂
2u
∂t2
= 0, (2.2)
where u is the pressure, α1 is the inverse of the mass density and α2 is the inverse of
the bulk modulus. If u describes the out of plane displacements in a solid material,
α1 is the shear modulus and α2 denotes the mass density, equation (2.2) models
the behavior of elastic shear waves. In a similar way, the electromagnetic waves
can be described by a system of three second order differential equations in the
general case, which can be reduced to the scalar equation (2.2) for the special cases
of in-plane modes. In the case of transverse electric modes u describes the electric
field, α1 is the inverse of the dielectric constant and α2 is the product of the vacuum
permittivity and the vacuum permeability.
In many situations it can be assumed that the forces, and thus the waves, are
varying harmonically in time with the angular frequency ω. It is therefore convenient
to eliminate the time-dependency in the equations. In the case of for instance a fluid,
the field variable is described on the complex exponential form u(xk, t) = uˆ(xk)e
iωt,
where uˆ describes the complex amplitude and the phase indirectly. The exponential
represents the time variation. This means that the operator ∂
2
∂t2
can be written as
−ω2 and when uˆeiωt is introduced in the wave equation (2.3) and the hat is omitted
it reduces to the simpler form
∂
∂xi
(
α1
∂u
∂xi
)
+ ω2α2u = 0. (2.3)
This equation is known as the Helmholtz equation and is valid for the field oscillating
at the single frequency ω. The real physical value of u is found by taking the real
part of the complex solution to the problem. The conversion from a time dependent
to a time-harmonic problem can be done in an equivalent way for the other wave
problems and only these types of problems are considered in this work.
A solution to a wave problem can be found by applying a set of boundary condi-
tions that give information about free and clamped surfaces and interfaces between
8 Chapter 2 Time-harmonic propagating waves
different materials. In cases where an unbounded structure is considered, it is nec-
essary to apply boundary conditions that do not reflect the waves in order to limit
the modeling domain. In simple cases as in wave propagation in fluids, a condi-
tion as the Sommerfeld radiation condition can be applied [1]. In more complicated
cases as for elastic wave propagation in solid structures and for non-perpendicular
waves, it is more accurate to employ perfectly matched layers, which are employed
for time-harmonic elastodynamic problems in [26]. In this case an extra layer is
applied at the boarders where the disturbances are absorbed gradually before they
reach the outer boundaries. In all the wave problems considered in this work the
driving forces are applied as harmonic varying boundary conditions. If a unit cell
is considered where periodic boundary conditions connect opposite boundaries, the
problem can be solved as an infinite periodic structure.
2.3 Discretizing and solving wave problems
Analytical solutions exist for simple problems as spherical acoustic waves propagat-
ing in an infinite domain in 3D or Rayleigh waves propagating in a homogeneous
half space. For more complex geometries and material distributions the problems
must be solved numerically. In this work the finite element method is employed.
The dependent variables uj in a problem are collected in a field vector defined as
u = [u1, u2, ..., uj, ..., uJ ] and are discretized using sets of finite element basis func-
tions {φj,n(r)}
uj(r) =
N∑
n=1
uj,nφj,n(r), (2.4)
where r is the position vector. The degrees of freedom corresponding to each field
are assembled in the vectors uj = {uj,1, uj,2, ..., uj,n, ...uj,N}T . In the problems con-
sidered here, a triangular element mesh is employed and for the physical fields either
vector elements or second order Lagrange elements are used depending on the prob-
lem. The governing equations are discretized by a standard Galerkin method [27]
J∑
j=1
Skjuj =
J∑
j=1
(
Kkj + iωCkj − ω2Mkj
)
uj = fk, (2.5)
where the system matrix Skj has contributions from the stiffness matrix Kkj, the
damping matrix Ckj and the mass matrixMkj. fk is the load vector. When material
damping or absorbing boundary conditions are employed the damping matrix is
different from zero and the problem gets complex valued. The material damping can
be introduced to make the problems behave more realistically and can in some cases
be necessary in order to avoid ending up in a local optimum during an optimization
process, see chapter 3.
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The implementation of the wave propagation problems is done using the high-
level programming language Comsol Multiphysics with Matlab [28]. This software
is designed to model scientific and engineering problems described by partial dif-
ferential equations and solve them by the finite element method. It is furthermore
possible to combine different physical models and solve multiphysics problems, as for
instance an elastic and an optical model in order to investigate the acousto-optical
effect. The models can be defined by the user by writing conventional differential
equations and it is also possible to use the application modes, which are templates
for specific physical problems with the appropriate equations and variables prede-
fined. In this work the elastic wave problems are implemented in the general form
where the governing equations and boundary conditions are written on divergence
form. The optical problems are solved using the perpendicular waves, hybrid-mode
waves, application mode. When solving wave problems enough elements must be
used in order to resolve the waves, which typically means that at least 5 second order
elements per wavelength must be employed. In Comsol Multiphysics the discretized
problem in (2.5) is solved as one system and direct solvers based on LU factorization
of the system matrix are utilized.
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Chapter 3
Topology optimization applied to time-harmonic
propagating waves
In the previous chapter, wave propagation problems for time-harmonic elastic and
optical waves have been introduced. It has been explained that they are governed
by second order differential equations and can be solved in a similar way by the
finite element method. As discussed, different kinds of wave propagation is utilized
in an increasing number of applications and it is therefore important to improve the
performance for a certain frequency or frequency range. The aim is either to hinder
wave propagation, for instance minimization of the sound power at a certain posi-
tion in a room, or waveguiding, as maximization of the power flow through a point
of a structure. To optimize these kinds of problems different types of optimization
methods can be applied. There are at least two fundamentally different approaches
to solve an optimization problem. The simplest strategy is to take the best solution
from a number of trial solutions, perhaps generated by stochastic methods or sim-
ply from a parameter study where one or more parameters are varied. The other
approach is to use an iterative method where an intermediate solution is obtained in
each iteration step, which finally converges to an optimum. This can be done by a
variety of algorithms suitable for different types of problems, for example for linear
or nonlinear, constrained or unconstrained problems. To determine the direction
and the length of the next step in the iteration, information from the objective and
constraint functions as function values, gradient and curvature information can be
employed.
In this work, wave propagation problems are either investigated by parameter
studies, where geometry parameters are varied, or by topology optimization, which
is an iterative optimization method based on repeated sensitivity analysis of the
objective and constraint functions and mathematical programming steps. In the
following, the method of topology optimization is introduced and a description of
the way it is applied to the wave propagation problems studied in this work is given.
3.1 Topology optimization and propagating waves
By the method of topology optimization, material is freely distributed in a design
domain and the aim is to get a structure that consists of well defined regions of solid
material and void such that the objective function is optimized. Thus, the layout of
the structure with the number, position and shape of the holes is determined. The
method therefore offers higher design freedom than other known methods as size
and shape optimization, which are restricted to a predefined number of holes in the
11
12 Chapter 3 Topology optimization applied to time-harmonic propagating waves
structure.
The method was first introduced by Bendsøe and Kikuchi in 1988 [29] as a
computer based method for continuum structures with the purpose of minimizing
the compliance for a limited amount of material by a homogenization approach.
Since then, topology optimization has been developed further and the theory is
thoroughly explained in [30]. A typical topology optimization procedure is to define
the design domain for the structure, the boundary conditions and the load case.
The structure is then discretized by finite elements and the design variables are
the material density in each element that in the final design should correspond to
either solid material or void. The density is then related to the different physical
parameters that describe the material in the problem considered. In the original
case, where the static compliance of structures is minimized, the physical parameter
is the stiffness. Many different methods to solve the topology optimization problem
have been suggested in the literature. As described in [30], the SIMP-model (Solid
Isotropic Material with Penalization) is a very efficient method to get optimized
designs in structural mechanics. This method is based on continuous design variables
that can take on any value of the densities between void and solid material. Material
interpolation functions that penalize the intermediate densities are employed to force
the design to consist of areas of either void or solid material in the final design. As
it was possible to get structures with better performance than those obtained from
size and shape optimization, topology optimization got increasingly popular and has
been used in aero and automotive industries. Today topology optimization tools are
provided for the industry by commercial software systems [31].
By relating the density to other material parameters than stiffness, topology
optimization can be applied to other types of engineering and scientific problems.
In [30] many applications as different as compliant mechanism design, heat and
flow problems are presented. Next to minimization of static compliance, one of
the first type of applications the method was applied to was dynamic problems, a
research field that is continuously developing. Either eigenvalue optimization for free
vibrations was considered [32, 33, 34] or the optimization of the dynamic response,
as the dynamic compliance, for a structure for a given driving frequency or frequency
range [35, 36, 37, 38]. Thus, optimization methods were developed for structures
subjected to time-harmonic loads.
In the beginning of this decade the method was furthermore extended to elas-
tic wave propagation problems and first phononic-bandgap materials and structures
were studied in 2003 [39]. Later the method was applied to periodic plate struc-
tures [40, 41] and theoretical and experimental results are compared in [41]. In
[42] non-periodic plate structures are designed for vibration suppression and energy
transport. One-dimensional layered structures for longitudinal wave propagation
are studied in [43] and in [44] minimization of transmission and absorption through
slaps is examined. SAW propagation is considered in [45] where filters and waveg-
uides in elastic materials are optimized. Topology optimization has recently been
applied to acoustic wave propagation problems in air such as acoustic horns [46],
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reflection chambers [47], sound barriers designed by genetic algorithms [48] and
acoustic-structure interaction [49]. These optimization problems usually result in
non-intuitive designs with holes in the structures and parts not attached to each
other, which would not be possible by size and shape optimization.
Parallel to the work about elastic wave propagation, topology optimization meth-
ods concerning propagating optical waves appeared. First planar electromagnetic
waves were studied for photonic-bandgap materials in [50, 51] and then structures
such as bends and splitters [52, 53, 54, 55] based on band-gap materials were de-
signed for single frequencies or frequency intervals. Planar photonic-crystal waveg-
uide components with low loss as well as high bandwidth and transmission have
been fabricated and characterized in various papers [56, 57, 58]. The tailoring of
dispersion properties are considered in [59] for photonic-crystal waveguides and for
optical fibers in [60]. In [61] a coupled magnetomechanical analysis is carried out in
order to use topology optimization to maximize the elastic wave transduction of a
magnetostrictive patch-type transducer. Lately, the method of topology optimiza-
tion has been extended to transient wave propagation for one-dimensional problems
[62, 63] and the concept can be applied to both elastic and optical waves.
Topology optimization is now a well established method and has been employed
to improve problems in a range of different fields. However, when the method is
applied to a new type of problem it takes some trial and error to obtain applicable
designs and overcome problems as badly defined boundaries of the designs, appear-
ance of intermediate densities and non-unique solutions. It is first of all important to
formulate the optimization problem with the objective function and constraints such
that the wanted physical effect is obtained. In order to obtain mesh-independent
designs and reduce the appearance of intermediate materials, filtering methods and
appropriate interpolation functions must be employed. For problems with non-
unique solutions, convergence to a local optima can be prevented by continuation
methods. Finally, it is important to interpret the optimized designs physically and
compare them with intuitive designs.
In the present work, the method of topology optimization is extended to three
new types of wave propagation problems. The first is mathematically the simplest
and the aim is to minimize noise from acoustic waves in air by designing struc-
tures as sound barriers. The next is concerned with optical waves and here the
purpose is to maximize the energy flow in a hollow photonic-crystal fiber. Finally,
the method is applied to propagating surface acoustic waves in a piezoelectric ma-
terial in order to improve the acousto-optical interaction with an optical wave in
a waveguide. The three different problems are governed by similar equations and
the way topology optimization is applied to them is therefore essentially the same.
In the following sections, a generic optimization problem for the wave propagation
problems is introduced with design variables, objective and constraint functions as
well as the sensitivity analysis. The different initiatives applied to prevent problems
as intermediate materials and mesh-dependent solutions are explained.
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3.2 Design variables and material interpolation
Topology optimization is here employed to design structures for propagating waves.
A domain Ω is exited by a harmonic input force and the aim is to find a distribution
of air and solid material in the design domain Ωd such that the objective function
Φ is optimized in the output domain Ωo. The concept is sketched in figure 3.1. The
optimization problem is discrete as there should be either air or solid material in each
point of the design domain. However, in order to allow for efficient gradient-based
optimization the problem is formulated with continuous material properties that
can take any value in between the values for air and solid material. To control the
material properties a continuous material indicator field 0 ≤ ξ(r) ≤ 1 is introduced,
where ξ = 0 corresponds to air and ξ = 1 to solid material. If µ describes the
material parameters in the physical model, see section 2.2, introducing the design
variable means that
µ(ξ) =
{
µa, ξ = 0
µs, ξ = 1
, (3.1)
where µa represents the material values for air and µs the material values for solid
material. Although ξ is continuous, the final design should be as close to discrete
(ξ = 0 or ξ = 1) as possible in order to be well defined. To ease this, different inter-
polations functions as well as filtering and penalization methods can be employed.
Here a morphology-based filter is used, as described in section 3.5, and interpolation
functions, where the material parameters or their inverse are interpolated linearly
between the two material phases, are employed
µ(ξ) = µa + ξ(µs − µa). (3.2)
This function satisfies the condition in (3.1), but does not necessarily result in a
discrete optimal solution. A discrete design is referred to as a 0-1 design in the
following.
Figure 3.1 The concept of topology optimization applied to wave propagation problems.
Air and solid material must be distributed in the design domain Ωd in order to optimize
the objective function in the output domain Ωo.
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3.3 The optimization problem
The purpose of the topology optimization is to optimize the objective function Φ. For
the three wave propagation problems considered Φ has a similar form and depends
on the field variables uj or their derivatives with respect to xj, which in both cases
will be denoted wj. The functions wj are in general complex valued so in order to
get a positive and real valued objective function it is the squared absolute value of
wj or a sum of these that is optimized. The generic formulation of the optimization
problem where the response has to be minimized takes the form
min
ξ
Φ =
∫
Ωo
J∑
j=1
|wj(r, ξ(r))|2dr, objective function (3.3)
subject to
1∫
Ωd
dr
∫
Ωd
ξ(r)dr− β ≤ 0, volume constraint (3.4)
0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds (3.5)
J∑
j=1
Skjuj − fk = 0, governing equations (3.6)
The only constraint that is employed in the optimization problems considered is
the volume constraint (3.4). It can be included in the formulation to put a limit
on the amount of material distributed in the design domain Ωd. The parameter β
indicates the fraction of the volume that is allowed to contain solid material and
it takes values between 0 and 1, where β = 1 corresponds to no limit. When the
problem considered has several local minima the optimized designs will be strongly
dependent on the choice of β.
With the objective function (3.3) the problem is optimized for one driving fre-
quency. But for wave propagation problems it is often relevant to optimize for a
frequency interval in order to get a broadband solution. The objective function can
therefore be changed such that the objective is to minimize the sum of responses
for a number of target frequencies ωi in the interval considered, as explained in
[53]. The chosen interval is divided into M equally sized subintervals. The target
frequency in each subinterval, which results in the highest value of Φ, is determined
by approximating Φ as function of the frequency using Pade´ expansions, see [64].
The problem is then optimized for the new objective function Ψ, which is the sum
of Φ evaluated at the determined target frequencies and divided by the number of
intervals M to get the average value
min
ξ
Ψ =
∑
ω1,...,ωM
maxωi∈Ii(Φ(ωi))
M
, I1 = [ω1;ω2[, . . . , IM =]ωM ;ωM+1]. (3.7)
Here ωM+1 − ω1 is the entire frequency interval and Ii are the equally sized subin-
tervals. By this procedure, Φ is minimized at all the target frequencies, which are
updated at regular intervals during the optimization.
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3.4 Sensitivity analysis
The design variables are updated by a gradient based optimization algorithm, see
section 3.5, and the derivatives with respect to the design variables of the objec-
tive and the constraint functions must be evaluated. They indicate how much the
function will change if a certain design variable is changed an infinitesimal quan-
tity. These derivatives can be calculated as the design variable is introduced as a
continuous field. The design variable field ξ is discretized using finite element basis
functions {φJ+1,n(r)} in a similar way as for the dependent variables
ξ(r) =
Nd∑
n=1
ξnφJ+1,n(r). (3.8)
The degrees of freedom are assembled in the vector ξ = {ξ1, ξ2, ...ξNd}T , and typically
zero or first order Lagrange elements are used.
The complex field vector uk is via (2.5) an implicit function of the design vari-
ables, which is written as uk(ξ) = u
R
k (ξ) + iu
I
k(ξ), where u
R
k and u
I
k denote the
real and the imaginary parts of uk. Thus the derivative of the objective function
Φ = Φ(uRk (ξ),u
I
k(ξ), ξ) is given by the following expression found by the chain rule
dΦ
dξ
=
∂Φ
∂ξ
+
J∑
k=1
(
∂Φ
∂uRk
∂uRk
∂ξ
+
∂Φ
∂uIk
∂uIk
∂ξ
)
. (3.9)
As uk is an implicit function of ξ the derivatives ∂u
R
k /∂ξ and ∂u
I
k/∂ξ are not known
directly. The sensitivity analysis is therefore done by employing an adjoint method
where the unknown derivatives are eliminated at the expense of determining adjoint
and complex variable fields [65]. From equation (2.5) it is known that
∑J
j=1 Skjuj−
fk = 0, and therefore equation
∑J
j=1 S¯kju¯j− f¯k = 0 is also valid. The overbar denotes
the complex conjugate. It is assumed that the load does not depend on the design
variables such that the derivative of
∑J
j=1 Skjuj and
∑J
j=1 S¯kju¯j with respect to ξ
are also zero. When they are multiplied with the adjoint variable fields 1
2
λk and
1
2
λ¯k, respectively, and added to (3.9) it does not change the value of the derivative
dΦ
dξ
=
∂Φ
∂ξ
+
J∑
k=1
(
∂Φ
∂uRk
∂uRk
∂ξ
+
∂Φ
∂uIk
∂uIk
∂ξ
)
+
J∑
k=1
(
1
2
λTk
d
dξ
(
J∑
j=1
Skjuj
)
+
1
2
λ¯
T
k
d
dξ
(
J∑
j=1
S¯kju¯j
))
. (3.10)
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The two last derivatives are expanded as follows
d
dξ
(
J∑
j=1
Skjuj
)
=
J∑
j=1
(
∂Skj
∂ξ
uRj + Skj
∂uRj
∂ξ
+ i
∂Skj
∂ξ
uIj + iSkj
∂uIj
∂ξ
)
, (3.11)
d
dξ
(
J∑
j=1
S¯kju¯j
)
=
J∑
j=1
(
∂S¯kj
∂ξ
uRj + S¯kj
∂uRj
∂ξ
− i∂S¯kj
∂ξ
uIj − iS¯kj
∂uIj
∂ξ
)
. (3.12)
When (3.11) and (3.12) are inserted into (3.10) the derivative of the objective func-
tion takes the form
dΦ
dξ
=
∂Φ
∂ξ
+
J∑
k=1
(
1
2
λTk
J∑
j=1
∂Skj
∂ξ
uj +
1
2
λ¯
T
k
J∑
j=1
∂S¯kj
∂ξ
u¯j
)
+
J∑
k=1
(
∂Φ
∂uRk
+
J∑
j=1
(
1
2
λTj Sjk +
1
2
λ¯
T
j S¯jk
))
∂uRk
∂ξ
+
J∑
k=1
(
∂Φ
∂uIk
+
J∑
j=1
(
1
2
iλTj Sjk −
1
2
iλ¯
T
j S¯jk
))
∂uIk
∂ξ
. (3.13)
The terms
∂uRk
∂ξ
and
∂uIk
∂ξ
are derivatives of implicitly given functions and these terms
can be eliminated by choosing the adjoint variable fields λj such that the following
equations are satisfied
J∑
j=1
(
λTj Sjk + λ¯
T
j S¯jk
)
= −2 ∂Φ
∂uRk
, (3.14)
J∑
j=1
(
iλTj Sjk − iλ¯Tj S¯jk
)
= −2 ∂Φ
∂uIk
. (3.15)
If equation (3.15) is multiplied by i and subtracted from (3.14) the following relation
is obtained
J∑
j=1
λTj Sjk = −
∂Φ
∂uRk
+ i
∂Φ
∂uIk
. (3.16)
Another relation is obtained by again multiplying (3.15) by i and then adding it to
(3.14)
J∑
j=1
λ¯
T
j S¯jk = −
∂Φ
∂uRk
− i ∂Φ
∂uIk
. (3.17)
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The two expressions (3.16) and (3.17) are equivalent, which is seen by taking the
complex conjugate on both sides of expression (3.17). This means that when λj is
computed by equation (3.16) it will also fulfill equation (3.17). Equation (3.16) is
transposed and it is used that Skj is symmetric
J∑
j=1
Skjλj =
(
∂Φ
∂uRk
− i ∂Φ
∂uIk
)T
. (3.18)
The expression in (3.18) can be solved as one system in a similar way as the dis-
cretized problem in (2.5). In the case where wk in the objective function (3.3) is
equal to the field variable uk the right hand side of equation (3.18) is found by the
expression
∂Φ
∂uRk,n
− i ∂Φ
∂uIk,n
=
∫
Ωo
(
∂Φ
∂uRk
∂uRk
∂uRk,n
− i ∂Φ
∂uIk
∂uIk
∂uIk,n
)
dr
=
∫
Ωo
(2uRk − i2uIk)φk,ndr. (3.19)
In the case where wk indicates the derivative
∂uk
∂xk
the right hand side of equation
(3.18) is found by
∂Φ
∂uRk,n
− i ∂Φ
∂uIk,n
=
∫
Ωo
(
∂Φ
∂wRk
− i ∂Φ
∂wIk
)
∂φk,n
∂xk
dr
=
∫
Ωo
(
2wRk − i2wIk
) ∂φk,n
∂xk
dr =
∫
Ωo
(
2
∂uRk
∂xk
− i2∂u
I
k
∂xk
)
∂φk,n
∂xk
dr. (3.20)
The derivatives ∂uk
∂xk
can be calculated automatically by Comsol Multiphysics. The
adjoint variable fields are now determined such that the two last terms in (3.13)
vanish and the derivative of the objective function reduces to
dΦ
dξ
=
∂Φ
∂ξ
+
J∑
k=1
(
1
2
λTk
J∑
j=1
∂Skj
∂ξ
uj +
1
2
λ¯
T
k
J∑
j=1
∂S¯kj
∂ξ
u¯j
)
, (3.21)
and can be rewritten in the form
dΦ
dξ
=
∂Φ
∂ξ
+
J∑
k=1
<
(
λTk
J∑
j=1
∂Skj
∂ξ
uj
)
. (3.22)
Finally, the derivative of the constraint function with respect to one of the design
variables is
∂
∂ξn
(
1∫
Ωd
dr
∫
Ωd
ξ(r)dr− β
)
=
1∫
Ωd
dr
∫
Ωd
φJ+1,n(r)dr. (3.23)
The mentioned vectors ∂Φ/∂ξ,
∫
Ωo
(2uRk − i2uIk)φk,ndr,
∫
Ωo
(
2
∂uRk
∂xk
− i2∂uIk
∂xk
)
∂φk,n
∂xk
dr
and
∫
Ωd
φJ+1,n(r)dr as well as the matrix ∂Skj/∂ξ are assembled in Comsol Multi-
physics as described in [66].
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3.5 Practical implementation
The actual update of the design variables in each step is done by employing the
Method of Moving Asymptotes (MMA) by Svanberg 2002, see [67]. This is an
efficient mathematical programming method to solve the type of smooth problems
(meaning that the objective and constraint functions should at least belong to C1)
with the high number of degrees of freedom found in topology optimization. It is
an algorithm that employs information from the previous iteration steps as well as
gradient information - plus second order information if it is available.
In order to get optimization problems that behave well during the optimization
and to obtain applicable 0-1 designs, the optimization problems can be modified in
different ways. First of all material damping can be applied such that the resonance
frequencies are damped, which make the problems more realistic and well behaving
during the optimization. When the mesh size is decreased, the optimization will in
general result in mesh-dependent solutions with small details, which make the design
inconvenient to manufacture. To avoid these problems a filter is employed. The filter
makes the material properties of an element dependent on a function of the design
variables in a fixed neighborhood around the element such that the optimized design
is mesh-independent. In the present work, a close-type Heaviside morphology-based
filter is applied to the problems, which has proven efficient for wave propagation
problems [68]. The method results in designs where all holes below the size of the
filter radius have been eliminated. To get a numerically stable optimization, the
filter must usually be implemented as a continuation scheme where the property of
the filter is gradually changed from a density filter to a morphology-based filter. A
further advantage of these filter-types is that they tend to eliminate gray elements
in the transition zone between solid and air regions.
The problems studied here are non-unique with a number of local optima that
typically originate from local resonance effects. To prevent convergence to these
local optima a continuation method can be applied where the original problem is
modified to a smoother problem. For wave problems it has been shown that a strong
artificial damping will smoothen the response [39, 53], hence this method is applied
to some of the problems in this project. A strong material damping is applied in
the beginning of the optimization and after convergence of the modified problem
or after a fixed number of iterations the problem is gradually changed back to the
original one with a realistic damping. The continuation scheme of the filter has a
similar effect.
The iterative optimization procedure including the filter can finally be written
in the pseudo code:
20 Chapter 3 Topology optimization applied to time-harmonic propagating waves
1. Choose target frequencies ωi and initialize the design variable vector ξ, the
counter iter = 0, the tolerance tol=0.01 and change=1.
2. for iter = 1:1000
3. Calculate filtered densities ξ˜ by the chain rule.
4. Calculate the material values and solve the FE problem based on ξ˜.
5. Compute the objective function Ψ and the sensitivities based on ξ˜.
6. Calculate filtered sensitivities.
7. Update the design variables ξnew by the MMA-algorithm.
8. Compute change=max(||ξnew -ξ||).
9. If mod(iter,50) == 0 | change < tol, then update target frequencies, the ma-
terial damping or the filter as appropriate and set change=0.5.
10. Break if change < tol.
11. end
12. Postprocess and display the results.
The optimized designs are in general sensitive to the choice of driving frequency
or frequency interval as well as other factors such as the volume fraction β, the initial
guess and the filter size. It is therefore recommended to choose the driving frequency
or the frequency interval carefully and to perform more optimizations with several
parameter combinations to obtain the best possible design.
Chapter 4
Design of sound barriers by topology optimization
[P1]
The first type of wave problem considered in the present work, is the propagation
of acoustic waves in air, where topology optimization is employed to optimize the
distribution of materials in structures to reduce noise. This chapter is a summary
of the work presented in publication [P1].
It is essential to control acoustic properties in a wide range of problems such as in
the design of loudspeakers, the layout of rooms for good speech conditions or in noise
reduction where sound waves can have a damaging effect on humans or electronic
equipment. Reduction of sound is important for indoor situations as in open offices,
staircases as well as in car and airplane cabins or for outdoor problems, for instance
along roads with heavy traffic. The most common way to reduce noise is by passive
noise control where structures as sound barriers are employed to screen from the
sound or where absorbers as resonators, porous absorbing material or membranes
are used to absorb the acoustic waves. Both experimental and theoretical work has
been employed in order to design for noise reduction. Scale models of sound barriers
with different shapes are for instance investigated in [69, 70], and numerical results
for sound barriers are obtained with a boundary element method in [71, 72]. In
both cases the T-shaped barrier tends to give the largest noise reduction. Different
kinds of optimization methods have been applied to acoustic problems as shape
optimization, see [73], and in [48] a systematic way to design barriers with genetic
algorithms is suggested. Lately, topology optimization has been applied to control
sound by different structures such as acoustic horns, plate and shell structures or
reflection champers as outlined in section 3.1.
In [P1] the method of topology optimization is extended to problems were noise
is reduced by passive noise control for a single driving frequency or a frequency
interval for 2D and 3D problems. It is first applied to room acoustics where the
structure of the ceiling is optimized in order to reduce the sound in a certain part of
the room. This concept was first presented by the author in [74] and extended with
more examples in [P1]. The objective function is minimized because of the forming
of cavities acting as Helmholtz resonators, or by moving natural frequencies, that
are close to the diving frequency, to lower or higher values by redistributing material
at the nodal planes or at the high pressure amplitudes, respectively. It is also shown
that the method is suitable to find optimized distributions of absorbing material
along the walls. Finally, the method is applied to design outdoor sound barriers
and two examples for a single frequency and a frequency interval, respectively, are
presented in the following to show the performance of the method.
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4.1 Method
The aim of the presented method is to design sound barriers by redistribution of
air and solid material (aluminum) in the design domain Ωd such that the noise is
reduced in the output domain Ωo behind the barrier. This is illustrated by figure 4.1.
The sound source, which is placed to the left of Ωd, is emitting harmonic waves with
the vibrational, particle velocity U. The ground is reflecting and the outer boundary
in the air is absorbing. The governing equation for a driving angular frequency ω is
the Helmholtz equation [1]
∂
∂xi
(
ρ−1
∂p
∂xi
)
+ ω2κ−1p = 0, (4.1)
where p is the complex sound pressure amplitude, ρ is the mass density and κ is the
bulk modulus, which all depend on the position r. The design variable ξ takes the
value 0 for air and 1 for the solid material. The inverse density and bulk modulus
are interpolated linearly between the two material phases. The objective function
Φ is the average of the squared sound pressure amplitude in the output domain, Ωo.
The formulation of the optimization problem thus takes the form
min
ξ
log(Φ) = log
(
1∫
Ωo
dr
∫
Ωo
|p(r, ξ(r))|2dr
)
, objective function (4.2)
subject to
1∫
Ωd
dr
∫
Ωd
ξ(r)dr− β ≤ 0, volume constraint (4.3)
0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds (4.4)
Figure 4.1 The geometry employed for the sound barrier topology optimization problem
with the design domain Ωd, the output domain Ωo and the point source with the vibrational
velocity U .
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To obtain better numerical scaling in the optimization process the logarithm is
taken to the objective function, and the sensitivities hence have to be adjusted by
dividing them with Φ. The volume constraint imposes a limit on the amount of
material distributed in Ωd given by the volume fraction β in order to save material.
The initial guess for the optimization is a uniform distribution of solid material in Ωd
with the volume fraction β. A small amount of mass-proportional damping is added
to the problem and the morphology-based filter described in section 3.5 is applied.
Second order Lagrange elements are used for the complex pressure amplitude and
the design variables are discretized by first order Lagrange elements.
4.2 Results
In the first example, the sound barrier is optimized for the octave band center fre-
quency f = 125 Hz (where f = ω/2pi) and the volume fraction β = 0.9. The
performance of the optimized design obtained from the topology optimization is
compared to the performance of a straight and a T-shaped barrier. The two con-
ventional barriers are centered in the design domain and they both have the same
height as Ωd and the T-shaped barrier has the same width. The increase of the
objective function ∆Φ for the T-shaped barrier and the optimized design is given
in table 4.1 compared to Φ for the straight barrier. It is observed that the T-
shaped barrier reduces the noise slightly more than the straight barrier, which is in
agreement with the literature. The table shows that the objective function for the
optimized design is reduced with more than 9 dB compared to the straight barrier.
The optimized barrier is indicated in figure 4.2(a) and is close to a 0-1 design. The
distribution of the sound pressure amplitude for the optimized design is seen in fig-
ure 4.2(b). The sound pressure amplitude is high in the cavity connected to the
right surface, which is acting as a kind of a Helmholtz resonator.
It is also possible to design the sound barrier for a frequency interval using Pade´
approximations as described in section 3.3. The next example is thus optimized
for the interval between the two center band frequencies [63;125] Hz with 7 target
frequencies. The volume factor is again β = 0.9 and the objective function Ψ is
reduced from 71.4 dB for the initial guess to 64.4 dB for the optimized design. The
barrier is seen in figure 4.3(a) and it has a cavity on both vertical edges that can act
as Helmholtz resonators. In figure 4.3(b), the value of Φ is plotted as a function of
the frequency f for the optimized design as well as for the straight and the T-shaped
Table 4.1 The increase of the objective function ∆Φ for the T-shaped and the optimized
barrier compared to Φ for the straight barrier for f = 125 Hz.
frequency straight T-shape optimized
f [Hz] Φ [dB] ∆Φ [dB] ∆Φ [dB]
β = 0.90
125 70.02 -0.90 -9.13
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(a) (b)
Figure 4.2 Results of the optimization for the target frequency f = 125 Hz and β=0.9.
(a): The optimized design where black is solid material and white is air. (b): The distri-
bution of the sound pressure amplitude around the optimized design.
barriers. The optimized design performs better than the two other barriers in the
entire frequency interval and the T-shaped barrier is better than the straight barrier.
However, Φ is not reduced with as many dB for the single frequencies as in the first
example, but it is decreased with around 2 dB in the entire interval compared to
the straight barrier.
These examples show that the method of topology optimization presented here
is suitable to design sound barriers in outdoor situations for both a single frequency
and a frequency interval. In [P1] it is also shown that Φ can be reduced with up
to 30 dB when a barrier on each side of the source are utilized. In this case the
optimized barriers are displaced compared to each other such that a destructive
wave pattern decreases the objective function. By displacing T-shaped barriers in a
similar way a reduction of almost 10 dB is obtained, which shows that the method
can be employed to find a good position of conventional barriers such that the noise
is reduced. The method is suited for low frequencies, but for frequencies higher than
f = 125 Hz problems start to appear due to the more complicated distribution of
the sound pressure amplitude and because of many local minima.
In the future, the method should be tested for more complicated problem settings
with complex geometries, several sound sources and bigger output areas. In the
outdoor situation sources from several parallel lanes should be included as well as
larger objects along the road. Finally, the described method could be employed to
optimize other acoustic properties such as the reverberation time or the sound power
4.2 Results 25
60 70 80 90 100 110 120
60
62
64
66
68
70
72
frequency, f  [Hz]
o
bje
cti
ve
 fu
nc
tio
n, 
Φ
 
 
[dB
]
 
 
straight barrier
T−barrier
optimized design
frequency borders
(a) (b)
Figure 4.3 Results of the optimization for the frequency interval [63;125] Hz with 7 target
frequencies and β = 0.9. (a): The optimized design where black indicates solid material
and white is air. (b): The value of Φ as function of the frequency f for the straight,
T-shaped and optimized sound barriers.
into an area or through an opening between coupled rooms.
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Chapter 5
Design of photonic-crystal fibers by topology
optimization [P2]
The second type of wave problem is studied in this chapter and is about optical
waves propagating in hollow core photonic-crystal fibers. The method of topology
optimization is used to maximize the energy flow by redistributing air and silica
material around the core, such that the overlap of the magnetic field in the lossy
silica cladding is decreased. The chapter is a summary of publication [P2].
One- or two-dimensional photonic crystals are employed to confine optical waves
in the core region of photonic-crystal fibers, which were first studied in the 1990s
[75, 76]. A holey fiber consists of a hollow core, which is surrounded by a two
dimensional periodic pattern of air holes that confine the wave by the band-gap
effect [17]. Thus, a part of the optical wave propagates in air for this type of fiber,
and therefore losses as well as unwanted dispersion and nonlinear effects from the
cladding material can be reduced. Another part of the wave propagates in the
cladding, which is usually silica. For optical wavelengths in general, silica is a lossy
material and will absorb a part of the energy. For most wavelengths holey fibers
will therefore not be convenient for long fiber links, but rather for short distance
applications as for instance in laser surgery. Compared to conventional laser surgery
with reflecting mirrors fibers gives the possibility to do operations inside the body
without the need to open it. A first application of photonic-crystal fibers for medical
purposes is found in [77] where a fiber is employed successfully in laryngeal and
airway surgery. In order to get a high energy flow in the fiber it is important to
design the cross section such that the overlap between the optical mode and the
cladding is as small as possible. This problem is considered in a number of papers
[78, 79, 80], where geometry parameters such as the core size, the thickness and the
shape of a solid core boundary as well as the size of the fingers pointing towards
the core have been varied. In this chapter topology optimization, which has already
been applied to design photonic crystals [50, 53, 54, 56], is employed to increase the
energy flow in a holey fiber. First the method is presented and then an example of
its performance is shown for an optical wavelength relevant for medical purposes.
5.1 Method
The purpose of the presented method is to distribute air and silica material in the
design domain Ωd around the fiber core such that the energy flow in the core region
Ωc is maximized. The initial design of the holey fiber is given in figure 5.1. The
pitch is Λ = 3.1 µm, the hole diameter over the pitch ratio is d/Λ = 0.92 and the
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Figure 5.1 Geometry of the photonic crystal fiber used in the optimization. Black
indicates silica and white is air. The design domain is Ωd and Ωc is the core region
where the objective function is optimized.
radius of the air core in the center is R = Λ. The boundary condition along all
the borders is the perfect electric conductor. The chosen optical wavelength in free
space is λ0 = 2 µm and the refractive indexes for this wavelength are na = 1 for
air and ns = 1.43791 + 0.0001i for silica. The imaginary part of ns indicates the
absorbing coefficient αs. It is assumed that the propagating optical modes have
harmonic solutions on the form
Hp,ν(x1, x2, x3) = Hp,ν(x1, x2)e
−iβνx3 , (5.1)
where Hp,ν is the magnetic field of the optical wave and βν is the propagation
constant for a given optical mode ν. This is entered into the time-harmonic wave
equation
eijk
∂
∂xj
(
bklblmemnp
∂Hp,ν
∂xn
)
− k20Hi,ν = 0, (5.2)
where k0 = 2pi/λ0 is the free space propagation constant, eijk is the alternating
symbol and biknkj = δij. For the problem considered in this chapter the materials
are assumed to be isotropic and therefore bklblm reduces to n
−2. For the given value of
k0 the propagation constant βν for the possible modes are found by solving the wave
equation as an eigenvalue problem. In order to define the problem for the topology
optimization, the propagation constant for the guided mode β1 is calculated. The
wave equation is then solved in a way where both k0 and β1 are fixed, and the guided
mode is excited by applying a magnetic source term in the center of the fiber, which
is directed in the horizontal direction. The design variable ξ takes the value 0 for
air and 1 for silica and the refractive index is interpolated linearly between the two
material phases. The objective function Φ is an energy measure and is defined as
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the sum of the squared magnetic field amplitudes in the x1- and x2-direction in the
core area, Ωc. Hence, the optimization problem is given as
max
ξ
log(Φ) = log
∫
Ωc
2∑
j=1
|Hj(r, ξ(r))|2dr, objective function (5.3)
subject to 0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds (5.4)
The morphology-based filter described in section 3.5 is applied to avoid mesh-
dependent solutions and to enforce 0-1 designs. To prevent convergence to a local
optima a continuation method is applied where αs has a big value from the begin-
ning of the optimization such that the problem is modified to a smoother problem.
During the optimization αs is gradually reduced to its more realistic value. Vec-
tor elements are used for H1 and H2 in order to avoid spurious modes. Lagrange
elements of second order are used for H3 and of zero order for ξ.
5.2 Results
An example of the optimization is shown in figure 5.2(a) and 5.2(b) where the initial
and the optimized designs are plotted, respectively. The distribution of the energy
measure from the objective function normalized with its maximum value for the
initial design, Φmax, is indicated with the contour lines. The objective function
is increased 3.75 times for the optimized design. All parts are connected in the
optimized geometry and it is close to be a 0-1 design. The symmetry around the
vertical axis is kept in the optimized design, but the 60 degree symmetry from the
initial design has vanished. The objective function in the optimized design has been
redistributed such that the modes shape is extending more in the vertical direction
Figure 5.2 The center region of the holey fiber where black indicates silica and white is
air. The contour lines show the distribution of the energy measure from the normalized
objective function Φ/Φmax. (a): Initial design. (b): Optimized design.
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Figure 5.3 The geometry of the center region of the holey fiber where black is silica and
white is air. The contour lines indicate the normalized absolute value of the magnetic field
|H1|/|H1,max|. (a): Initial design. (b): Optimized design.
and the peak value in the center has increased compared to the initial design. The
magnetic field of the optical mode is mainly polarized in the horizontal direction and
the distribution of the normalized field |H1|/|H1,max| is plotted with contour lines
for the initial and the optimized design in figure 5.3(a) and 5.3(b), respectively.
|H1,max| is the maximum value of |H1| for the initial design. The field distribution
is symmetric around the vertical axis for both the initial and optimized design and
like the distribution of the objective function, |H1| is confined by the vertical walls
to the sides and is elongated in the vertical direction after the optimization. For the
initial design, concentrations of |H1| are found where the three fingers are pointing
towards the center, but for the optimized design the two field concentrations at the
sides has disappeared caused by the forming of the vertical walls. This means that a
smaller part of the total field is in the lossy silica material and therefore less energy
is absorbed. Thus, the energy flow in the core region can increase. This example
shows that the presented method can be employed to improve the energy flow in a
holey fiber by reducing the overlap between the optical mode and the lossy cladding.
The optimized design has many small details and will therefore be difficult to
fabricate by a drawing process that tends to smoothen the geometry. In order to
examine how important the details are for the performance of the fiber and to get
designs that are simpler to fabricate, two simplified geometries are constructed and
shown in figure 5.4(a) and 5.4(b). The distribution of Φ/Φmax is indicated by the
contour lines. Design (a) imitates the optimized design well with tilted side walls and
a detailed upper part above the optical wave. The objective function for this case is
increased 2.95 times compared to the initial design. The increase is not as big as for
the optimized design, but the improvement is still significant. Design (b) is further
simplified with vertical side walls and rounded upper part, and Φ is correspondingly
smaller and has increased 2.62 times. Thus, these examples show that it is possible
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Figure 5.4 Two simplified geometries of the holey fiber inspired from the optimized
design. Black is silica and white is air. The contour lines show the distribution of the
normalized energy measure from the objective function Φ/Φmax.
to design fibers with a simplified geometry inspired from the optimization, which
will be easier to fabricate and have a significant improvement of the energy flow.
However, the more the geometry deviates from the optimized design the more the
performance decreases due to an increased overlap with the cladding.
The presented method can be extended to design other kinds of photonic-crystal
fibers, as index-guiding fibers, and other types of objective functions can be tested in
order to optimize for dispersion properties and non-linear effects. The optimization
can be done for a wavelength range as described in section 3.3 in order to get
broadband solutions.
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Chapter 6
Design of acousto-optical interaction [P3]-[P7]
An acoustic and an optical wave problem have been studied, respectively, in the two
previous chapters and structures have been optimized by the method of topology
optimization. In this chapter the last and most complicated wave problem is con-
sidered where the acousto-optical interaction between surface acoustic waves and
optical waves in channel waveguides is investigated. The chapter gives an overview
of the work presented in publication [P3]-[P7].
6.1 Introduction
The propagation of surface acoustic waves (SAW) is confined to a material surface
and two main types of waves exist. The Rayleigh wave is polarized in the longitudi-
nal and transverse, vertical directions and the other type is mainly polarized in the
shear horizontal direction such as the Bleustein-Gulyaev wave [7]. In piezoelectric
materials SAWs can be generated by the inverse piezoelectric effect by interdigital
transducers (IDTs), which are arrays of electrode fingers deposited on the surface.
The electrode fingers determine the wavelength and the width of the beam as indi-
cated in figure 6.1(a). When the electrode height is small the wave properties of the
excited waves are similar to the waves propagating on a free surface. Conventional
SAW devices as filters, resonators and sensors as well as the new acousto-optical
devices are driven by IDTs with thin electrodes. However, when the aspect ratio of
Figure 6.1 Interdigital transducers to generate surface acoustic waves. (a): Double-finger
IDT with thin electrodes. The interferometer setup to measure the wave amplitude by a
laser is sketched. (M.M. de Lima Jr. et al. [21]). (b) and (c): Scanning electron microscope
image of IDT with high aspect ratio electrodes. The substrate is lithium niobate and the
electrodes consist of nickel. (V. Laude et al. [81]).
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the electrodes increases the SAW properties change significantly, and in [82, 81, 83]
numerical and experimental results show a multi-mode SAW propagation and a ten-
fold slowing of the phase velocity. The high aspect ratio (HAR) electrodes measured
in the experiments are seen in figure 6.1(b) and 6.1(c).
Recently, a Rayleigh wave generated by thin electrodes has been employed to
create an optical switch by modulation of optical waves in the two waveguide arms
of a Mach-Zehnder interferometer (MZI). A MZI is an optical device consisting of a
waveguide that is split into two waveguide arms and after a distance the arms are
joined again as illustrated by figure 6.2(a). By sending a Rayleigh wave perpen-
dicular towards the waveguide arms a periodic modulation of the light is obtained.
The distance between the waveguide arms is an unequal number of half Rayleigh
wavelengths such that when a Rayleigh wave node is present at each waveguide the
output light will not change. When a wave crest is located at one waveguide a
trough will appear at the other waveguide, and the applied stresses with opposite
sign will introduce a refractive index difference in the arms that causes an oppo-
site phase change in them. By constructive and destructive interference the light
will be turned on and off periodically with a multiple of the SAW frequency de-
pending on the static phase difference in the two arms, which can be introduced
by a length difference between them. Experimental results are reported in [23] and
[P3]. For straight electrode fingers a 40% relative modulation was obtained for a
GaAs/AlGaAs sample, but only a 0-8% relative modulation was found for a silicon
on insulator (SOI) sample.
In this chapter a numerical model is presented in order to study the acousto-
optical interaction in a MZI and explain the difference in the experimental results.
To model the SAW propagation and the optical modes in the waveguides, it is suffi-
cient to consider a 2D model of a cross-section through the two waveguides and the
geometry is seen on figure 6.2(b). Perfectly matched layers (PML) are employed at
the domain borders to prevent reflections of the mechanical and electrical distur-
bances from the SAW. PMLs were introduced for time-harmonic elastic problems in
(a) (b)
Figure 6.2 Light modulation in a Mach-Zehnder interferometer. (a): 3D geometry of
a MZI with a propagating surface acoustic wave (M. van der Poel [P3]). (b): The 2D
cross-section through the waveguide arms of the MZI that is used in the simulations.
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[26] and are here extended to piezoelectric materials. The Rayleigh wave is gener-
ated at the IDT to the left in figure 6.2(b) and propagates in both the left and the
right horizontal direction and is absorbed in the PMLs. First the acousto-optical
interaction is investigated for the two material cases and a parameter study of the
geometry is performed for the SOI case in order to improve the interaction. Then
topology optimization, which has successfully been applied to optimize SAW filters
and waveguides in elastic materials in [45], is employed to optimize the acousto-
optical interaction based on the GaAs/AlGaAs sample.
Finally SAW generation by HAR electrodes is studied. First the electrodes are
modeled by a periodic model in order to find the mode shapes and the mechanical
energy confinement to the electrodes. Then it is investigated if the acousto-optical
interaction can be improved with SAWs generated by HAR electrodes compared to
those generated by conventional thin electrodes.
6.2 The acousto-optical model
In a piezoelectric material SAWs are generated by applying an electrical potential
to electrode fingers on a material surface. This introduces mechanical deformations
in the solid by the inverse piezoelectric effect and the behavior of the piezoelectric
material is described by the following model found in [3]. A time-harmonic electrical
potential
V (xj, t) = V (xj)e
iωt, (6.1)
with the angular frequency ω is applied to the electrode. The mechanical strain Sij
(assumed small) and the electric field Ej are given by the expressions
Sij =
1
2
(
1
γj
∂ui
∂xj
+
1
γi
∂uj
∂xi
)
and Ej = − 1
γj
∂V
∂xj
, (6.2)
where ui are the displacements. In order to prevent reflections from the sides and
bottom of the material, PMLs are employed and the parameter γj is an artificial
damping at position xj in the PML given by the expression
γj(xj) = 1− iσj(xj − xl)2. (6.3)
Here xl is the coordinate at the interface between the regular domain and the PML
and σj is a suitable constant. There is no damping outside the PMLs and here
γj = 1. A suitable thickness of the PMLs as well as the value of σj must be found
by calculations such that both the mechanical and the electrical disturbances are
absorbed before reaching the outer boundaries. However, the absorption must also
be sufficiently slow as reflections will occur at the interface between the regular do-
main and the PML if their material properties are not comparable. The mechanical
stresses Tjk and the electric displacement Di both depend on the strain and the
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electric field according to the constitutive relations
Tjk = c˜
E
jklmSlm − e˜TijkEi, (6.4)
Di = e˜ijkSjk + ε˜
S
ijEj, (6.5)
where c˜Ejklm are the elastic stiffness constants, e˜ijk are the piezoelectric stress con-
stants and ε˜Sij are the permittivity constants. The materials are in general anisotropic,
and as it is only possible to generate the SAW by the inverse piezoelectric effect in
certain directions the material tensors have to be rotated. This is indicated by the
tilde above the material tensors. The rotation is done according to Euler’s transfor-
mation theory as explained in [2]. The two governing equations give the stresses by
Newton’s second law and the electric displacement from Gauss law
1
γj
∂Tij
∂xj
= −ρω2ui and 1
γj
∂Dj
∂xj
= 0, (6.6)
where ρ is the mass density. The piezoelectric model can be solved by a plane
formulation obtained by assuming that Si3, S3j and E3 as well as Ti3, T3j and D3
are equal to zero, which is suitable when simulating Rayleigh waves as they are
mainly polarized in the plane. In that case the governing equations are solved for
the three unknowns u1, u2 and V . When SAWs generated by HAR electrodes are
considered, the waves can also have a significant displacement u3 out of the plane. In
that case the model is solved by omitting all derivatives with respect to x3. Second
order Lagrange elements are used for all the unknowns. The implementation in
Comsol Multiphysics is done similar to the problems described in [84, 85].
After the mechanical wave is computed by the piezoelectric model described
above, the refractive index nij in the material can be calculated either according to
the strain-optical relation [13]
∆bimbmj = p˜ijklSkl, (6.7)
where bimnmj = δij and p˜ijkl are the rotated strain-optical constants, or the stress-
optical relation [86]
nij = n
0
ij − C˜ijklTkl. (6.8)
n0ij is the refractive index in the stress free material and C˜ijkl are the rotated stress-
optical constants. It is assumed that the stress-optical effect is dominant compared
to the electro-optical effect, which will be neglected here (see [23]). It is furthermore
assumed that the SAW will affect the optical wave, but the optical wave will not
influence the SAW. After the SAW induced changes in the refractive index are
computed the optical modes in the waveguides are found by solving the eigenvalue
problem described in section 5.1. From this the effective refractive indexes of the
guided optical modes ν are computed by neff,ν = βν/k0. The measure of the acousto-
optical interaction is defined as
∆neff,ν = |nceff,ν − nteff,ν |/
√
P, (6.9)
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where nceff,ν is the case where a surface acoustic wave crest is at the waveguide and
nteff,ν is the case where a trough is at the waveguide. The applied electrical power P
can be calculated by the expression, see [2],
P = <
∫
Lel
V (iωD2m2)
∗
2
dL, (6.10)
where Lel corresponds to boundaries with the electrodes and m2 is the normal vector
to the upper surface. The star indicates the complex conjugate and < is the real
component.
6.3 Modeling surface acoustic waves
To illustrate the performance of the piezoelectric model with the PMLs, a Rayleigh
wave is generated by ten double electrode fingers in a GaAs sample with straight
surface. The material is rotated 45o around the x2-axis in order to get the appro-
priate piezoelectric properties in the propagation direction. An alternating electric
potential with magnitude ±1 V is applied to the electrodes and the resonance fre-
quency is found to be f = 510 MHz (where f = ω/2pi), which is the same as found in
experiments, see [87]. On figure 6.3(a) the color scale indicates the displacement u2
and the surface is deformed with the unified displacements u1 and u2 with a scaling
factor equal to 1000. The Rayleigh wave is confined to the surface as expected and
the correct wavelength defined by the electrodes is obtained. The wave propagates
away from the electrodes in the middle and is gradually absorbed in the PMLs at the
borders. On figure 6.3(b) the absolute value of u2 along the upper surface is plotted.
A standing wave pattern is generated at the electrodes as the wave here travels in
both the left and the right direction. Away from the electrodes the wave is only
traveling and the amplitude is therefore nearly constant. It is not constant because
the PMLs are not exactly acting as an infinite half space. The electrical potential V
is plotted in figure 6.3(c). It is observed that the settings for the PMLs work such
that both the mechanical displacements and the electrical potential are absorbed
before they reach the outer boundaries. Thus, the results from the piezoelectric
model have the expected properties.
6.4 Acousto-optical interaction in a Mach-Zehnder interfer-
ometer
This section is an overview of publication [P3]-[P5] where the interaction between
a Rayleigh wave and the optical waves in a MZI is studied. The acousto-optical
interaction has been investigated experimentally for both a GaAs-/AlGaAs sample
and an SOI sample, see [23] and [P3]. For the former case a good performance
is obtained, but for the latter case almost no modulation of the optical wave is
observed. The described acousto-optical model is here employed to simulate both
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Figure 6.3 Generation of a Rayleigh wave in a GaAs sample. The position of the inter-
digital transducer (IDT) is indicated. (a): The color indicates the displacement u2 and the
surface is deformed with the unified displacements u1 and u2. (b): The absolute amplitude
|u2| along the material surface. (c): The electrical potential V along the material surface.
cases in order to explain the difference in performance. The geometry used in the
simulations is sketched in figure 6.2(b). In both cases the SAW is generated by
six double electrode finger pairs, and each of the electrodes has a width equal to
0.7 µm and is placed 0.7 µm apart such that the wavelength of the generated SAW
is 5.6 µm. To the right the Rayleigh wave will pass through the two waveguides
where the optical waves are confined due to the air and the layer below that consists
of another material. In the case of the GaAs/AlGaAs sample the confining layer
consists of Al0.2Ga0.8As, which will be referred to as AlGaAs in the following. The
waveguides have the width 1.4 µm and the height 0.3 µm. The driving frequency
is f = 518 MHz and the optical wavelength is λ0 = 950 nm. In the SOI case
the substrate and the waveguides are made of Si and the confining layer is SiO2.
These materials are not piezoelectric so the electrodes are placed on top of a ZnO
layer from where the generated SAW propagates to the rest of the sample. The
waveguides have the width 0.45 µm and the height 0.34 µm. The driving frequency
is f = 630 MHz and the optical wavelength is λ0 = 1531 nm. In [P4] the values
of the un-rotated stress-optical constants C44, C55 and C66 for Si have been ignored
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Table 6.1 Refractive index and stress-optical constants from [86].
Material n0 C11, C22, C33 C12, C13, C23 C44, C55, C66
[-] [10−12 Pa−1] [10−12 Pa−1] [10−12 Pa−1]
Si 3.42 -11.35 3.65 -12.82
as seen in table III in that paper. The correct material constants are here given
in table 6.1. The inclusion of C44, C55 and C66 does not have any influence on
the general conclusions of paper [P4], but the actual values of the interaction have
increased. The graphs and results, where the influence of the three components is
taken into account, are presented in the following.
When the MZI is designed for acousto-optical interaction the propagation of the
Rayleigh wave has to be considered and adjusted. First it is important to be aware
that a part of the wave is reflected each time the geometry or the material, that the
wave passes through, change. An example is shown in [P3] where the transmission
of the Rayleigh wave that passes the two waveguides is measured as function of the
etching depth of the material around the waveguides. The transmission decreases
drastically after a certain etching depth because the wave is reflected and lost to
the bulk material. So in order to get a significant transmission of the Rayleigh
wave the changes in geometry and materials must be limited. In the SOI sample an
extra change in geometry and material is introduced compared to the GaAs/AlGaAs
sample, as the wave has to be generated in a ZnO layer. In addition to the reflections
of the Rayleigh wave, its wavelength will also change when the materials are varying
along the propagation direction. In the GaAs case this is not a problem as the two
materials are so similar that the wavelength is the same through the device. In the
SOI case the materials used are not similar and when the wave leaves the ZnO layer
the wavelength increases from 5.6 to 7.3 µm. This is a significant reason why the
SOI device does not work well, and the distance between the waveguides must be
adjusted according to this change in wavelength.
After the Rayleigh wave has been adjusted to the geometry and the materials,
the optical properties and the interaction must be considered. First it is verified that
the biggest difference in effective refractive index for the fundamental mode ∆neff,1
appears when one waveguide is influenced by a Rayleigh wave crest and the other
is influenced by a trough. The increase of the refractive index (neff,1 − nno)/
√
P for
the SOI case is calculated in the two waveguides for a complete SAW phase passing
through the waveguides. nno is the effective refractive index of the fundamental
optical mode when no mechanical stresses are applied. The results are plotted in
figure 6.4(a) where φsaw = 0 corresponds to a crest in the left waveguide and a
trough in the right. It is seen that the biggest difference in ∆neff,1 is found where
a wave crest and a trough is at the waveguides, respectively. This is clarified by
plotting the von Mises stress in the sample, see figure 6.4(b). At the surface the
von Mises stress is zero at the Rayleigh wave nodes and the biggest values are found
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Figure 6.4 Results for the SOI sample. (a): Increase of refractive index (neff,1−nno)/
√
P
in the two waveguides as function of the SAW phase φsaw. φsaw = 0 corresponds to a wave
crest in the left waveguide and a trough in the right. (b): von Mises stress with arbitrary
scale.
at the crests and the troughs. It is observed from figure 6.4(a) that losses due to
reflections appear between the waveguides as (neff,1−nno)/
√
P in the right waveguide
never reaches the extreme values achieved in the left waveguide. It is noted that the
values of (neff,1−nno)/
√
P are small because of the limited number of electrodes. In
experiments several hundred electrode fingers are employed for the wave generation.
In order to understand the acousto-optical interaction it is essential to know the
polarization direction of the electric field of the propagating optical modes. An op-
tical mode polarized in a certain direction mainly detects the refractive index and
its change in this direction. When designing a device for acousto-optical interac-
tion it is therefore important that the refractive index changes in the polarization
direction. The fundamental optical modes for the two different samples are both
polarized in the x1-direction. The waveguide in the GaAs/AlGaAs sample supports
one mode and it is of first order. In figure 6.5(a) the increase in refractive index in the
x1-direction, ∆n11/
√
P , is plotted around one of the waveguides where a Rayleigh
wave crest induces stresses. The time averaged power flow in the x3-direction is
indicated by the contour lines with an arbitrary scale. The optical mode has its
center in the waveguide and is extending to the substrate below the waveguide. The
Rayleigh wave crest is introducing stresses in the entire waveguide area except the
upper corners, such that the optical mode is overlapping well with ∆n11/
√
P . The
interaction is ∆neff,1 = 1.50 · 10−5 W−1/2. A similar plot is seen in figure 6.5(b) for
the fundamental mode in the SOI sample. In this case the height of the waveguide
is bigger compared to the width and therefore the Rayleigh wave only introduces
stresses and deformations at the bottom and does not deform the upper part. For
that reason ∆n11/
√
P only has a significant value at the bottom of the waveguide.
Because of the bigger material contrast between the waveguide and the substrate
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Figure 6.5 Study of acousto-optical interaction in an optical waveguide. The color bars
show the refractive index change ∆n11/
√
P . The time averaged power flow in the x3-
direction of the fundamental mode is indicated by the contour lines with an arbitrary
scale. (a): GaAs/AlGaAs sample. (b): SOI sample.
the optical mode is fully confined to the waveguide and its center is placed where
∆n11/
√
P is zero. The interaction is ∆neff,1 = 8.84 · 10−6 W−1/2, which is less than
for the GaAs/AlGaAs case. This shows that the geometry of the waveguide is im-
portant for the acousto-optical interaction, and the two examples indicate that it is
efficient to have an aspect ratio of the waveguide with a bigger width and a lower
height such that the entire waveguide gets deformed as in the GaAs/AlGaAs case.
The waveguide of the SOI sample supports another first order mode as well, which
is polarized in the x2-direction. The interaction of this mode is less than the first
mode with ∆neff,2 = 5.15 · 10−6 W−1/2.
6.4.1 Parameter study of waveguide geometry
The acousto-optical model is now employed to improve the interaction in the SOI
sample by varying parameters in the geometry. First the height h of the waveguides
is studied and figure 6.6(a) shows the interaction ∆neff,ν as function of h for the two
first order modes that the waveguides support. An optimal height h = 0.19 µm of the
waveguides is found for the mode polarized in the x1-direction with ∆neff,1 = 1.61 ·
10−5 W−1/2, which is 1.8 times bigger than for the original height. In figure 6.7(a)
∆n11/
√
P is plotted for the optimal height together with the power flow of the
fundamental optical mode. As the waveguide has become thinner, the center of
the optical mode has moved closer to the surface and is overlapping better with
the change in refractive index compared to the original case seen in figure 6.5(b).
However, when the height is decreasing the optical wave will be less confined in
the waveguide and will be increasingly influenced by the SiO2 and the air. The air
will not contribute to an index difference in the two waveguides and the SiO2 will
have a negative influence on the difference, as the stress-optical constants related
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Figure 6.6 Influence of the waveguide height h on the acousto-optical interaction with
(- - -) indicating results for the original waveguide geometry. (a): ∆neff,ν for the two first
order modes as function of h. (b): Normalized index neff,ν/norg as functions of h.
Figure 6.7 Study of acousto-optical interaction in an optical waveguide in the SOI sample.
The color bars show ∆n11/
√
P and the time averaged power flow in the x3-direction of the
fundamental mode is indicated by the contour lines with an arbitrary scale. (a): For the
optimal height h = 0.19 µm. (b): For the height h = 0.19 µm and the width w = 2.30 µm.
to the normal stresses have opposite sign compared to Si. So, if a big part of the
optical wave propagates in the air and the SiO2 the difference between the effective
refractive indices in the two waveguides will decrease. The optimal value of h is
therefore found as a compromise between how close the center of the optical mode
can come to the surface and how confined it is to the waveguide. Figure 6.6(b) shows
the effective refractive index as function of h for the two first order modes normalized
to the value neff,org of the fundamental mode in the left waveguide with a wave crest
for the original height. neff,ν are in both cases decreasing for decreasing height as
less Si, with high refractive index, is used. The waveguide with the original height
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Figure 6.8 Results from a study of the waveguide width w for the optimal height h =
0.19 µm. (a): ∆neff,ν of the four lowest order modes as function of w. (b): Normalized
index neff,ν/norg as functions of w.
supports the two first order modes whereas the waveguide with the optimal height
only supports the mode polarized in the x1-direction. The interaction is smaller for
the mode polarized in the vertical direction.
A study of the width w of the waveguides with the height fixed to h = 0.19 µm
is seen in figure 6.8(a). ∆neff,ν is plotted for the first four modes, for which the
mode order increases with the mode number. ∆neff,ν increases with increasing w for
all four modes, but the interaction is biggest for the first order mode. When w is
increasing, the confined optical mode will also extend in the horizontal direction and
will experience more stresses as long as w is smaller than half a SAW wavelength.
The power flow for the first order mode is plotted in figure 6.7(b) for w = 2.30 µm
and it overlaps well with the change in effective refractive index. The limit for the
increase is in principle when w approaches half a SAW wavelength. However, before
that the mode in the right waveguide with the SAW trough will start to degenerate
into two modes, so the graph is therefore stopped here. The difference in index
reaches 1.14 · 10−4 W−1/2, which is more than 12 times bigger than for the original
waveguide geometry. When w increases the waveguides will start to support an
increasing number of modes, which is also seen on figure 6.8(b) where neff,i/norg
for the four lowest order modes in the two waveguides are shown as functions of
w. The waveguide is single-moded until w = 0.60 µm and the interaction is here
2.92·10−5 W−1/2, which is 3.3 times bigger than for the original waveguide geometry.
This study of the waveguide geometry shows that it is possible to improve the optical
modulation by changing the waveguide size such that the mode is moved closer to
the surface and extended in the width to experience more stresses. This was also
expected when comparing with the GaAs/AlGaAs case as seen in figure 6.5(a).
As the stresses from the Rayleigh wave have their maximum just below the sur-
face, an alternative to changing the waveguide size is to bury the original waveguides
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Figure 6.9 Results for the buried waveguide where the color bar indicates ∆n11/
√
P
close to the optical waveguide. The time averaged power flow in the x3-direction of the
fundamental mode is indicated by the contour lines with an arbitrary scale.
in the SiO2 layer such that their upper surface is leveled with the substrate surface.
The waveguides still support the two first order modes and for the first one polarized
in the x1-direction the interaction is ∆neff,1 = 7.16 · 10−5 W−1/2. This is 8 times
bigger than for the original waveguides on top of the surface. The power flow of
this optical mode is plotted together with ∆n11/
√
P in figure 6.9 and the entire
waveguide is now influenced by the change of the refractive index. For the optical
mode polarized in the x2-direction the interaction is ∆neff,1 = 3.89 · 10−5 W−1/2.
From an experimental point of view it is difficult to couple the optical mode to
a waveguide if the height is small, and it is more complicated to fabricate a buried
waveguide than a ridge waveguide. An alternative design is therefore to introduce a
layer of Si next to the waveguide with the height l as seen in figure 6.10(a). This can
simply be fabricated by stopping the etching of the Si on the surface before reaching
the SiO2 layer. In this way the optical mode comes closer to the stresses at the
surface, but the original height of the Si layer is kept such that the optical mode can
be coupled to the waveguide. The interaction ∆neff,ν as function of l is illustrated
in figure 6.10(b) for the two first order modes that the waveguide supports. The
interaction is increasing for increasing l and it is bigger for the mode polarized in the
x1-direction with ∆neff,1 = 1.11 · 10−4 W−1/2 for l = 2.5 µm. This is 12 times bigger
than for the original geometry and the increase has the same size as for the improved
height and width. For increasing l the mode that is polarized in the x2-direction
is not supported anymore. The power flow of the optical mode and ∆n11/
√
P are
plotted in figure 6.10(a) for l = 0.2 µm. The mode is still confined to the waveguide
area and the Si layer, but now the center is below the waveguide where the stresses
are big. However, the drawback of this design is, that as the mode has a bigger
extension for increasing l the dimensions of other parts in the geometry, as the
input waveguides, taperings and splitters, must be correspondingly bigger.
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Figure 6.10 Results for the waveguide surrounded by a Si layer with height l. (a): The
color bar indicates ∆n11/
√
P and the time averaged power flow in the x3-direction of the
fundamental mode is indicated by the contour lines with an arbitrary scale. (b): The
acousto-optical interaction ∆neff,ν as function of l for the two first order modes.
The study of the waveguide geometry shows that the acousto-optical interaction
in the MZI can be increased significantly compared to the original chosen geometry.
Both the Rayleigh wave and the optical wave must be adjusted in order to match
well and it is important that the center of the optical mode is close to the substrate
surface such that it overlaps the mechanical stresses. When choosing the most
suitable geometry different aspects must be taken into account such as the size of
the interaction, the fabrication possibilities, the size of the structure and single- and
multi-modedness.
Other effects that are not considered in the presented model can have an influence
on the interaction. The confinement of the optical mode versus the loss has to be
taken into account. When the optical mode gets less confined to the waveguide,
as in the case where there is a Si layer next to the waveguide, more energy will
be lost to the bulk material. On the other hand, the bigger the dimensions of
the waveguide are above the substrate, the more energy can be lost to the air due
to irregularities at the surface. The numerical model could also be extended to
explore the influence of the mechanical deformations and the temperature on the
interaction. Finally, it is important to examine if the polarization direction of the
optical mode is unchanged when it propagates along the waveguide. If it changes it
can have a significant influence on the interaction. In order to explore this effect a
three-dimensional model is required.
The presented results for the SOI sample were calculated with the values of
C44, C55 and C66 taken into account, see table 6.1. This has not influenced the
general design conclusions compared to the results in [P4], but the acousto-optical
interaction has in general increased. When the stress-optical constants are rotated,
the values of C44, C55 and C66 give a contribution to some of the other components.
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The most important change is that the normal component C11 is increased around
four times. The Rayleigh wave introduces a stress pattern around the waveguide
where the normal stresses in the x1-direction in general have the biggest absolute
values. When the values of the interaction for the different waveguide geometries are
compared with the values reported in [P4], it shows that they are in general increased
around four times - the same as the increase of the C11 component. This indicates
that the normal stresses in the horizontal direction give the biggest contribution to
the acousto-optical interaction in the SOI case.
6.4.2 Topology optimization
Finally, the method of topology optimization is applied to increase the interaction
between the Rayleigh wave and the optical mode for the GaAs/AlGaAs sample.
Method
The problem is simplified such that only one waveguide is considered and the rest
of the problem setting is the same as described for the GaAs/AlGaAs sample in
the beginning of the chapter. During the optimization air and solid material is
distributed in a design domain Ωd below the waveguide such that the objective
function Φ is optimized in the output domain Ωo. The output domain consists of
the waveguide combined with an area of the same size just below it, as illustrated at
figure 6.11. The design variable ξ takes the value 0 for air and 1 for the solid material,
which is AlGaAs in the upper part of Ωd and GaAs in the lower part. All the material
parameters from the piezoelectric and the optical models are interpolated linearly
between the two material phases. The purpose of the optimization is to maximize
the acousto-optical interaction between the Rayleigh wave and the optical wave.
As the fundamental mode in the waveguide is polarized in the x1-direction it is
mainly interesting that the refractive index component n11 changes and the change
depends on the different strain components - the more the strain components change
the more n11 changes. The optimization problem is only stated for the piezoelectric
model and the aim is to maximize an expression, which depend on the normal strain
components. The squared absolute value of the normal strain in the vertical and
the horizontal direction, respectively, in the output domain Ωo have been tested as
objective function Φ, as well as their sum. The results obtained for the three cases
were similar and in the following the squared absolute value of the normal strain
in the vertical direction S22 is chosen as Φ. The formulation of the optimization
problem is thus given as
max
ξ
log(Φ) = log
(∫
Ωo
|S22(r, ξ(r))|2dr
)
, objective function, (6.11)
subject to 0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds. (6.12)
To check that the acousto-optical interaction has indeed improved by the optimiza-
tion, the optical model is solved for both the initial design and the optimized design.
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∆neff,1 is then calculated and compared for the two cases. In order to enforce 0-
1 designs and avoid mesh-dependent solutions the morphology-based filter on its
continuation form is applied. The design variables are discretized by zero order
Lagrange elements.
Results
The objective function is maximized and the optimized design is seen in figure 6.11(a)
where black represents solid material and white is air. It is almost a 0-1 design and
air holes are distributed around the design domain. The objective function is in-
creased with two orders of magnitude and the acousto-optical interaction for the
optimized design is ∆neff,1 = 1.48 · 10−4 W−1/2, which is almost 10 times higher
than for the initial design. The power flow of the optical mode is plotted in fig-
ure 6.11(b) together with ∆n11/
√
P , which has increased by an order of magnitude
after the optimization. The refractive index and the interaction have increased be-
cause the acoustic wave gets trapped in Ωd and Ωo due to reflections at the air
holes. An air hole has furthermore appeared just below the output domain, which
is creating strain concentrations that extend to the output domain. A side effect of
the optimization is that the optical mode tends to get more confined to the output
domain because of the big contrast in refractive index at the air hole next to the
output domain.
The example shows that it is possible to improve the acousto-optical interaction
by topology optimization where the optimization procedure is based only on the
piezoelectric model. Even though a 0-1 design is obtained, it is still difficult to fab-
ricate it with modern fabrication techniques. However, inspired by the optimization
Figure 6.11 Results of the optimization. (a): The optimized design where white is air
and black is solid material. (b): The color bar indicates ∆n11/
√
P and the time averaged
power flow in the x3-direction of the fundamental mode is shown by the contour lines with
an arbitrary scale. The thick line surrounds the output domain Ωo.
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Figure 6.12 Study of the influence of an air hole below the waveguide with radius r. (a):
The color bar indicates ∆n11/
√
P and the time average power flow in the x3-direction is
shown by the contour lines with an arbitrary scale. (b): Increase in ∆neff,1 as function of
2r/w.
a simpler design change can be introduced. The optimization suggests that it as
an advantage to have an air hole underneath the output domain. To explore this
tendency further an air hole is introduced in the form of a half circle with the radius
r, see figure 6.12(a). The increase in ∆neff,1 as function of 2r/w, where w is the
width of the waveguide, is illustrated by figure 6.12(b). An optimum is obtained
around 2r/w = 0.8 where the interaction has increased with 65% compared to the
case without the air hole. When r is increasing two effects will influence the inter-
action. First, the hole will trap the Rayleigh wave in the waveguide and introduce
additional strain concentrations that increase ∆n11/
√
P , see figure 6.12(a). As r
grows, strain is confined more and more to the waveguide above the hole until fi-
nally the hole reaches a size, where the Rayleigh wave will be reflected instead. This
explains the sudden dip in the graph. The other effect is that the optical mode gets
more confined to the waveguide due to the refractive index contrast in the air. The
total increase in interaction is small compared to the increase obtained by topology
optimization, so the other air holes in the optimized design have an important in-
fluence on the performance. To determine if the increased interaction is mainly due
to the strains around the hole or due to the better confinement of the optical wave,
the interaction ∆neff,1 is compared for the four cases seen in table 6.2. The value 1
Table 6.2 Increase in acousto-optical interaction ∆neff,1 compared to the original
GaAs/AlGaAs structure without the air hole. The original case corresponds to the value 1.
optical mode without hole optical mode with hole
strain without hole 1 1.03
strain with hole 3.29 1.65
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corresponds to the original GaAs/AlGaAs structure in figure 6.5(a) where the strain
and the optical mode are calculated without the hole. When the strain and the op-
tical mode is found for 2r/w = 0.8, 1.65 is obtained. Then the strain is calculated
without the hole and then the hole is introduced and the optical mode is found.
This only gives an increase of a few percent. Finally, the opposite is done where the
strain is computed with the hole and the optical mode is calculated with the hole
filled. Now the interaction increases more than 2 times, so this indicates that the
effect from the strain concentrations is dominant. However, it also indicates that
the effect from the strain concentrations and the confinement of the optical mode
are counteracting each other.
This shows that the presented optimization method can be employed to improve
the acousto-optical interaction and even though the designs are complicated to fab-
ricate, they can be used as inspiration to introduce simpler changes of the initial
design. A way to obtain designs that are easier to fabricate is to introduce a con-
straint that assign the design variables to an entire column that starts at the surface
as in [45].
6.5 High aspect ratio electrodes
In the previous sections the acousto-optical model has been employed to study the
interaction between a Rayleigh wave and optical waves in channel waveguides. This
model is now utilized to investigate SAWs generated by high aspect ratio electrodes.
First their mode shapes and the mechanical energy confinement to the electrodes
are studied by a periodic model of a unit cell. The obtained results are compared to
a model with a finite number of electrodes. Finally, the acousto-optical interaction
between the new types of SAWs and an optical wave in a buried channel waveguide
is investigated. The section is a summary of the results presented in publication
[P6] and [P7].
6.5.1 Periodic structure
First a unit cell is studied with periodic boundary conditions connecting the left
and the right boundaries and a PML at the bottom, see figure 6.13. The electrode
consists of nickel (Ni) and the substrate is lithium niobate (LiNbO3). The height
of the electrode is h and the period of the cell is p. When the aspect ratio of
the electrode increases it is possible to excite more mode types than the two that
exist for thinner electrodes. Six different modes exist for the aspect ratio h/2p = 1
and the mode shapes are plotted in figure 6.13 normalized to the applied electric
potential equal to 1 V. Modes with unequal numbers are mainly polarized in the
shear horizontal (SH) direction and modes with equal numbers are mainly vertically
polarized (VP). All the modes are combinations of a vibration in the electrode and
a surface acoustic wave in the substrate. Half of the phase velocity f · p, which will
be denoted vp, for increasing aspect ratio is given in figure 6.14(a) for the six modes,
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Figure 6.13 The displacements in the structure for each of the six modes at resonance
with h/2p = 1. u1 and u2 are plotted as deformations with an arbitrary scaling factor and
u3 is given by the color bar for all six modes.
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Figure 6.14 Results from the periodic model for the six modes. (a): Half of the phase
velocity vp as function of h/2p. The polarization types are indicated along with the limits
for the bulk waves. (b): Energy fraction Emech,elec/Emech,tot as function of h/2p. The limit
for the SH modes is 0.97 and the limit for the VP modes is 0.93.
and their polarization direction and the bulk wave limits are indicated. The phase
velocity decreases with increasing aspect ratio for all the modes and for mode 1
vp is decreased up to 15 times. The modes do not appear above their bulk wave
limits as they are dissipated to the bulk material. The observed modal shapes in
figure 6.13 explain why more and more modes appear in the structure as the aspect
ratio increases. When considering the SH modes, which are mainly polarized in the
x3-direction, the mode shapes in the electrode in this direction are of increasing order
for increasing mode number. This means that SH1 has a mode shape of order 1,
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SH2 has one of order 2 and SH3 has one of order 3. The same is found for the
VP modes where the mode shapes have increasing order in the x1- and x2-direction.
Thus, more modes can exist for larger aspect ratios as the electrode is allowed to
vibrate with modes of higher order.
The fraction of mechanical energy in the electrode Emech,elec with respect to
the total mechanical energy in the structure Emech,tot is plotted in figure 6.14 (b)
for the six modes. The energy is more confined to the electrode for increasing
aspect ratio. The electrode thus acts as a mechanical resonator, which slows down
the SAW velocity because of mechanical energy storage. For modes of the same
type, the fraction of mechanical energy in the electrode tends to the same value
for increasing aspect ratio. The SH modes tend to a value around 0.97, which is
larger than the limit for the VP modes at 0.93. The fact that the limits do not
reach 1 explains that the wave is still (slightly) propagating, or rather coupled from
one electrode to the other by surface waves. If the energy was fully trapped the
surface wave would not propagate at all. For increasing aspect ratio the mode
shapes tend to clean cantilever vibrations of slender beams, and the only energy left
in the substrate is what connects the cantilever modes to the substrate. Modes of
the same polarization type tend to the same energy ratio because they deflect in the
same direction where the stiffness in the substrate is the same. As the wavelength
gets shorter for increasing mode order for a fixed aspect ratio, the aspect ratio for
the higher order modes must be bigger before they reach the energy limits.
6.5.2 Finite structure and acousto-optical interaction
The problem is now extended to a finite structure with twelve electrode pairs by
applying PMLs at the vertical borders, see figure 6.15. The electrodes are excited
with an alternating electrical potential. The values of the phase velocity and the
Figure 6.15 The geometry of the acousto-optical problem with Ni electrodes on a LiNbO3
substrate. Perfectly matched layers absorb the waves at the boundaries and the thick
square indicates the optical domain.
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Table 6.3 Half of the phase velocity vp and the energy fraction Emech,elec/Emech,tot for
the periodic and finite structure for the six modes and h/2p = 1.
Mode number 1 2 3 4 5 6
Mode type SH1 VP1 SH2 VP2 SH3 VP3
phase velocity periodic device 337 523 1004 1512 1641 2273
vp [ms
−1] finite device 337 523 1004 1510 1639 2275
Emech,elec/Emech,tot periodic device 90.5 81.7 88.8 76.4 83.1 41.7
[%] finite device 90.3 81.5 88.5 75.5 82.1 45.0
mechanical energy fraction Emech,elec/Emech,tot are in fine agreement for the periodic
and the finite model as seen from table 6.3 where the results are listed for h/2p = 1.
The small deviations in the values are due to energy loss to the bulk material because
of the limited number of electrodes in the finite structure.
In order to study acousto-optical interaction, a buried channel waveguide is in-
troduced below one of the electrodes in the waveguide area indicated in figure 6.15.
The waveguide is supposed to be created by annealed proton exchange, which will
introduce a refractive index variation that can confine optical modes. The eigen-
value problem for the optical modes is solved in the optical area. The waveguide is
multi-moded and the two first order modes are considered here. The one polarized in
the x1-direction is denoted optical mode 1 and the one polarized in the x2-direction
is denoted optical mode 2. The acousto-optical interaction ∆neff,ν is calculated for
the two optical modes both for the six acoustic modes with h/2p = 1 and for the
Rayleigh wave excited by thin electrodes with h/2p = 0.01. The results are given in
table 6.4. The SH modes interact most efficiently with optical mode 1 and the VP
modes interact best with optical mode 2. The acousto-optical interaction decreases
with increasing mode number within the two different categories of acoustic modes.
The six acoustic modes with high aspect ratio electrodes interact better in general
Table 6.4 The difference in effective refractive index for the two first order optical modes
influenced by the six acoustic modes with h/2p = 1 as well as by the thin electrodes with
h/2p = 0.01.
∆neff,1 [W
−1/2] ∆neff,2 [W−1/2]
mode 1 (SH1) 1.55 · 10−3 8.97 · 10−4
mode 3 (SH2) 9.08 · 10−5 6.62 · 10−5
mode 5 (SH3) 3.08 · 10−6 2.50 · 10−6
mode 2 (VP1) 7.35 · 10−5 7.21 · 10−4
mode 4 (VP2) 1.18 · 10−5 6.35 · 10−5
mode 6 (VP3) 6.49 · 10−6 1.38 · 10−5
thin electrodes 2.51 · 10−6 1.71 · 10−6
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compared to the acoustic mode for the conventional thin electrodes. The interaction
is a result of how efficiently the acoustic mode is excited with the applied electrical
power and how well the acoustic and optical mode shapes match each other. The
acoustic modes of lower order are more efficiently excited by a certain amount of
electrical power than the modes of higher order. This fact can be explained by con-
sidering the energy confinement to the electrodes in figure 6.14(b). At the energy
limits for increasing aspect ratio the energy is concentrated in the electrodes and
in the substrate just below where the electrodes are attached. Therefore the stress
concentration around the waveguide will be big. As the lower order acoustic modes
are closer to the energy limits for h/2p = 1 the values of the stresses will be bigger
than for the higher order modes. As the structure with high aspect ratio electrodes is
more compliant than the almost plane surface with the thin electrodes, more power
has to be applied to the thin electrodes in order to get the same stresses. It can
therefore be expected that the change in refractive index is biggest for the low order
acoustic modes with high aspect ratio electrodes. The other issue is how well the
acoustic modes overlap with the optical modes. The optical modes will mainly detect
the changes in refractive index in their polarization direction. So for optical mode 1
it is the SAW induced changes of the refractive index in the x1-direction ∆n11 that
are important. The optical mode 2 must overlap with ∆n22. The acoustic modes of
the same polarization type all have a similar pattern of changes in refractive index
in the different directions around the optical waveguide. As an example ∆n11/
√
P
is plotted for SH1 in figure 6.16(a) with the power flow of optical mode 1 indicated
with contour lines. The same is plotted for the case with the thin electrodes in
figure 6.16(b). The change in the refractive index is bigger for SH1 than for the
case with the thin electrodes. The SH1 mode overlaps best with the optical mode
Figure 6.16 Results for the acousto-optical interaction. The color bars show ∆n11/
√
P
and the time averaged power flow in the x3-direction of the optical mode 1 is indicated
by the contour lines with an arbitrary scale. (a): Results for SH1 with h/2p = 1. (b):
Results for the thin electrodes with h/2p = 0.01.
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because changes in n11/
√
P with the same sign surrounds the mode. ∆n11/
√
P for
the case with thin electrodes changes sign into the substrate, and therefore a part
of the optical mode is overlapping an area where the change in refractive index is
zero.
It has thus been proved that the acousto-optical interaction can be increased
by the new types of surface acoustic waves generated by HAR electrodes. The
problem could be investigated further by a parameter study in order to find the
optimal position and size of the waveguide compared to the electrode size. Topology
optimization could be applied to the problem to find other and more efficient shapes
for the electrodes.
Chapter 7
Concluding remarks
The work presented in this Ph.D. thesis is a contribution to the continuously growing
research field of optimization of elastic and optical wave propagation. Three differ-
ent types of wave devices have been simulated and their performances have been
improved either by topology optimization or parameter studies of the geometry. The
first problem treated structures for sound reduction, the other was concerned with
the energy flow of optical waves in holey fibers, and finally the interaction between
surface acoustic waves and optical waves in waveguides was studied. By investigating
the waves propagating in the optimized structures, an increased understanding of
their physical behavior and the function of the devices were obtained. The acquired
knowledge could be employed to fabricate devices with improved efficiency.
It is explained, that even though the three investigated problems describe very
different physical phenomena, they can all be described in a similar way by second
order differential equations. The time dependency is eliminated as a harmonic time
variation can be assumed, and this simplifies the implementation, solving and op-
timization. The high-level programming language Comsol Multiphysics was found
suitable for simulating the studied two-dimensional problems by the finite element
method. The implementation time can be reduced with this software, because the
differential equations are either predefined or can be specified in a straightforward
manner and the discretization, meshing and solving are automated. The code can
be extended with Matlab scripting such that studies of geometry parameters and
the call to the MMA optimization-algorithm can be performed. The program is
however not suited for solving bigger 3D problems due to high memory usage.
The method of topology optimization has successfully been applied to the three
types of wave problems. They are defined in a similar way and it was shown that a
generic formulation of the optimization problem was suitable for all the wave prob-
lems with similar expressions for the objective functions and the interpolation func-
tions. By applying continuation methods and a close-type Heaviside morphology-
filter, well defined designs with vanishing gray transition zones at the interfaces
between air and solid material were in general obtained. The optimized designs
guide and control the propagating waves such that objective function is optimized,
and they indicate how much the performance can be increased with unrestricted
design freedom. It is therefore concluded that the presented topology optimiza-
tion method works well for the three wave propagating problems. However, the
optimization problems are in general sensitive to factors as the initial guess, move
limit, tolerance, filter size and continuation method. So even though essentially the
same formulation of the topology optimization can be employed for the considered
problems, many different factors must be varied and tested in order to get suitable
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designs when optimizing a new problem.
Another disadvantage is that the optimized designs in general are complicated
with details comparable to the size of the wavelength. By collaborating with re-
searchers during the project, who work with the fabrication and testing of the SAW
structures and optical devices, the experimental limitations could be taken into ac-
count. This has led to the study of simplified designs inspired by the optimized
results. Their performance were in general not as good as for the optimized designs,
but improvements compared to the initial designs were obtained.
In the case of interaction between SAWs and optical waves in waveguides, both
mechanical and optical factors have an influence on the performance and can enhance
or counteract each other’s effects. The simulations with the coupled model are thus
crucial in order to understand the acousto-optical interaction and to design the
devices. The interaction has been improved by topology optimization based on
the piezoelectric model, which resulted in detailed designs that are complicated to
fabricate. In contrast to topology optimization, experimental aspects and fabrication
issues can be taken directly into consideration when optimizing the interaction by
parameter studies of the geometry. The improvements gained by the parameter
studies were significant for both thin and high aspect ratio electrodes and the design
changes can be introduced in the experimental setups by the existing fabrication
techniques.
7.1 Future work
The studied simulation and optimization methods can be exploited further either to
improve the studied problems additionally or to extend the methods to other types
of wave propagation phenomena.
The problems in this work are simplified in different ways and the focus has
in general been on 2D problems. Extensions to 3D problems should be exploited
in order to investigate if the optimized structures are similar in 3D or if they are
fundamentally different and take advantage of other physical effects. Many types of
problems have to be studied by a 3D model as for instance the effects of the optical
waves propagating along the photonic-crystal fiber or the waveguide. In order to
design structures that guide and control surface acoustic waves in the out of plane
direction, as focusing IDTs, a 3D model is necessary as well. The computation time
and the use of memory increase significantly with the addition of the third dimension
and even though parallel computing is now possible within Comsol Multiphysics, the
simulations are still limited to smaller 3D problems. The effects of other physical
phenomena as the temperature increase in the SAW devices, the mechanical defor-
mation of the optical waveguides, the sound wave and structure interaction as well
as the effect of bending the optical fiber, can be incorporated into the models and
the influence on the device performance can be studied.
It is relevant to test the method of topology optimization for other expressions
of the objective functions. First of all it can be investigated if the performance of
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the studied problems can be improved further by changing the objective function,
for instance if a function depending on all the strain components can increase the
acousto-optical interaction in the Mach-Zehnder interferometer. Objective functions
defined to optimize the structures for other purposes, as optical fibers with specific
dispersion properties, can be investigated.
The designs obtained in this work were in general close to be 0-1 designs, but
problems with gray transition zones and small details were observed. The applied
close-type morphology filter eliminates all air holes with a size below the filter radius,
but small details consisting of the solid material are created. Other filter techniques
as the method presented in [88], where near-discrete designs were obtained with a
defined minimum length scale for both air and solid material, can be tested in order
to improve the designs.
The fabrication of structures on micro and nano scale is complicated. The de-
sign freedom is limited and irregularities and uncertainties in the final fabricated
designs are nearly impossible to prevent. These facts should be taken into account
in the topology optimization as extra constraints, for instance by assigning a design
variable to an entire column connected to to surface in the MZI as demonstrated in
[45]. Another possibility is to design the structures with the techniques for tolerant
design as described in [89].
Finally, the numerical results presented in this thesis should be compared to
fabricated and characterized versions of the optimized structures to test if their per-
formance are improved in experiments. Designs for the acousto-optical interaction
with thin electrodes are being fabricated by the collaborators at the Department
of Photonics Engineering at DTU, and at Institute FEMTO-ST in Besanc¸on they
have the facilities and are considering to test the improvements of the acousto-optical
interaction with the high aspect ratio electrodes.
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Abstract
To bring down noise levels in human surroundings is an important issue and a method to reduce noise by means of
topology optimization is presented here. The acoustic ﬁeld is modeled by Helmholtz equation and the topology
optimization method is based on continuous material interpolation functions in the density and bulk modulus. The
objective function is the squared sound pressure amplitude. First, room acoustic problems are considered and it is shown
that the sound level can be reduced in a certain part of the room by an optimized distribution of reﬂecting material in a
design domain along the ceiling or by distribution of absorbing and reﬂecting material along the walls. We obtain well
deﬁned optimized designs for a single frequency or a frequency interval for both 2D and 3D problems when considering
low frequencies. Second, it is shown that the method can be applied to design outdoor sound barriers in order to reduce the
sound level in the shadow zone behind the barrier. A reduction of up to 10 dB for a single barrier and almost 30 dB when
using two barriers are achieved compared to utilizing conventional sound barriers.
r 2008 Elsevier Ltd. All rights reserved.
1. Introduction
This article describes how topology optimization can be applied to acoustic design either to reduce noise in a
certain part of a room or to design sound barriers. The ﬁrst type of problem has many interesting applications
such as reducing engine noise in car cabins at the positions of the driver and the passengers, controlling the
noise in industrial halls where people are working at certain locations among noisy machinery or to protect
electronic equipment on which sound waves can have a damaging effect. Sound barriers are typically used to
reduce trafﬁc noise along roads.
A reduction of noise can be obtained by minimizing the sound pressure, the sound intensity or the
reverberation time in the room and optimization can be done either by practical experiments or numerical
calculations. One can choose to use active or passive methods. In active noise control the sound is canceled by
using techniques from electroacoustics [1], and in passive noise control the optimal shape of the room is found
or the noise is reduced by sound absorbers as porous materials, resonators or membrane absorbers [2]. This
article is concerned with noise reduction using passive methods by optimized material distributions.
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In Ref. [3] it is studied how the shape of a conference room is inﬂuencing the speech intelligibility for 10
different room shapes and with horizontal or sloping ceiling and ﬂoor. Distribution of absorbing material has
been considered to control different acoustic properties in rooms. In Ref. [4] the speech intelligibility in a class
room is improved by optimizing the distribution of a ﬁxed amount of absorbing material. Another type of
problem is considered in Ref. [5] where the positioning of absorbing material is used to improve the amplitude
response from a loudspeaker in a room and in Ref. [6] the reverberation time is reduced using absorbing
material. However, in all four cases a number of ﬁxed conﬁgurations are compared—a systematic approach is
to use an optimization algorithm. An example of such an approach is presented in Ref. [7] where the depths of
a number of rectangular wells along a wall are optimized to improve the low frequency response in a room.
Another example is found in Ref. [8] where noise is reduced by optimizing a part of a boundary with shape
optimization. In these articles nonintuitive optimized shapes are found, but since only the boundaries can be
changed it is not possible to obtain holes in the structure and parts which are not attached to the boundary.
A method that provides as much freedom in the optimized design as possible is topology optimization and it
is therefore chosen for this work. This method was developed in the late eighties to ﬁnd the maximum stiffness
material distributions for structures [9]. Since then, the topology optimization method has successfully been
applied to other engineering ﬁelds such as mechanisms and ﬂuids (see e.g. Ref. [10] for an overview) as well as
for wave propagation problems [11]. So far topology optimization has only been applied to a few problems in
acoustics. In Refs. [12–14] results are presented for an inverse acoustic horn and an acoustic horn, respectively,
and complicated designs are obtained with parts not attached to the boundary. In Refs. [15,16] it is shown how
acoustic–structure interaction problems can be treated and in Ref. [17] radiation and scattering of sound from
thin-bodies is optimized by genetic algorithms. Topology optimization has also been applied to minimize the
sound power radiation from vibrating bi-material plate and pipe structures [18]. In Ref. [19] an example is
shown where the shape of a reﬂection chamber is optimized to reﬂect waves, ﬁrst for a single frequency and
then for an entire frequency interval. The equation governing the wave propagation is the Helmholtz equation
and in the article suitable interpolation functions are suggested to formulate the topology optimization
problem. This model is used as the basis for the model in this paper.
The ﬁrst part of the article describes the acoustic model governed by Helmholtz equation and associated
boundary conditions. Design variables and material interpolation functions are introduced and the topology
optimization problem is stated with the average of the squared sound pressure amplitude as the objective
function and a volume constraint. The model is discretized and solved by the ﬁnite element method and the
sensitivity analysis needed for the optimization algorithm is described. In the last part, applications of the
proposed optimization algorithm are illustrated by three examples. The ﬁrst problem is to ﬁnd the optimal
shape of a room. A rectangular room in 2 or 3D, bounded by rigid walls, and with a source emitting sinusoidal
sound waves is considered. The task is to distribute material in a design domain along the ceiling such that the
objective function is minimized in a certain part of the room. In the next example, the problem is changed such
that an optimized distribution of reﬂecting and absorbing material along the walls is generated. In the ﬁnal
example we optimize the shape of outdoor sound barriers, a problem which has been widely studied using both
experimental and numerical methods. In Refs. [20,21] experiments with scale models of barriers with various
shapes were studied and it was observed that for rigid barriers the T-shaped barrier performed better than
other shapes, but Y and arrow shaped barriers were performing almost as good. Also numerical results show
the same tendency. In Refs. [22,23] the performance of barriers with different shapes is calculated by a
boundary element method and again the T-shaped barrier performed the best. Finally a systematic way of
designing barriers utilizing genetic algorithms was proposed in Ref. [24] where optimized designs are obtained
which perform better than a straight and a T-shaped barrier for both low and high frequencies. The results
obtained here using topology optimization are compared with the results for the low frequency case in
Ref. [24] as well as with the straight and T-shaped barriers.
2. Topology optimization for acoustic problems
The problems studied in the ﬁrst part of this article are of the type illustrated in Fig. 1. The aim is to
distribute solid material in the ceiling in order to optimize room acoustics. The room is described by a domain
O ﬁlled with air. The sound comes from a source which is vibrating with the vibrational velocity U such that
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sinusoidal sound waves are emitted. In the output domain Oop the average of the squared sound pressure
amplitude is minimized in order to reduce the noise in this area. The minimization is done by ﬁnding a proper
distribution of air and solid material (scatterer) in the ceiling area (design domain Od).
2.1. The acoustic model
The governing equation of steady-state linear acoustic problems with sinusoidal sound waves of angular
frequency o is the Helmholtz equation [2]
r  ðr1rp^Þ þ o2k1p^ ¼ 0. (1)
The physical sound pressure p is the real part of p^ where p^ appearing in Eq. (1) is the complex sound pressure
amplitude which depends on the position r. r is the density and k is the bulk modulus of the acoustic medium
and they also depend on r. The design freedom is the pointwise distribution of air and solid material i.e.
r ¼ rðrÞ and k ¼ kðrÞ where r 2 Od . For air the material properties are ðr;kÞ ¼ ðr1;k1Þ and for the solid
material ðr;kÞ ¼ ðr2;k2Þ. The material values used are r1 ¼ 1:204 kgm3 and k1 ¼ 141:921 103 Nm2 for
air and r2 ¼ 2643:0 kgm3 and k2 ¼ 6:87 1010 Nm2 for solid material (aluminum). It is convenient to
introduce the two nondimensional variables ~r and ~k deﬁned as
~r ¼ r
r1
¼
1 air;
r2
r1
solid;
8<
: ~k ¼ kk1 ¼
1 air;
k2
k1
; solid:
8<
: (2)
When Eq. (1) is rescaled with these variables the Helmholtz equation takes the form
r  ð ~r1rp^Þ þ ~o2 ~k1p^ ¼ 0. (3)
Here ~o ¼ o=c is a scaled angular frequency and c ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
k1=r1
p
is the speed of sound in air. Finally, two types of
boundary conditions are employed
n  ð ~r1rp^Þ ¼ 0; n  ð ~r1rp^Þ ¼ i ~oU ﬃﬃﬃﬃﬃﬃﬃﬃﬃk1r1p , (4)
where n is the normal unit vector pointing out of the domain. The ﬁrst boundary condition describes a
perfectly reﬂecting surface and is employed for the rigid walls of the room. The second boundary condition
expresses a vibrating surface with the vibrational velocity U and is used to imitate a near point source emitting
sinusoidal sound waves.
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Fig. 1. Dimensions of the rectangular room in 2D with design domain Od , output domain Oop and a point source with the vibrational
velocity U.
M.B. Du¨hring et al. / Journal of Sound and Vibration 317 (2008) 557–575 559
2.2. Design variables and material interpolation
The problem of ﬁnding the optimal distribution of material is a discrete optimization problem (there should
be air or solid material in each point of the design domain), but in order to allow for efﬁcient gradient-based
optimization the problem is formulated with continuous material properties that can take any value in
between the values for air and solid material. To control the material properties a continuous material
indicator ﬁeld 0pxðrÞp1 is introduced, where x ¼ 0 corresponds to air and x ¼ 1 to solid material:
~rðxÞ ¼
1 x ¼ 0;
r2
r1
x ¼ 1;
8<
: ~kðxÞ ¼
1 x ¼ 0;
k2
k1
x ¼ 1:
8<
: (5)
Although x is continuous the ﬁnal design should be as close to discrete (x ¼ 0 or 1) as possible in order to be well
deﬁned. The choice of interpolation functions may aid in avoiding intermediate (gray) material properties in the
ﬁnal design. In Ref. [19] it is suggested to ﬁnd the interpolation function by looking at a 1D acoustic system
where a wave with amplitude of unit magnitude propagates in air and hits an interface to an acoustic medium
under normal incidence. Experience shows that good 0–1 designs in general can be obtained if the reﬂection
from the acoustic medium in this system is a smooth function of x with nonvanishing slope at x ¼ 1. This is
obtained by interpolating the inverse density and bulk modulus between the two material phases as follows:
~rðxÞ1 ¼ 1þ x r2
r1
 1
 1
 !
, (6)
~kðxÞ1 ¼ 1þ x k2
k1
 1
 1
 !
, (7)
which clearly fulﬁlls the discrete values speciﬁed in Eq. (5).
2.3. The optimization problem
The purpose of the topology optimization is to minimize the objective function F which is the average of the
squared sound pressure amplitude in the output domain, Oop. The formulation of the optimization problem
takes the form
minx logðFÞ ¼ log
1R
Oop
dr
Z
Oop
jp^ðr; xðrÞÞj2dr
 !
objective function, (8)
subject to
1R
Od
dr
Z
Od
xðrÞdr bp0; volume constraint, (9)
0pxðrÞp1 8 r 2 Od ; design variable bounds. (10)
A volume constraint is included to put a limit on the amount of material distributed in the design domain Od in order
to save weight and cost. Here b is a volume fraction of allowable material and takes values between 0 and 1, where
b ¼ 1 corresponds to no limit. To obtain better numerical scaling the logarithm is taken to the objective function.
2.4. Discretization and sensitivity analysis
The mathematical model of the physical problem is given by the Helmholtz equation (3) and the boundary
conditions (4), and to solve the problem, ﬁnite element analysis is used. The complex amplitude ﬁeld p^ and the
design variable ﬁeld x are discretized using sets of ﬁnite element basis functions ffi;nðrÞg
p^ðrÞ ¼
XN
n¼1
p^nf1;nðrÞ; xðrÞ ¼
XNd
n¼1
xnf2;nðrÞ. (11)
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The degrees of freedom (dofs) corresponding to the two ﬁelds are assembled in the vectors p^ ¼
fp^1; p^2; . . . ; p^NgT and n ¼ fx1; x2; . . . ; xNd gT. For the model in 2D a triangular element mesh is employed and
tetrahedral elements are used in 3D. Quadratic Lagrange elements are used for the complex pressure
amplitude p^ to obtain high accuracy in the solution and for the design variable x linear Lagrange elements
are utilized.
The commercial program Comsol Multiphysics with Matlab [25] is employed for the ﬁnite element analysis.
This results in the discretized equation
Sp^ ¼ f, (12)
where S is the system matrix and f is the load vector which are both complex valued.
To update the design variables in the optimization algorithm the derivatives with respect to the design
variables of the objective and the constraint function must be evaluated. This is possible as the design variable
is introduced as a continuous ﬁeld. The complex sound pressure vector p^ is via Eq. (12) an implicit function of
the design variables, which is written as p^ðnÞ ¼ p^RðnÞ þ ip^I ðnÞ, where p^R and p^I denote the real and the
imaginary part of p^. Thus the derivative of the objective function F ¼ Fðp^RðnÞ; p^I ðnÞ; nÞ is given by the
following expression found by the chain rule
dF
dn
¼ qF
qn
þ qF
qp^R
qp^R
qn
þ qF
qp^I
qp^I
qn
. (13)
As p^ is an implicit function of n the derivatives qp^R=qn and qp^I=qn are not known directly. The sensitivity
analysis is therefore done by employing an adjoint method where the unknown derivatives are eliminated at
the expense of determining an adjoint and complex variable ﬁeld k from the adjoint equation
STk ¼  qF
qp^R
 i qF
qp^I
 T
, (14)
where
qF
qp^R
 i qF
qp^I
¼ 1R
Oop
dr
Z
Oop
ð2p^R  i2p^I Þf1;n dr. (15)
The sensitivity analysis follows the standard adjoint sensitivity approach [26]. For further details of the adjoint
sensitivity method applied to wave propagation problems, the reader is referred to Ref. [27]. Eq. (13) for the
derivative of the objective function then reduces to
dF
dn
¼ qF
qn
þRe kT qS
qn
p^
 
. (16)
Finally, the derivative of the constraint function with respect to one of the design variables is
q
qxn
1R
Od
dr
Z
Od
xðrÞdr b
 !
¼ 1R
Od
dr
Z
Od
f2;nðrÞdr. (17)
The vectors qF=qn,
R
Oop
ð2p^R  i2p^I Þf1;n dr and
R
Od
f2;nðrÞdr as well as the matrix qS=qn are assembled in
Comsol Multiphysics as described in Eq. [28].
2.5. Practical implementation
The optimization problem (8)–(10) is solved using the Method of Moving Asymptotes, MMA [29] which is
an algorithm that uses information from the previous iteration steps and gradient information. To fulﬁll the
volume constraint from the ﬁrst iteration of the optimization procedure the initial design is usually chosen as a
uniform distribution of material with the volume fraction b. It should be emphasized that the ﬁnal design
depends both on the initial design and the allowable amount of material to be placed and is therefore
dependent on b. Here the best solutions out of several tries will be presented. To make the model more realistic
and to minimize local resonance effects a small amount of mass-proportional damping is added.
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When the mesh size is decreased the optimization will in general result in mesh-dependent solutions with
small details which make the design inconvenient to manufacture. To avoid these problems a morphology-
based ﬁlter is employed. Such ﬁlters make the material properties of an element depend on a function of the
design variables in a ﬁxed neighborhood around the element such that the ﬁnite design is mesh-independent.
Here a close-type morphology-based ﬁlter is chosen [30], which has proven efﬁcient for wave-propagation type
topology optimization problems. The method results in designs where all holes below the size of the ﬁlter
(radius rmin) have been eliminated. A further advantage of these ﬁlter-types is that they help eliminating gray
elements in the transition zone between solid and air regions.
3. Results
In this section results are presented for rooms in 2D and 3D as well as for outdoor sound barriers in 2D.
3.1. Optimization of a rectangular room in 2D
The average of the squared sound pressure amplitude is minimized in the output domain Oop by distributing
material in the design domain Od in the rectangular room as shown in Fig. 1. The maximum volume fraction is
chosen to b ¼ 0:15 and the initial design for the optimal design is a uniform distribution of 15% material in
the design domain. The vibrational velocity of the pulsating circle is U ¼ 0:01m s1 and the target frequency is
f ¼ 34:56Hz, f ¼ o=2p, which is a natural frequency for the room with the initial material distribution. The
modeling domain is discretized by triangular elements with maximum side length hmax ¼ 0:3m and the ﬁlter
radius is rmin ¼ 1:0hmax. An absolute tolerance of 0.01 on the maximum change of the design variables is used
to terminate the optimization loop. The optimized design was found in 281 iterations and the objective
function was reduced from 110.9 to 76.1 dB. Fig. 2 shows the optimized design as well as the sound pressure
amplitude for the initial and optimized designs. It is clearly seen that in comparison to the initial design the
redistributed material in the design domain is inﬂuencing the sound pressure in the room such that it has a
very low value in the output domain Oop with a nodal line going through it. The material is placed at the nodal
lines for the initial design which is an observation that will be elaborated on later. On the top right of Fig. 2 the
frequency response for the initial design and the optimized design are shown, where F is plotted as function of
the frequency f. In comparison to the initial design, the natural frequencies for the optimized design have
changed and the natural frequency, which was equal to the driving frequency for the initial design, has been
moved to a lower value. It is noted that the solid material forms small cavities and that there is a tendency for
the sound pressure amplitude to be higher in these cavities than outside them. The cavities resemble Helmholtz
resonators (see Ref. [2] for a description of a Helmholtz resonator). It should be noted, that even though the
ﬁlter is used and the value of rmin is varied it is difﬁcult to obtain fully mesh-independent solutions due to
many local minima.
In the previous example a low frequency has been used to obtain an optimized design. In the next example
the room is optimized for the frequency f ¼ 4 34:56Hz, and the quantities b ¼ 0:5, hmax ¼ 0:2m, and
rmin ¼ 1:0hmax. The optimized design is seen in Fig. 3 where the objective function is decreased from 95.7 to
62.1 dB in 478 iterations. Compared to the design for the lower frequency the design is now a complicated
structure with many small features. The reason is that for increasing frequencies the distribution of the sound
pressure amplitude in the room gets more complex and the design needed to minimize the objective function
will naturally also consist of more complicated details. For higher frequencies well deﬁned designs can still be
obtained, but it is hard to get a mesh-independent design as it is very sensitive to discretization, ﬁltering radius,
starting guess as well as local minima.
In the next example the optimization is done for f ¼ 9:39 and 9.71Hz which is less and higher, respectively,
than the ﬁrst natural frequency 9.55Hz for the room with the initial design with b ¼ 0:15. The corresponding
mode shape has a vertical nodal line in the middle of the room and high sound pressure amplitude along the
walls. The quantities used in both cases are hmax ¼ 0:3m and rmin ¼ 0:75hmax. The optimized designs and the
corresponding frequency response are seen in Fig. 4. For the case with f ¼ 9:39Hz the solid material is
distributed at the corners with the high pressure amplitude and the natural frequency is moved to a higher
frequency. However, in the case with f ¼ 9:71Hz the material is placed at the nodal plane in the middle of the
ARTICLE IN PRESS
M.B. Du¨hring et al. / Journal of Sound and Vibration 317 (2008) 557–575562
design domain and the natural frequency is now at a lower value than originally. The same tendency is
observed for the example in Fig. 2 where the material is distributed at the nodal lines and the natural
frequency is moved to a lower value. The response at the two target frequencies f ¼ 9:39 and f ¼ 9:71Hz for
both designs, are given in Table 1 and it is noticed that the objective function is minimized most for both
frequencies in the case where the solid material is placed at the nodal plane. So for the target frequency which
is smaller than the natural frequency the optimization converges to a solution that is not as good as when the
other target frequency is used. The explanation is that a natural frequency, which is originally at one side of
the driving frequency, can only be moved to a value on the same side during the optimization, else the
objective function would have to be increased during a part of the optimization. It is from this example and
the example from Fig. 2 concluded, that when optimizing for a driving frequency close to a natural frequency
there is a tendency for the material to be distributed at the nodal planes for the initial design when the natural
frequency is moved to a lower value. If the natural frequency is moved to a higher value the material is
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Fig. 2. (a) The optimized ceiling design for target frequency 34.56Hz; (b) frequency plot for initial and optimized designs; (c) the sound
pressure amplitude for initial design; and (d) the sound pressure amplitude for optimized design.
Fig. 3. Optimized design for the rectangular room for the higher target frequency f ¼ 4 34:56Hz.
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distributed at the high sound pressure amplitudes. The intuitive explanation of this phenomenon is that if a
natural frequency has to be decreased it must be made possible for the room to resonate at a lower frequency.
Thus the material from the high pressure amplitudes is moved to the nodal planes. If instead the natural
frequency has to be increased the system has to be made stiffer at the critical places. In this case the material is
removed from the nodal planes and distributed at the high pressure amplitudes. It is difﬁcult to say in general
if one of these designs is best for all the frequencies close to the natural frequency and it looks like it depends
on how far away the natural frequency can be moved in one of the directions from the considered frequencies.
Similar effects have been observed for design of plates subjected to forced vibration [31].
The optimization problem is now changed such that the optimization can be done for an entire frequency
interval. The objective is to minimize the sum of responses for a number of target frequencies oi in the interval
considered as in Eq. [27]. The chosen interval is divided into M equally sized subintervals and the target
frequency in each subinterval, which results in the highest value of F, is determined. The room is then
optimized for the new objective function C which is the sum of F evaluated at the determined target
frequencies and divided by the number of intervals M to get the average value
minx C ¼
P
o1;:::;oMmaxoi2Ii ðFðoiÞÞ
M
; I1 ¼ ½o1;o2½; :::; IM ¼oM ;oMþ1. (18)
Here oMþ1  o1 is the entire frequency interval and I i are the equally sized subintervals. By this optimization
procedure F is minimized at all the target frequencies and these are updated at regular intervals during the
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Fig. 4. Optimized design and frequency response after the optimization for two frequencies close to the natural frequency f ¼ 9:55Hz for
the room with the initial design: (a) optimized design for f ¼ 9:39Hz; (b) optimized design for f ¼ 9:71Hz; (c) frequency response for the
optimized design for f ¼ 9:39Hz; and (d) frequency response for the optimized design for f ¼ 9:71Hz.
Table 1
The value of the objective function for the two frequencies 9.39 and 9.71Hz for the two designs from Fig. 4
Frequency f (Hz) F for optimized design for f ¼ 9:39Hz (dB) F for optimized design for f ¼ 9:71Hz (dB)
9.39 99.7 96.4
9.71 120.1 90.8
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optimization by approximating the objective function F as function of the frequency using Pade´ expansions,
see Ref. [32]. The room from Fig. 1 is then optimized for the frequency interval [18;23]Hz using ﬁve target
frequencies where the target frequencies are updated every 25th iteration step. The quantities used in the
optimization are b ¼ 0:85, hmax ¼ 0:3m and rmin ¼ 1:5hmax. The optimized design obtained after 415 iterations
is illustrated in Fig. 5 together with the response curve for the initial design and the optimized design. The
objective function is reduced from 111.2 to 75.7 dB. It is seen from the two response curves that the objective
function is minimized in the entire interval for the optimized design. Two of the high peaks have been moved
out of the interval and the last one has been signiﬁcantly reduced. The solid material in the optimized design is
distributed such that a kind of Helmholtz resonator is formed.
3.2. Optimization of a rectangular room in 3D
The optimization problem is now extended to 3D problems and a rectangular room with the geometry
shown in Fig. 6 is considered. We optimize two examples for intervals around the ﬁrst natural frequency
f ¼ 42:92Hz for the room with a vertical nodal plane at x ¼ 2m and high sound pressure amplitude at the end
walls at x ¼ 0 and 4m. The quantities used are b ¼ 0:5, hmax ¼ 0:4m and rmin ¼ 0:5hmax and the target
frequencies are updated for each 15 iterations. For the ﬁrst example the optimization is done for the interval
[41.5;44.5]Hz and one target frequency. After 252 iterations the objective function C is reduced from 115.2 to
81.6 dB. The optimized design and the response for the initial design and the optimized design are seen in
Fig. 7. It is observed that the solid material is distributed at the walls with high sound pressure amplitude and
that the natural frequency has been moved to a higher value outside the interval. For the next example the
frequency interval is extended to [40.5;45.5]Hz and four target frequencies are used. C is minimized from 96.6
to 46.9 dB in 218 iterations and the results are illustrated in Fig. 8. In this case most of the solid material is
distributed at the nodal plane around x ¼ 2m rather than at the two shorter walls opposite to the previous
example. From the response curve in Fig. 8 it is seen that the ﬁrst natural frequency is not contained in the
interval after the optimization and instead a natural frequency has appeared at a lower value. These two
examples show that if the frequency interval is slightly changed, the optimization can converge to two very
different, in fact opposite designs. The optimized designs here depend on what side of the interval the ﬁrst
natural frequency is moved to after the optimization. The best design in this case is the design where the solid
material is placed at low pressure amplitude for the initial design. The two examples here can thus be
interpreted as an extension to 3D of the examples in Fig. 4.
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Fig. 5. (a) The optimized design for the frequency interval [18;23]Hz and (b) the frequency response for the initial design and the
optimized design.
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3.3. Distribution of absorbing and reflecting material along the walls
An alternative way of reducing noise in a room is to use absorbing material along the walls. This type of
design will in general be easier to manufacture and install compared to placing solid material and therefore
also cheaper. For this reason the optimization problem is now changed such that the goal is to ﬁnd the
distribution of absorbing and reﬂecting material along the boundaries of a room which minimizes the
objective function. The problem is similar to the previous one, but there are some differences. The degrees of
freedom describing the boundary conditions are used as design variables and the sound ﬁeld is now governed
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Fig. 6. The dimensions of the rectangular room in 3D with the design domain Od , the output domain Oop and the point source with the
vibrational velocity U.
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by Helmholtz equation for a homogeneous medium. The material properties for air in the room are ra and ka
and it is assumed that there is no damping effect in the air. The material on the boundaries is inhomogeneous
and the optimized design is a distribution of the usual reﬂecting material described by r2 and k2 and an
absorbing material with the properties r1 ¼ 3:04 kgm3 and k1 ¼ 7:90 105 Nm2. The absorbing material
has an absorption coefﬁcient equal to 0.1 which could be realized in practice by a cork sheet with the thickness
of a few millimeters. It is then convenient to use the new variables
~r ¼ r
ra
¼
r1
ra
absorbing;
r2
ra
reflecting;
8><
>>: ~k ¼
k
ka
¼
k1
ka
absorbing;
k2
ka
reflecting:
8><
>>: (19)
With this rescaling the acoustic model for the problem takes the form
r2p^ þ ~o2p^ ¼ 0 Helmholtz equation, (20)
n  rp^ ¼ i ~o
ﬃﬃﬃﬃﬃﬃﬃﬃﬃ
kara
p
ZðrÞ p^; b:c: for surface with impedance Z (21)
n  rp^ ¼ i ~o ﬃﬃﬃﬃﬃﬃﬃﬃﬃkarap U ; b:c: for pulsating surface. (22)
The inhomogeneities on the walls are described in the boundary condition (21) by the impedance boundary
ZðrÞ ¼ raca
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
~kðrÞ ~rðrÞ
p
. The impedance boundary condition is only strictly valid for plane waves of normal
incidence but is used for simplicity in this work. The material interpolation functions for ~rðxÞ and ~kðxÞ must
now satisfy the requirements
~rðxÞ ¼
r1
ra
x ¼ 0;
r2
ra
x ¼ 1;
8><
>: ~kðxÞ ¼
k1
ka
; x ¼ 0;
k2
ka
; x ¼ 1;
8><
>: (23)
and again interpolation functions in the inverse material properties are used
~rðxÞ1 ¼ r1
ra
 1
þ x r2
ra
 1
 r1
ra
 1 !
, (24)
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~kðxÞ1 ¼ k1
ka
 1
þ x k2
ka
 1
 k1
ka
 1 !
. (25)
The optimization problem has the same form as Eqs. (8)–(10), except that an area constraint is used instead of
a volume constraint
 1R
Od
dr
Z
Od
xðrÞdrþ bp0, (26)
where the amount of reﬂecting material must be at least the fraction b.
3.3.1. Results for 2D and 3D problems
Calculations have shown that when optimizing for a single frequency the absorbing material is in general
placed where the sound pressure amplitude is highest, as one would expect. However, when optimizing for a
frequency interval it gets more difﬁcult to predict the design intuitively and in this case it is necessary to use
topology optimization to get an optimized solution. In the following example the room in 2D is optimized for
the frequency interval [38;43]Hz with seven target frequencies. The quantities used are b ¼ 0:5, hmax ¼ 0:3m,
rmin ¼ 0:5hmax and the number of iterations between the updates of the target frequencies is 20. The optimized
design and the response curve before and after the optimization are seen in Fig. 9. In 135 iterations the
objective function C is reduced from 80.3 to 78.8 dB and it is seen from the ﬁgure that the response curve for
the optimized design in general lies beneath the curve for the initial design. Five mode shapes have an inﬂuence
in this frequency interval and it is therefore difﬁcult to predict the optimized design. Three of the mode shapes
have two horizontal nodal planes and from the design in Fig. 9 it is seen that at these nodal planes there is no
absorbing material. However, it is difﬁcult to predict anything on the horizontal boundaries, but as none of
the mode shapes have nodal planes in the corners it is obvious that some absorbing material will be placed
here and this is also observed in the design.
In the next example a rectangular room in 3D with the length 4m, the width 3m and the height 2.5m is
optimized for the interval [79.5;90.5]Hz and seven target frequencies. The quantities used are b ¼ 0:5,
hmax ¼ 0:4m, rmin ¼ 0:5hmax and the target frequencies are updated for each 15th iteration. The results in
Fig. 10 are obtained after 197 iterations and C is reduced from 67.7 to 66.1 dB. From the response curves it is
seen that F is reduced in most of the interval. It is also observed that the natural frequency around 80Hz has
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Fig. 9. Results of the optimization for the frequency interval [38;43]Hz with seven target frequencies and b ¼ 0:5: (a) the optimized design
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the highest response in the interval and it is therefore expected that in order to minimize C the absorbing
material should be distributed where the sound pressure amplitude is high in the mode shape corresponding to
the mentioned natural frequency. The associated mode shape has a nodal plane for x ¼ 2m and z ¼ 1:25m
and as seen from the optimized design, reﬂecting material is distributed here, whereas the absorbing material is
placed in the corners with high sound pressure amplitude, as expected.
Thus topology optimization appears as an efﬁcient method to ﬁnd an optimized distribution of reﬂecting
and absorbing material in a room for an interval of relatively low frequencies.
3.4. Design of sound barriers
In this section topology optimization is employed to design outdoor sound barriers and the problem setting
is illustrated in Fig. 11. The design domain Od is 0:5 2 m and the sound source is placed at the ground 5m in
front of the barrier with the radius 0.1m. The output domain Oop is a circle with center (9.25,1.25)m and
radius 0.35m. The ground is reﬂecting and to describe an outdoor situation with an unbounded medium the
other boundaries are absorbing with the Sommerfeld radiation condition
n  ðr^1ðrÞrp^ðrÞÞ ¼ i ~op^ðrÞ. (27)
The geometry of the optimization problem is the same as in Ref. [24] where sound barriers are designed using a
boundary element method and genetic algorithms for both low and high frequencies. The output domain Oop
used here contains all the control points from the small output domain in that paper. As the optimization
algorithm is most suitable for low frequencies the results will be compared to the results in Ref. [24] only for
the frequency f ¼ 125Hz. The performance of the optimized designs will in each case be compared to the
performance of a straight barrier and a T-shaped barrier with the dimensions as indicated in Fig. 12. The
optimization is done for the two octave band center frequencies 63 and 125Hz, respectively, and in both cases
hmax is equal to 0.02 m in the design domain and 0.3m in the rest of the domain. In the ﬁrst case rmin ¼ 1:5hmax
is used and in the second case rmin ¼ 3:5hmax is used. With these parameters the number of design variables is
around 5500 which is more than in Ref. [24]. In Table 2 the value of the objective function for the T-shaped
barrier and the optimized barrier are given relative to the straight barrier for each of the two frequencies. It is
ﬁrst of all observed that the T-shaped barrier is performing better than the straight barrier in both cases as
expected from the references and that the reduction in the case f ¼ 125Hz is 0.9 dB — exactly as reported in
Eq. [24]. The ﬁrst two examples are for the frequency 63Hz. The ﬁrst is with b ¼ 0:24 which is the same
amount of material as in the T-shaped barrier. It is seen that a reduction of 5.88 dB is obtained compared to
the straight barrier. By increasing the amount of material in the initial design to b ¼ 0:9 it is possible to obtain
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a further reduction of the objective function of more than one dB as more reﬂecting material can be
distributed. Note, however, that the amount of material used in the optimized design is well below the limit of
90%. In Fig. 13 the designs for f ¼ 63Hz with the two different values of b are shown. The two designs are
different, but in both cases they look like modiﬁed T-shapes and cavities are formed that act as Helmholtz
resonators at each side of the barriers. The optimization for the frequency 125Hz is then done for b ¼ 0:9 and
the result can be compared to the result in Ref. [24]. The reduction of the objective function is here 9.13 dB,
which is a few dB less than in Ref. [24], but the objective function is here minimized over an entire domain and
not only over a few point as in that reference. In Fig. 14 the optimized design for f ¼ 125Hz is given
together with the distribution of the sound pressure amplitude. The design obtained is different from the
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Fig. 11. The geometry for the sound barrier problem in 2D with the design domain Od , the output domain Oop and the point source with
the vibrational velocity U.
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Fig. 12. The dimensions of the barriers with which the performance of the optimized sound barriers will be compared: (a) straight barrier
and (b) T-shaped barrier.
Table 2
The value of the objective function for the T-shaped barrier and the optimized barrier relative to the straight barrier for each of the two
frequencies
Frequency f (Hz) Straight F (dB) T-shape DF (dB) Optimized DF (dB) Optimized DF (dB)
b ¼ 0:24 b ¼ 0:90
63 68.25 1.70 5.88 7.04
125 70.02 0.90 9.13
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design in Ref. [24] with a Helmholtz resonator formed at the edge pointing away from the source where the
sound pressure amplitude is high. From these results it is observed that the designs for the two frequencies are
very different and the reduction achieved is bigger the higher the frequency is. This tendency is expected,
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Fig. 13. The optimized designs for the target frequency f ¼ 63Hz: (a) with volume fraction b ¼ 0:24 and (b) with volume fraction b ¼ 0:9.
Fig. 14. (a) The optimized design for the target frequency f ¼ 125Hz and b ¼ 0:9 and (b) The distribution of the sound pressure
amplitude for the optimized design.
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because the distribution of the sound pressure amplitude gets more complicated for higher frequencies and
therefore a detailed optimized design can have more inﬂuence.
In the next example the optimization is done for the frequency interval [63;125]Hz with seven target
frequencies which are updated every 25th iteration step. The quantities b ¼ 0:9, hmax ¼ 0:02m in the design
domain and rmin ¼ 2:5hmax are used. The objective function C is reduced from 71.4 to 64.4 dB after 889
iterations and in Fig. 15 the optimized design is seen to the left. The design has a cavity on both vertical edges
as in the cases for f ¼ 63Hz. To the right F as function of the frequency f is plotted for the optimized design as
well as for the straight and the T-shaped barrier. In the entire interval the optimized design is performing
better than the two others with a few dB. So these examples show that the topology optimization method
presented here is suitable for designing sound barriers for both a single frequency and frequency intervals.
Usually sound barriers are used on both sides of a sound source, for instance along roads. So to see how this
inﬂuences the optimized results the problem is modiﬁed such that a sound barrier is introduced on both sides
of the sound source. Again the optimization domain is placed behind the right barrier. The size of the barriers
and the output domain as well as the distances between the source, the barriers and the design domain are the
same as in the previous examples. Here f ¼ 125Hz is used and hmax is equal to 0.05m in the design domain.
The objective function for the same problem but with straight barriers is 64.1 dB and with T-shaped barriers
the objective function is slightly reduced to 63.9 dB. To get the optimized design b ¼ 0:4 and rmin ¼ 3:0hmax are
employed and after 609 iterations the objective function is reduced with 27.9 to 36.1 dB compared to the
example with the T-shaped barriers. The results of the optimization are shown in Fig. 16. The optimized
designs for the two barriers are different and the material has been moved to a position such that a destructive
interference pattern between the source and the right barrier is created. This has the effect that the sound
pressure in the direction of the output domain is reduced. As more material can be distributed to control the
sound as compared to the case with only one barrier the objective function is reduced more, and as noted,
another effect of reducing the sound is being utilized. Inspired by this result the example with the T-barriers is
recalculated where the inner edges of the columns, that are pointing towards the source, are moved to the
inner edges of the optimized designs. For this case it is possible to get an objective function equal to 54.2 dB.
This value is not reduced as much as for the optimized designs, but it is reduced with almost 10 dB compared
to the case where the T-shaped barriers were in their original position. This shows that topology optimization
can be employed to ﬁnd new designs of sound barriers as well as to get inspiration to ﬁnd an efﬁcient position
of conventional sound barriers.
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4. Conclusion
In this article it was shown that topology optimization can be employed to minimize the squared sound
pressure amplitude in a certain part of a room and behind noise barriers by distribution of air, reﬂecting or
absorbing material in a chosen design domain. The method is based on continuous material interpolation
functions in the inverse density and bulk modulus and was developed for problems in both 2D and 3D.
It was shown that the method in general is suitable for low frequencies where well-deﬁned designs can be
obtained for a single frequency or a frequency interval. However, it was observed that it could be difﬁcult to
obtain mesh-independent designs, hence an image morphology-based ﬁlter was used to eliminate small details
and grey scale domains. For higher frequencies the method is not suitable, mainly due to problems with
obtaining a sufﬁciently ﬁne ﬁnite element mesh, but also due to problems with too many local minima.
For the ﬁrst type of problem, where reﬂecting material is distributed in a design domain along the ceiling, it
was noted that small cavities acting as Helmholtz resonators were formed. It was also observed that the
optimized designs were dependent on wether a natural frequency close to a driving frequency was increased or
decreased. If a natural frequency was moved to a lower value, the solid material was removed from the high
pressure amplitudes and redistributed at the nodal planes for the initial design such that the system was able to
resonate at a lower frequency. The opposite happened when a natural frequency was moved to a higher value.
In this case the material was redistributed at the high pressure amplitudes in order to make it more difﬁcult for
the system to resonate.
The second type of problem was concerned with the distribution of reﬂecting and absorbing material along
the walls. In general the material was distributed at high pressure amplitudes to minimize the objective
function and the method therefore appeared suitable for minimizing the objective function for bigger intervals
with more mode shapes for which the design cannot be predicted easily. However, as most mode shapes have
high pressure amplitudes in the corners a tendency for the absorbing material to be placed here was observed.
It was ﬁnally shown that the method can be utilized to design outdoor sound barriers where the objective
function in the shadow zone was reduced with up to 10 dB with one barrier and with almost 30 dB with two
barriers compared to conventional types. In the cases with one barrier cavities were again formed that were
acting as Helmholtz resonators. In the case with the design of two barriers the material was placed such that a
destructive interference pattern was formed resulting in a high noise reduction.
As the designs in general are sensitive to the choice of driving frequency or frequency interval as well as
other factors as the choice of the volume fraction b and the ﬁlter size, it is recommended to choose the driving
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Fig. 16. (a) The optimized design with two sound barriers and one optimization domain for the target frequency f ¼ 125Hz and (b) the
distribution of the sound pressure amplitude for the optimized design.
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frequency or the frequency interval carefully and to do more optimizations with several parameter
combinations to obtain the best possible design.
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Abstract
A method based on topology optimization is presented to design the cross section of hollow core
photonic-bandgap fibers for minimizing the energy loss by material absorption. The optical problem
is modeled by the time-harmonic wave equation and solved with the finite element program Comsol
Multiphysics. The optimization is based on continuous material interpolation functions between the
refractive indices and is carried out by the Method of Moving Asymptotes. An example illustrates
the performance of the method where air and silica are redistributed around the core such that
the overlap between the magnetic field distribution and the lossy silica material is reduced and the
energy flow is increased 375% in the core. Simplified designs inspired from the optimized geometry
are presented, which will be easier to fabricate. The energy flow is increased up to almost 300% for
these cases.
Keywords: finite element analysis, wave equation, photonic-crystal fiber, morphology filter, Comsol
Multiphysics, optimized design
1 Introduction
Photonic crystals were first described in the two papers [1, 2] from 1987. They consist of periodically
structured dielectric materials in one, two or three dimensions that can prohibit the propagation of
electromagnetic waves at certain frequencies such that band gaps are created. Point and line defects
can be introduced in the structures to localize and guide optical waves. The first 2D photonic crystal
was fabricated for optical wavelengths in 1996, see [3], and applications are found in filters, splitters
or resonant cavities, see [4]. Another application of the photonic crystal is the photonic-crystal fiber
developed in the 1990s [5, 6]. Conventionally, optical fibers are made as step-index fibers where an
index difference between the core and the cladding confines the optical wave to the core region [7].
These types of fibers are extensively used in telecommunication. In contrast to the conventional
optical fibers, the optical wave in photonic-crystal fibers is guided in a core region surrounded by
a 1D or 2D periodic structured material, see [8, 4] for an overview. Depending on the periodic
structure the wave is confined either by index guiding or the band-gap effect. Because of the band-
gap effect it is possible to guide the optical wave in an air core such that losses and unwanted
dispersion and nonlinear effects from the bulk materials can be reduced. The first photonic-crystal
fibers were produced for commercial purposes in 2000 and are fabricated by a drawing process.
In this work holey fibers are considered, which denote photonic-crystal fibers with air cores
surrounded by periodic arrays of air holes. The cladding material is typically silica as it is suitable
for fabrication with the drawing process. However, silica has higher loss for most optical wavelengths
away from 1.55 µm, which is used in telecommunication. For optical wavelengths in general the
photonic-crystal fibers are therefore not convenient for long fiber links, but rather for short distance
applications. An example of a short distance application is laser surgery where wavelengths between
2-10 µm are used for various purposes in medical application as drilling holes in teeth and tissue
removal. Lasers directed by mirrors are normally used for these purposes, but by employing fibers
it will furthermore be possible to do surgery inside the body without opening it. A first example of
photonic-crystal fibers used for medical purposes is found in [9] where a 1D, rotational symmetric,
photonic-crystal fiber is employed for laryngeal and airway surgery. However, as the silica is lossy
at these optical wavelengths it is important to design the cross sections such that the losses in the
cladding material are as small as possible.
Low loss photonic-bandgap fibers have been designed by parameter studies in various papers
[10, 11, 12, 13, 14], where geometry parameters as the core size, the thickness and shape of the
core boundary, the air filling fraction and the size of the fingers pointing towards the core have
been varied. In the present work, we suggest to use topology optimization in order to design low
loss holey fibers with cladding material that itself is lossy. Topology optimization is a computer
based method and was originally developed in 1988 to maximize the stiffness of structures for
a limited amount of material [15]. The method has since then been developed and applied to
other engineering fields as mechanism design, heat transfer and fluid flow problems, see [16] for an
introduction to the method and the different applications. By topology optimization air and solid
material can be distributed freely in a design domain and the size and the number of the holes are
determined. The method therefore offers more freedom in the design than obtained by size and shape
optimization alone. The method was extended to electromagnetic wave propagation problems in
1999 where photonic-bandgap materials were designed in [17] for plane waves. Structures as bends
and splitters based on 2D band-gap materials were designed in [18, 19] for single frequencies or
frequency intervals. Planar photonic-crystal waveguide components optimized for low loss and high
bandwidth and transmission have been fabricated and characterized, see [20, 21]. The tailoring of
dispersion properties by topology optimization is considered for photonic-crystal waveguides in [22]
and for step-index optical fibers in [23].
In this work we extend the method of topology optimization to holey fibers. The aim is to
design the cross section of the fiber for a fixed wavelength relevant for medical purposes in order
to optimize the energy flow through the core region. The optical model and optimization problem
are described in section 2. An example of the performance of the method is given in section 3 and
simplified designs inspired from the optimized geometry are studied.
2 Description of the optimization problem
2.1 The optical model
The optimization problem is based on a photonic-bandgap fiber with the geometry indicated in
figure 1. It is a holey fiber where the optical wave is guided in a hollow core region, which is
surrounded by a two-dimensional periodic cladding of air holes and silica at IR wavelengths. Silica
is a highly lossy material and the goal of the optimization is to improve the energy transport in
the core region, or in other words, to modify the mode profile such that its overlap with the silica
becomes as small as possible. This is done by redistributing air and silica in the design domain Ωd
such that the objective function Φ, which is an expression related to the power flow, is optimized in
the inner part of the core region denoted Ωc.
It is assumed that the propagating optical modes of order ν have harmonic solutions on the form
Hp,ν(x1, x2, x3) = Hp,ν(x1, x2)e−iβνx3 , (1)
where Hp,ν is the magnetic field of the optical wave and βν is the propagation constant for a given
optical mode ν. In the following only the guided mode is considered and therefore the notation with
ν is omitted. The magnetic field is entered into the time-harmonic wave equation
eijk
∂
∂xj
(
n−2eknp
∂Hp
∂xn
)
− k20Hi = 0, (2)
where k0 is the free space propagation constant and eijk is the alternating symbol. As the energy
of guided optical modes is concentrated in the core region, it can be assumed that the electric field
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Figure 1: Geometry of the photonic-crystal fiber used in the optimization. Black indicates silica
and white is air. The design domain is Ωd and Ωc is the core region where the objective function is
optimized.
is zero at the outer boundary of the fiber and the perfect electric conductor boundary condition is
applied. The guided mode for the geometry used here is twofold symmetric and therefore only half
the geometry is needed. At the symmetry border the perfect electric conductor is applied as well,
such that the electric field is polarized in the vertical direction.
For the given value of k0 the propagation constant β for the guided mode is found by solving the
wave equation as an eigenvalue problem. In order to define the problem for the topology optimization
β is first computed. Then the wave equation is solved in a time-harmonic way where both k0 and
β are fixed, and the guided mode is excited by introducing a small half-circle in the middle of the
fiber where a magnetic forcing term in the horizontal direction is applied. To get a realistic problem
for the topology optimization, material damping is introduced in the silica cladding by adding an
imaginary part to the refractive index. This means that the magnetic field components are complex
valued.
The mathematical model of the optical problem is solved by finite element analysis. The complex
fields Hj are discretized using sets of finite element basis functions {φj,n(r)}
Hj(r) =
N∑
n=1
Hj,nφj,n(r). (3)
The degrees of freedom are assembled in the vectors Hj = {Hj,1, Hj,2, ...Hj,N}T . A triangular el-
ement mesh is employed and vector elements are used for H1 and H2 in order to avoid spurious
modes. Second order Lagrange elements are used forH3. The optical model is solved by the commer-
cial finite element program Comsol Multiphysics with Matlab [24] with the module “Perpendicular
waves, hybrid-mode waves” for the three magnetic field components. This results in the discretized
equations for the time-harmonic problem used in the topology optimization
3∑
j=1
SkjHj = fk, (4)
where Skj is the complex system matrix and fk is the load vector. The problem in (4) is solved as
one system in Comsol Multiphysics.
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2.2 Design variables and material interpolation
The problem of finding an optimized distribution of material is a discrete optimization problem,
and there should be air or solid material in each point of the design domain. However, in order to
allow for efficient gradient-based optimization the problem is formulated with continuous material
properties that can take any value in between the values for air and solid material. To control the
material properties a continuous material indicator field 0 ≤ ξ(r) ≤ 1 is introduced, where ξ = 0
corresponds to air and ξ = 1 to silica material. The refractive index is interpolated linearly between
the two material phases
n(ξ) = na + ξ(ns − na). (5)
Although ξ is continuous, the final design should be as close to discrete (ξ = 0 or ξ = 1) as possible
in order to be well defined and such a design will be denoted 0-1 in the following. This is done by
employing a morphology-based filter as described in subsection 2.5.
2.3 The optimization problem
The purpose of the topology optimization is to maximize the energy flow through the hollow core, and
thereby indirectly minimizing the energy loss in the glass material. The flow should be maximized
if the optical mode is concentrated in the air region. The objective function Φ is based on an energy
measure similar to the expression for the power flow in the x3-direction. It is maximized in the
inner core region Ωc by redistributing air and silica in the design domain Ωd that surrounds the core
region, see figure 1. The component H3 is not included in the expression since its value is several
orders of magnitude smaller than those of H1 and H2. The formulation of the optimization problem
takes the form
max
ξ
log(Φ) = log
∫
Ωc
2∑
j=1
|Hj(r, ξ(r))|2dr, objective function (6)
subject to 0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds (7)
The logarithm to the objective function is used in order to obtain better numerical scaling for the
optimization process.
2.4 Sensitivity analysis
In order to update the design variables by a gradient based optimization algorithm, the derivatives
of the objective function with respect to the design variables must be computed. This is possible
as the design variable is introduced as a continuous field. The design variable field ξ is therefore
discretized in a similar way as the dependent fields
ξ(r) =
Nd∑
n=1
ξnφ4,n(r). (8)
The degrees of freedom are assembled in the vector ξ = {ξ1, ξ2, ...ξNd}T . Zero order Lagrange
elements are used and Nd is therefore typically smaller than N . The complex magnetic field vector
Hk is via (4) an implicit function of the design variables, which is written asHk(ξ) = HRk (ξ)+iH
I
k(ξ),
whereHRk andH
I
k denote the real and the imaginary part ofHk. Thus the derivative of the objective
function Φ = Φ(HRk (ξ),H
I
k(ξ), ξ) is given by the following expression found by the chain rule
dΦ
dξ
=
∂Φ
∂ξ
+
3∑
k=1
(
∂Φ
∂HRk
∂HRk
∂ξ
+
∂Φ
∂HIk
∂HIk
∂ξ
)
. (9)
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Note, that derivatives with respect to HR3 and H
I
3 are zero. As Hk is an implicit function of ξ the
derivatives ∂HRk /∂ξ and ∂H
I
k/∂ξ are not known directly. The sensitivity analysis is therefore done
by employing an adjoint method where the unknown derivatives are eliminated at the expense of
determining adjoint and complex variable fields λj from the adjoint equation
3∑
j=1
Skjλj =
(
∂Φ
∂HRk
− i ∂Φ
∂HIk
)T
, (10)
where
∂Φ
∂HRk,n
− i ∂Φ
∂HIk,n
=
∫
Ωc
(2HRk − i2HIk)φk,ndr. (11)
The sensitivity analysis follows the standard adjoint sensitivity approach [25]. For further details of
the adjoint sensitivity method applied to wave propagation problems, the reader is referred to [18].
Equation (9) for the derivative of the objective function then reduces to
dΦ
dξ
=
∂Φ
∂ξ
+
3∑
k=1
<
λTk 3∑
j=1
∂Skj
∂ξ
Hj
 . (12)
The vectors ∂Φ/∂ξ and
∫
Ωc
(2HRk − i2HIk)φk,ndr as well as the matrix ∂Skj/∂ξ are assembled in
Comsol Multiphysics as described in [26]. Similar to the problem in (4), the expression in (10) can
be solved as one system.
2.5 Practical implementation
The optimization problem defined by (6)-(7) is solved using the Method of Moving Asymptotes,
[27]. This is an algorithm well suited to solve problems with a high number of degrees of freedom
and it employs information from the previous iteration steps and gradient information.
When the mesh size is decreased the optimization will in general result in mesh-dependent
solutions with small details, which make the resulting design inconvenient to manufacture. To avoid
this problems a morphology-based filter is employed. Such filters make the material properties of an
element depend on a function of the design variables in a fixed neighborhood around the element,
such that the finite design is mesh-independent. Here a Heaviside close-type morphology-based
filter is chosen [28], which has proven efficient for wave-propagation type topology optimization
problems, see for instance [29]. The method results in designs where all holes below the size of the
filter (radius r) have been eliminated. A further advantage of these filter-types is that they help
eliminating gray elements in the transition zone between solid and air regions.
The problem studied is non-unique with a number of local optima that typically originate from
local resonance effects. To prevent convergence to these local optima a continuation method is
applied where the original problem is modified to a smoother problem. In wave problems it has
been shown that a strong artificial damping will smooth out the response [30, 18] and this idea is
applied to the problem. A strong material damping is therefore applied in the beginning of the
optimization and after convergence of the modified problem or after a fixed number of iterations the
problem is gradually changed back to the original one with a realistic damping.
3 Results
Now the method described above is applied to optimize the energy flow in a holey fiber with the
geometry shown in figure 1 as the initial guess. The geometry is taken from [12] and is adapted to
have a band gap for the optical wavelength in free space λ0 = 2 µm. The geometry consists of six
air hole rings around the hollow core. The pitch, which denotes the distance between the center of
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two air holes, is Λ = 3.1 µm, the hole diameter over the pitch ratio is d/Λ = 0.92 and the diameter
is d = 2.852 µm. The radius of the air core in the center is R = Λ. The core region Ωc where the
objective function is optimized has the radius 0.5R, and the design domain Ωd is defined by the area
between the two half circles with radius equal to 0.5R and 1.5R, respectively. The half circle at the
center where the source is applied is equal to 0.05R. The maximum element size is 0.1 µm in Ωd
and 0.8 µm in the rest of the domain. The refractive indexes for the chosen wavelength are na = 1
for air and ns = 1.43791 + 0.0001i for silica, where the imaginary part in ns causes absorption and
is denoted as the absorbing coefficient αs. Before the optimization, a band-gap check is performed
with the commercial program BandSolve, see [31]. The band diagram is calculated for the periodic
structure with k0Λ as function of k3Λ, where k3 is the propagation constant in the x3-direction. The
point (k3Λ, k0Λ) = (9.5127, 9.73894) for the fundamental mode was shown to be in the calculated
band gap. The wave equation (2) is then solved as an eigenvalue problem with the absorption
coefficient αs equal to zero and the propagating constant β for the guided mode is found, which is
used together with the fixed value of k0 = 2pi/λ0 to solve the model by employing the forcing term.
3.1 Study of the optimized design
The optimization is performed with the filter radius r = 0.15 µm, a move limit equal to 0.05 for
the maximum change in the design variables in each iteration step and the absolute tolerance 0.01
to terminate the optimization. The continuation method for the damping is applied such that αs
is equal to 1 when the optimization starts and is reduced by a factor 10 after 100 iterations or
if the tolerance is satisfied. This is repeated until αs reaches the value 0.0001. Introducing the
damping lowers and widens the peak at resonance as seen on figure 2 where log(Φ/Φinit) is plotted
as function of λ0 for increasing αs. Φinit is the value of the objective function for the initial design.
The resonance is kept at the original wavelength λ0 = 2 µm for the low values of αs, but is slightly
shifted to higher wavelengths for the two highest values of αs such that the optimization starts
away from resonance. The optimized design is found in 316 iterations and the objective function
Φ is increased 375% compared to the initial design. In figure 2, log(Φ/Φinit) as function of λ0 is
compared for the initial and the optimized design. The wavelength at resonance is the same before
and after the optimization and the peak value has increased for the optimized design. In figure 3(a)
and 3(b) the initial and optimized design are plotted, respectively, and the distribution of the energy
measure from the objective function normalized with the maximal value for the initial design, Φmax,
is indicated with the contour lines. The optimized design is close to a 0-1 design and all parts are
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Figure 2: The logarithm to the normalized objective function Φ/Φinit as function of the optical
wavelength λ0 is indicated both for the initial design with different values of the absorption coefficient
αs and for the optimized design with αs = 0.0001.
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Figure 3: The center region of the holey fiber where black indicates silica and white is air. (a) and
(b): The contour lines show the distribution of the normalized energy measure from the objective
function Φ/Φmax in the initial and the optimized design, respectively. (c) and (d): The normalized
time average power flow P/Pmax in the x3-direction is indicated by the contour lines for the initial
and the optimized design, respectively.
connected, which is important due to fabrication issues. The design is almost symmetric around a
vertical axis, which has not been enforced in the optimization. The small deviation from symmetry
is most likely due to the unstructured mesh, which is not symmetric. Compared to the initial design
the objective function in the optimized design has been redistributed, such that the modes shape is
extending more in the vertical direction and the peak value in the center has increased. The time
average power flow P in the x3-direction, normalized with the maximum value Pmax for the initial
design, is plotted on figure 3(c) and 3(d) for the initial and the optimized design, respectively. The
shape of the modes are in good agreement with the distribution of the energy measure from the
objective function in figure 3(a) and 3(b), and their ratio of magnitude is also similar. Compared to
the initial design the integral of P in Ωc has increased 378% for the optimized design. So the same
improvement is obtained for Φ and P when Φ is used as the objective function.
In order to explain that the objective function has increased, the absolute value of the magnetic
fields H1 and H2 are considered. Both fields are symmetric around the vertical axis before and after
the optimization and |H1|/|H1,max| is plotted with contour lines for the initial and optimized design
in figure 4(a) and 4(b), respectively. |H1,max| is the maximum value of |H1| for the initial design.
Like the distribution of the objective function, |H1| is confined by the vertical walls to the sides and
is elongated in the vertical direction. In the initial design concentrations of |H1| are found where the
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Figure 4: The geometry of the center region of the holey fiber where black is silica and white is air.
The contour lines indicate the normalized absolute value of the magnetic field |H1|/|H1,max|. (a):
Initial design. (b): Optimized design.
three fingers are pointing towards the center. In the optimized design the two field concentrations
at the sides has disappeared because of the forming of the vertical walls. This means that a smaller
part of the total field is in the lossy silica material and therefore less energy is absorbed and the
energy flow in the core region is increased. Similar tendencies are found for |H2|, but as its values
are an order of magnitude lower than for |H1|, the plots are not included here.
When the outer radius of the design domain is increased to 1.65R the optimized design is
essentially not changed and the objective function is also increased 375% as with the original radius.
This indicates that the optimized design is not so sensitive to the outer radius of the design domain
in this range.
3.2 Study of simplified designs
The previous example shows that the presented method can be employed to design holey fibers such
that the overlap between the magnetic field and the lossy material is deceased and the energy flow
in the core region is increased. The optimized design, however, has many small details that will be
difficult to fabricate as the drawing process tends to smoothen the interface between air and silica.
Especially the walls pointing away from the center have small details and spikes that appear due
to the filter radius r. When a bigger value of r is used these walls get more smooth, but a gray
transition zone of intermediate materials has a tendency to appear between the silica and the air.
In order to examine how important the details are for the performance and to get designs that are
simpler to fabricate, four simplified geometries with the main features of the optimized design are
constructed. The wave equation (2) is solved as an eigenvalue problem for each of the designs and
the propagating constant β1 for the guided mode is found. The model is then solved with the forcing
term and αs equal to zero. The simplified designs denoted (a) to (d) are seen in figure 5(a) to 5(d)
and the distribution of Φ/Φmax is indicated by the contour lines with the same scale as for the initial
and optimized design in figure 3(a) and 3(b). The level of details imitating the optimized design
is decreasing for the four designs and the improvement of the objective function Φ and the average
power flow P compared to the initial design is decreasing accordingly, see table 1. Design (a) has
tilted walls to the sides and a detailed layout at the top part above the mode, which represent the
details of the optimized design well. The objective function is improved almost 300% compared to
the initial design, which is not as much as for the optimized design, so the smaller details do have
an influence on the performance. Design (b) has been further modified by simplifying the geometry
above the optical mode and by vertically cutting off the structures behind the side walls. The side
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Figure 5: Four simplified geometries of the holey fiber inspired from the optimized design. Black
is silica and white is air. The contour lines show the distribution of the energy measure from the
normalized objective function Φ/Φmax.
Table 1: The increase of the objective function Φ and the time average power flow P in the x3-
direction for the optimized design and the four simplified designs compared to the values for the
initial design.
design optimized (a) (b) (c) (d)
Φ/Φinit [%] 375 295 269 262 80
P/Pinit [%] 378 297 271 264 80
walls are furthermore adjusted to be vertical in design (c). Design (b) and (c) almost have the same
improvement of Φ, which is a little less than for design (a). So the exact layout of the top part and
the tilted walls do not have a big influence on the performance compared to design (a), and all three
designs have a similar mode shape. Finally, the top part is made more massive in design (d) and
this detail has a significant influence on the performance that now is worse than the initial design,
due to increased overlap between the magnetic field and the silica cladding. This shows that the
design of the top part is important and must not fill out too much space such that the mode is
prohibited to extend to the upper corners.
The examples show that it is possible to design fibers with a simplified geometry inspired from
the optimization, which will be simpler to fabricate and still have a significant improvement of the
performance. However, the more the geometry deviates from the optimized design the more the
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performance will decrease and some details, as the layout of the top part, are crucial.
4 Conclusion
A method to optimize the energy flow trough the core of a holey photonic-crystal fiber based on
topology optimization has been presented. As the cladding material is lossy, the aim is to design the
cross section of the fiber such that the mode shape is overlapping the cladding as little as possible.
The optical model is based on the time-harmonic wave equation for the magnetic field. Matching
values for the propagation constant and the optical wavelength are employed in order to solve the
wave equation in a time-harmonic way where the wave is exited by a magnetic force in the center of
the fiber. The topology optimization is based on linear interpolation functions between the refractive
indices and the objective function is the sum of the squared absolute value of the magnetic fields
in the plane. A close type morphology filter and a continuation method based on the damping are
applied to obtain appropriate designs.
The performance of the method is illustrated by an example where a 0-1 design is obtained,
which is symmetric about a vertical axis in contrast to the 60 degree symmetry of the initial design.
The objective function is increased 375% because the optimized design changes the distribution of
the magnetic field such that its overlap with the lossy cladding material is decreased. It is shown,
that by maximizing the objective function the time-average power flow in the propagation direction
is increased 378% times, and its distribution in the initial and the optimized design is similar to
the distribution of the energy measure form the objective function. Thus, the same improvement is
obtained for power flow and the objective function. It is furthermore shown that simplified designs
with the main features from the optimized design can be created, which are simpler to fabricate.
The improvement is decreasing when the simplified designs deviate more from the optimized design.
Further work encompasses the inclusion of a symmetry constraint around the vertical axis and
a study of other types of filters to further eliminate small details and the gray transition zones at
the air/cladding interfaces. Methods to optimize for tolerant designs are relevant to apply, see [32],
as the drawing process tends to smooth out the details in the design. Optimization of wavelength
intervals to obtain broadband solutions can be performed by the method described in [18]. Finally,
the method can be extended to other types of photonic-crystal fibers, as fibers where the light is
confined by index guiding, and to other objective functions where dispersion properties and non-
linear effects are optimized.
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Abstract: Si and GaAs Mach-Zehnder type light 
modulators with surface acoustic wave (SAW) excita-
tion are demonstrated. Relative modulation depths of 
40% at 950 nm and 5% at 1550 nm in the GaAs and 
Si samples respectively are achieved at SAW fre-
quency around 600 MHz. Active area dimensions are 
down to 20 x 20 µm.  
 
 
Introduction 
Compact, integrated light modulation devices are 
essential components in many photonic applications 
and have received large attention in recent years [1-
4]. Of particular interest is the realization of modula-
tion functionality in the Si material system [3-5] as 
this has the potential for seamless integration with 
electronics. 
An important class of light modulators work by 
achieving uneven phase shifting of the light in the 
two arms of a Mazh-Zehnder interferometer (MZI). 
The change in relative phase and resulting construc-
tive or destructive interference of the light waves at 
the exit port is the mechanism behind the light modu-
lation. The principle of the phase change can be 
based upon shifting of the modal index of the guided 
wave by utilizing e.g. the thermo-optic [2], the elec-
tro-optical effect [3] or the Kerr effect [4]. 
In this paper we present light modulation in compact 
Si and GaAs [1] MZI devices with phase shifting 
resulting from surface acoustic wave (SAW) modula-
tion of the waveguides.  
 
SAW modulator 
A SAW consists of a strain field propagating along 
the surface of a solid. The field strength decays to-
wards the bulk with the wavelength as the character-
istic decay length. The SAW field can be excited by 
applying an electrical RF field to an interdigital 
transducer (IDT) on a piezo electric material. The 
SAW strain field results in a periodic refractive index 
modulation ∆nsin(ωSAWt) in the material, where ωSAW 
is the SAW angular frequency. This is the primary 
mechanism behind the optical phase change ∆φ1 and 
∆φ2 in arm 1 and 2 of a SAW based MZI modulator 
respectively. For an interaction length L, the light 
waves of common angular frequency ω in arm 1 and 
2 of the MZI undergo a harmonic phase shift of mag-
nitude ∆φ1,2 = ω∆n1,2L/c, where c is the speed of light 
in vacuum. The index change is proportional to the 
strength of the SAW strain field and thus changes 
sign during a SAW cycle. We note that it follows 
from this, that the induced phase shift is proportional 
to the square root of the SAW power. 
In the experiments reported here, we use a SAW 
propagating perpendicularly to a MZI with arm spac-
ing D corresponding to an odd number of half SAW 
waves (fig. 1). In this configuration, the SAW results 
in a modal index variation of opposite phase in the 
two arms thus increasing the phase difference of the 
two light waves when combined at the exit port of 
the MZI device. Besides the acoustic phase moula-
tion, the light field at the exit port also dependends 
on the static phase difference ∆φs between the two 
interferometer arms. A path-length difference in the 
two arms of ∆x results in a static phase difference ∆φs 
= ωn∆x/c, where n is the modal index of the guided 
light. We write the electrical field Eout of the light at 
the exit port as 
input light
modulated
output light
IDT
MZI
D
 
Fig. 1: Schematic representation of an MZI device with 
SAW modulation. Separation of the MZI arms, D, is an 
odd number of half SAW wavelenghts, so that tbhe SAW 
field modulates the two arms in opposite phase.  
 
Fig. 2:  SAW propagating in the MZI from the left to the 
right. The colorbar indicates the deflections in the x-
direction. 
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where E0 is the electrical field amplitude at the MZI 
input. 
The light modulation in a MZI device as described 
above [1] depends strongly on the static phase differ-
ence between the two interferometer arms. For a 
small amplitude of the phase modulation ∆φ1,2, for 
instance, the maximum modulation at the SAW fre-
quency is achieved with a static phase difference ∆φs 
= pi/2, while ∆φs = 0 or pi results in no modulation at 
the SAW frequency and instead a modulation at 
twice the SAW frequency. 
 
SAW modelling 
To understand and improve the interaction of the 
SAW elastic field with the optical field in the 
waveguides a numerical model of the MZI is made. 
The SAW generation by IDTs is modeled using a 2D 
finite-element model of a piezoelectric, inhomogene-
ous material implemented in the high-level pro-
gramming language ‘Comsol Multiphysics’. To pre-
vent unwanted reflections of the SAW from the 
boundaries of the calculation domain perfectly 
matched layers [6] are employed to absorb the elastic 
and electric field at the sides and at the bottom of the 
domain. The solution of this model gives the stresses 
in the material introduced by the SAW, from which 
the associated change in refractive index in the two 
wave guides can be calculated. This model is succes-
sively coupled to an optical model where the time 
independent wave equation is solved as an eigen-
value problem giving the effective refractive index of 
the fundamental mode in the waveguides.  
With this numerical model the propagation of the 
SAW in the MZI can be studied. In fig. 2, a SAW is 
generated at the left part of the surface and propagat-
ing in the right direction through a GaAs MZI. It is 
observed that a part of the SAW propagates through 
the MZI and another part is redirected into the bulk 
substrate because of the disturbance at the surface 
caused by the wave guides. Figure 3 shows the 
transmission of the SAW (calculated as the part of 
the deflections in the x-direction that reaches the 
marked rectangle in the right corner of the domain in 
fig. 1) as function of the etching depth. It is seen that 
for small etching depths almost the entire SAW is 
transmitted, but for larger depths most of the SAW 
energy will be reflected back or disappear into the 
bulk substrate.    
This model can be used to simulate the acousto-
optical interaction in the MZI from the experiments 
and by a parameter study of the geometry it can be 
determined how the geometry should be changed in 
order to improve the optical modulation.  
 
Devices 
Devices based upon the Si and GaAs material system 
have been fabricated.  
The GaAs MZI devices were fabricated on a 
(Al,Ga)As waveguide structure grown by molecular 
beam epitaxy on a GaAs (100) wafer. The waveguide 
core consists of a 300-nm-thick GaAs core grown on 
a 1500-nm-thick Al0.2Ga0.8As cladding layer. The 
acoustic waves were generated by a split-finger IDT 
with an aperture of 120 µm and operating at an 
acoustic wavelength λSAW=5.6 µm. The waveguides 
were fabricated by combining contact optical lithog-
raphy with plasma etching. Further details of the fab-
rication process can be found in Ref. [1].  
 
The Si based samples were made on a Si-on-insulator 
(SOI) wafer with a top 340 nm thick Si layer. 400 nm 
wide single-mode ridge waveguides were defined by 
electron-beam lithography (fig. 4a). Si itself is not a 
piezo electrical material: for the electric SAW excita-
tion, the sample is covered with a 500 nm layer of 
piezoelectric ZnO before IDT deposition. Scanning 
electron microscopy (SEM) of the sample after ZnO 
deposition  (fig. 4b) shows a corrugated surface with 
ZnO crystallites grown from all surfaces. This is ex-
a) 
IDT
Si
SiO2
Si
ZnO
waveguides
SAW
 
 
b)             
400 nm
 
Fig. 4: a) Schematic edge view of SOI wafer with 
waveguides. b) SEM micrograph with top view of 400 nm 
ridge waveguide  covered with ZnO. 
Fig. 3:  The transmission of the SAW as function of the 
etching depth. 
pected to lead to the undesirable effect of increased 
1) optical waveguide losses and 2) scattering of the 
SAW wave at Si etch steps. The former is discussed 
in a section below. To investigate the latter, we per-
form interferometric measurements of sample surface 
displacement. Fig. 5 shows interferometric measure-
ments of the amplitude of the acoustic wave normal 
to the surface in similar structures on a 
GaAs/AlGaAs sample. Consistent with the calcula-
tions discussed above, the reflections of the wave at 
the grooves and ridges of the structure are small. In 
the SOI structures, we observe considerably stronger 
reflections. 
 
Modulation experiments 
The optical properties of the GaAs MZI devices were 
measured by coupling light to the cleaved edge of the 
waveguides using a tapered fiber and collecting the 
transmitted light using a microscope objective.  As a 
light source, we used a CW superluminescence diode 
with peak emission at 950 nm and full width of half 
maximum of approx. 50 nm. The transmitted inten-
sity was detected with a time resolution of 300 ps 
using a Si avalanche photodiode. Fig. 6 compares the 
time dependence of the transmitted intensity (normal-
ized to the transmission in the absence of acoustic 
excitation) of devices with distances D between the 
MZI arms of 3 λSAW (solid line) and 2.5 λSAW (dots). 
All measuments were carried out by coupling an rf-
power PIDT=60 mW to the IDTs. For the devices with 
3 λSAW, as well as in control structures where the 
MZI arms have been replaced by a single waveguide 
(dotted line in fig. 6), the relative modulation does 
not exceed 2 %. In devices with D = 2.5 λSAW, where 
the MZI arms are excited with opposite acoustic 
phases, the relative modulation reaches 40 %. These 
results demonstrate the large modulation perform-
ance achieved by the simultaneous out-of-phase 
modulation of the MZI arms. By employing focusing 
IDTs, we were able to further increase the perform-
ance and to reduce the length of the MZI arms down 
to approx.  15 µm. [1]. 
The experimental setup of the modulation experi-
ments carried out on the SOI devices can be summa-
rized as follows (fig. 7): A fiber-coupled, tunable 
CW laser and Er doped fiber amplifier (EDFA) was 
used as light source in the wavelength range 1530-
1580 nm. A polarization controller was used to 
achieve transverse-electric (TE) polarized light be-
fore using a tapered fiber to couple the light into the 
MZI device under test. Modulation properties of the 
light output from the MZI were then analyzed using a 
lightwave analyzer (LA). 
The MZI were deliberately made with a path length 
difference in the two interferometer arms of 34 µm 
so as to have a wavelength-dependent static phase 
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Fig. 6: Transmission of MZI devices with waveguide sepa-
ration D = 3 λSAW (solid line) and 2.5 λSAW (dots). The 
dotted line shows the transmission in a control structure 
where the MZI arms have been replaced by a single 
waveguide. All measurements were carried out by 
coupling an RF-power PIDT=60 mW to the IDTs. 
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Fig.7: Experimental setup for characterizing SOI modu-
lator.  
∆φs = ωn∆x/c as mentioned above. This results in a 
sinusoidally varying DC transmission spectrum of 
the device (fig. 8). The overall transmission of the 
device at constructive interference at the exit port 
was about –20 dB. This poor performance is primar-
ily ascribed to the two T-splitters in the MZI. These 
topology-optimized ridge-waveguide splitters [7] 
were designed without ZnO coverage in mind. We 
also believe that the deviations from a sinusoidal 
transmission spectrum are due to the T-splitters. 
The MZI had an arm separation of D=4.5λSAW corre-
sponding to an out-of-phase phase-change in the two 
interferometer arms when SAW modulation is ap-
plied to the device. It follows from eq. 1 that the 
modulation spectrum at the SAW frequency will dis-
play minima at both the DC transmission maxima 
and minima in agreement with fig. 8 (minima marked 
with arrows). Furthermore it is concluded from eq. 1, 
that the observed modulation at the SAW fundamen-
tal frequency is consistent with a refractive change of 
2.3×10-5. This value is also consistent with the ab-
sence of measurable higher harmonics in the modu-
lated light at all wavelengths. The relative modula-
tion in the investigated wavelength range varied from 
0% to 8%. Finally, we mention that the modulation 
amplitude vs. RF power was measured, and a reason-
able agreement with the expected PSAW1/2 depend-
ency, as demonstrated in fig. 9. 
 
Conclusion 
SAW-driven MZI is a promising technology for 
compact light modulators in integrated semiconduc-
tor platforms such as Si and GaAs. 
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A method for modeling the interaction of the mechanical field from a surface acoustic wave and the
optical field in the waveguides of a Mach–Zehnder interferometer is presented. The surface acoustic
wave is generated by an interdigital transducer using a linear elastic plane model of a piezoelectric,
inhomogeneous material, and reflections from the boundaries are avoided by applying perfectly
matched layers. The optical modes in the waveguides are modeled by time-harmonic wave
equations for the magnetic field. The two models are coupled using stress-optical relations and the
change in effective refractive index introduced in the Mach–Zehnder interferometer arms by the
stresses from the surface acoustic wave is calculated. It is then shown that the effective refractive
index of the fundamental optical mode increases at a surface acoustic wave crest and decreases at
a trough. The height and the width of the waveguides are varied for a silicon on insulator sample,
and it is shown that the difference in effective refractive index between the waveguides can be
increased 12 times for the right choice of waveguide size such that the optical modulation is
improved. The difference is four times bigger if the waveguides are kept single moded. It is
furthermore shown that the difference increases more than ten times when the waveguides are
buried below the surface, where the mechanical stresses have their maximum, and in the case where
two interdigital transducers are used the difference is increased 1.5 times. © 2009 American
Institute of Physics. DOI: 10.1063/1.3114552
I. INTRODUCTION
In the last four decades, surface acoustic waves SAWs
have received increasing attention and have found use in a
range of different applications. One type of SAW, also
known as a Rayleigh wave, is defined as elastic vibrations
that propagate along a material surface and consists of a
longitudinal and a shear component.1 There is almost no de-
cay of the amplitude along the propagation direction, but
there is exponential decay into the bulk material such that
most of the energy density is confined within one wavelength
of the surface. In piezoelectric materials the elastic field is
accompanied by an electric field, and in these materials it
was suggested by White and Voltmer2 in 1965 to generate
SAWs by interdigital transducers IDTs by the inverse pi-
ezoelectric effect. Since then, SAWs have been widely used
in electromechanical filters and resonators in telecommuni-
cation as well as in oscillators and sensors.3–5 In recent years
another application of SAWs has been introduced, which is
modulation of optical waves for signal generation in semi-
conductor structures.6,7 Experimental results are reported in
Refs. 8 and 9 for a compact and monolithic modulator con-
sisting of a SAW driven Mach–Zehnder interferometer
MZI. The relative modulation obtained with waveguides of
GaAs on an AlGaAs layer and with straight IDTs exceeded
40%. However, for silicon waveguides on a silica layer, ma-
terials which are easier to work with and common in optical
components, only a relative modulation between 0% and 8 %
was obtained. Here a general finite element model for calcu-
lating the acousto-optical interaction between SAWs and op-
tical waves is presented and it is employed to improve the
modulation of the optical wave in the silicon on insulator
SOI MZI. The interaction is simulated by coupling a model
of a piezoelectric material with an optical model where the
effective refractive indices for the propagating optical modes
can be calculated by solving the in-plane time-harmonic
wave equation. Finite element simulation of SAWs in a pi-
ezoelectric material has been discussed by others for both
stratified, periodic structures10,11 as well as for finite domains
with straight surfaces and a single piezoelectric material.12 In
this work the periodic model presented in Ref. 11 for a pi-
ezoelectric material is used for a stratified structure and is
furthermore extended to finite structures by employing per-
fectly matched layers PMLs,13 which surround the SAW
device such that reflections from the domain boundaries are
avoided. With this model it is possible to simulate nonperi-
odic SAW devices on a stratified structure. A description of
the MZI problem and the coupled acousto-optical model is
found in Sec. II. In Sec. III results on the SAW generation
and the optical modes are presented and it is shown how the
optical modulation in the MZI can be improved by changing
the height and width of the waveguides and introducing other
changes in the structure. Section IV concludes the article and
suggests further work.
II. THE ACOUSTO-OPTICAL MODEL
A. Problem description
In this work a numerical model of SAW driven light
modulation in a MZI is presented. A MZI is an optical device
consisting of a ridge waveguide that is split into two wave-
guide arms and after a distance the arms are joined into oneaElectronic mail: mbd@mek.dtu.dk.
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waveguide again as illustrated by Fig. 1a. When a SAW is
propagating perpendicular to the waveguide arms it is pos-
sible to obtain a periodic modulation of the light. When the
distance between the waveguide arms is an unequal number
of half SAW wavelengths, different situations will occur. At
one point in time, a wave node will be present at each wave-
guide and the output light will not change. In another point
in time, a wave crest will be located at one waveguide,
whereas a trough will appear at the other waveguide. The
applied stresses with opposite sign will introduce a refractive
index difference in the arms, which causes an opposite phase
change in them. By constructive and destructive interfer-
ences the light will be turned on and off periodically with a
multiplum of the SAW frequency depending on the static
phase difference in the two arms, which can be introduced by
a length difference between them. To model the SAW propa-
gation and the optical modes in the waveguides, it is suffi-
cient to consider a two dimensional 2D model of a cross
section of the two waveguides as seen on Fig. 1b. The
SAW is generated at the IDT to the left and propagates in
both the left and the right horizontal direction and is ab-
sorbed in the PMLs. To the right the SAW will pass through
the two waveguides. To simulate the acousto-optical interac-
tion in the MZI a model describing the SAW generation in a
piezoelectric material is coupled with an optical model de-
scribing the propagation of the light waves in the
waveguides. It is assumed that the stress-optical effect is
dominant compared to the electro-optical effect, which will
be neglected here see Ref. 8. It is furthermore assumed that
the SAW will affect the optical wave, but the optical wave
will not influence the SAW, so the problem is solved by first
calculating the stresses in the MZI introduced by the SAW.
Then the change in refractive index in the materials due to
the stresses can be calculated, and finally by solving the op-
tical model the effective refractive index of the different pos-
sible light modes can be determined. The mathematical
model, which is solved by the commercial finite element
program COMSOL MULTIPHYSICS,14 is described in the follow-
ing subsections.
B. The piezoelectric model
The SAW is generated in a piezoelectric material by ap-
plying an electric potential to the electrode fingers of the IDT
on the surface of the solid. The applied electric field will
introduce mechanical displacements in the solid by the in-
verse piezoelectric effect. The behavior of the piezoelectric
material is described by the following model as found in Ref.
15. The mechanical strain Sij is for small displacements
given by the tensor expression
Sij =
1
2 uixj + ujxi  , 1
where ui are the displacements and xi are the coordinates.
The stresses Tij have to fulfill Newton’s second law for a
dynamic problem. The SAW is generated by applying a har-
monic electric potential V to the electrodes given by
Vxj,t = VxjeiSAWt, 2
where SAW is the angular frequency of the potential driving
the SAW and t is the time. As the electric field is harmonic,
the strain and stresses will vary harmonically as well and
Newton’s second law takes the form
Tij
xj
= − SAW
2 ui, 3
where  is the density of the material. The electrical behavior
of the material is described by Maxwell’s equations for the
electric field. It is assumed that there are no free electric
charges in the material, so Gauss’ law reduces to
Dj
xj
= 0, 4
where Dj is the electric displacement. The electric field Ej
can be derived from a scalar potential as in electrostatic
problems, and Faraday’s law then states
FIG. 1. Color online Light modulation in a MZI with a SAW generated by an IDT. a Three dimensional geometry of a MZI with a propagating SAW van
der Poel Ref. 9. b A 2D cross section through the waveguide arms of the MZI, which is used in the simulations. The SAW is absorbed in PMLs at the
boundaries. The dimensions indicated in are in microns given by x1=2.77, x2=0.45, x3=2.79, x4=2.39, x5=2.77, x6=0.45, x7=2.79, x8=15.0, y1=0.5, y2
=2.34, y3=1.0, y4=16.8, and y5=15.0.
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Ej = −
V
xj
. 5
The mechanical stresses and the electric displacement both
depend on the strain and the electric field by the constitutive
relations
Tjk = c˜jklm
E Slm − e˜ijk
T Ei, 6
Di = e˜ijkSjk + ˜ij
S Ej , 7
where c˜jklm
E are the elastic stiffness constants, e˜ijk are the
piezoelectric stress constants, and ˜ij
S are the permittivity
constants. The materials are, in general, anisotropic, and as it
is only possible to generate the SAW by the inverse piezo-
electric effect in certain directions, the material tensors have
to be rotated. This is indicated by the tilde above the material
tensors. The rotation is done according to Euler’s transfor-
mation theory as explained in Ref. 16. Here the relation be-
tween the original directional vector rj and the rotated vector
rˆi is given by
rˆi = aijrj , 8
where aij is the transformation matrix given by the Euler
angles 1, 2, and 3, where the crystal axes are rotated
clockwise about the x3-axis, then the x2-axis, and finally the
x3-axis again. The material property matrices can then be
transformed by the transformation matrix aij and the Bold
matrix Mijmn as follows:
c˜ijkl
E
= MijmnMklpqcmnpq
E
, e˜ijk = ailMjkmnelmn,
and
˜ij
S
= aikajlkl
S
. 9
At the boundaries, both mechanical and electrical conditions
must be specified to solve the problem. Considering the me-
chanical conditions the upper surface is stress-free and the
sides and the bottom are clamped outside the PMLs,
stress free surface: Tjkmk = 0, 10
clamped surface: ui = 0, 11
where mk is the normal unit vector pointing out of the sur-
face. At the upper surface there are no charges and therefore
electric insulation occurs, meaning that the normal compo-
nent of the electric displacement is zero. At the sides and at
the bottom of the domain it is assumed that the electric po-
tential is zero, whereas at the interface between the elec-
trodes and the substrate the potential is Vp at the positively
charged electrodes and −Vp at the negatively charged elec-
trodes. The electrical boundary conditions are summarized
below,
electric insulation: Dimi = 0, 12
zero potential: V = 0, 13
applied positive potential: V = Vp, 14
applied negative potential: V = − Vp. 15
The piezoelectric problem is solved by a plane formulation
obtained by setting Si3, S3j and E3 as well as Ti3, T3j, and Dj
equal to zero. The governing equations 3 and 4 are solved
simultaneously to find the three unknowns u1, u2, and V.
1. PMLs
To prevent reflections of the SAW from the outer bound-
aries, which will disturb the wave propagation, PMLs are
applied around the regular domain as illustrated on Fig. 1b.
In Ref. 13 PMLs are introduced for time-harmonic elastody-
namic problems and are now extended to piezoelectric ma-
terials. The PMLs have the property that the mechanical and
the electrical disturbances are gradually absorbed in the lay-
ers before they reach the outer boundaries. In this way there
are no reflections that can disturb the propagation of the
SAW and an infinite domain is thus simulated by a finite
domain. An artificial damping  j at position xj in the PMLs
is introduced on the form
 jxj = 1 − i jxj − xl2, 16
where xl is the coordinate at the interface between the regular
domain and the PML and  j is a suitable constant. The
damping is introduced in the expressions for the strain and
the electric field,
Sij =
1
2 1 j uixj + 1i ujxi  and Ej = − 1 j Vxj , 17
as well as in the governing equations for the piezoelectric
material
1
 j
Tij
xj
= − 2ui and
1
 j
Di
xj
= 0. 18
There is no damping outside the PMLs and here  j =1. A
suitable thickness of the PMLs as well as the value of  j
must be found by numerical experiments such that both the
mechanical and electrical disturbances are absorbed before
reaching the outer boundaries. However, the absorption must
also be sufficiently slow as reflections will occur at the in-
terface between the regular domain and the PML if their
material properties are not comparable.
C. The optical model
After the mechanical stresses in the material have been
computed by the piezoelectric model described above, the
refractive index nij in the stressed material can be calculated
according to the stress-optical relation17
nij = nij
0
− C˜ ijklTkl, 19
where nij
0 is the refractive index in the stress-free material.
C˜ ijkl are the rotated stress-optical constants obtained by the
expression
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C˜ ijkl = MijmnMklpqCmnpq. 20
For a given optical mode of order  and with the out of plane
propagation constant , the effective refractive index neff,
is defined as
neff, = /k0, 21
where k0 is the free space propagation constant. It is assumed
that the propagating optical modes have harmonic solutions
on the form
Hp,x1,x2,x3 = Hp,x1,x2e−ix3, 22
where Hp, is the magnetic field of the optical wave. The
governing equation for the magnetic field is thus the time-
harmonic wave equation
eijk

xj
bklblmemnpHpxn  − k02Hp = 0, 23
where eijk here is the alternating symbol and biknkj =	ij. For a
given value of k0, the propagation constant  for the pos-
sible modes is found by solving the wave equation as an
eigenvalue problem, whereby the effective refractive indices
can be obtained. In this work the set of equations are reduced
such that the model is only solved for the transverse compo-
nents of the magnetic fields H1 and H2. As the energy of the
lower order optical modes is concentrated in the waveguides,
the calculation domain, where the eigenvalue problem is
solved, can be reduced to a smaller area around each of the
waveguides. At the boundary of such a domain it is assumed
that the magnetic field is zero as the energy density quickly
decays outside the waveguide, thus the boundary condition is
eijkHjmk = 0, 24
where eijk again is the alternating symbol and mk is the nor-
mal unit vector pointing out of the surface.
III. RESULTS
In this section results are presented for the SAW propa-
gation, the optical waves in the waveguides, and their
acousto-optical interaction.
A. Simulation of SAWs
The piezoelectric model is first employed to solve the
propagation of a SAW in a GaAs sample with straight sur-
face to show that the model performs as expected. The SAW
is generated by ten double electrode finger pairs. Each of the
electrodes has a width equal to 0.7 
m and is placed
0.7 
m apart such that the wavelength of the generated
SAW is 5.6 
m. GaAs is a piezoelectric material with cubic
crystal structure. The material constants used in the piezo-
electric model are given in Tables I and II and are here given
in the usual matrix form for compactness reasons. The fre-
quency is fSAW=510 MHz where fSAW=SAW /2 and the
applied electric potential is Vp=1 V. The constant  j con-
trolling the damping in the PMLs is set to 1010. GaAs is
piezoelectric in the 110 direction, so for the SAW to propa-
gate in this direction the material tensors have to be rotated
by the angle 2= /4. Second order Lagrange elements are
used for all the calculations. In Fig. 2a the displacement u2
in the x2-direction is plotted in the domain with a displac-
ment scaling factor set to 1000, and it is seen that the SAW
is generated at the electrodes and propagates away from
them to the right and the left. In the PMLs the wave is
gradually absorbed. The same results are illustrated at Fig.
2b where the absolute amplitude absu2 is plotted along
the material surface. It is seen how a standing wave is gen-
erated at the electrodes because the SAW here travels in both
directions. Away from the electrodes the SAW is a traveling
wave and therefore the amplitude is nearly constant. It is also
seen how the SAW is absorbed in the PMLs. In Fig. 3a the
displacements u1 and u2 are plotted as function of the depth
for x1=85 
m. It is seen that the displacements are concen-
trated within one SAW wavelength of the surface as ex-
pected. Below the surface they have smaller oscillations.
This is due to the finite depth and the use of the PMLs that
are not exactly acting as an infinite domain. On Fig. 3b the
absolute amplitude absu2 normalized with the square root
of the applied electric power P is plotted as function of the
frequency fSAW at a point on the surface to the right of the
TABLE I. The elastic stiffness constants 1011 N m−2 and the density kg m−3 for the materials used in the piezoelectric model.
Material c11E c12E c13E c22E c23E c33E c44E c55E c66E 
GaAs 1.183 0.532 0.532 1.183 0.532 1.183 0.595 0.595 0.595 5316.5
Si 1.660 0.639 0.639 1.660 0.639 1.660 0.796 0.796 0.796 2330
SiO2 0.785 0.161 0.161 0.785 0.161 0.785 0.312 0.312 0.312 2200
ZnO 2.090 1.205 1.046 2.096 1.046 2.106 0.423 0.423 0.4455 5665
TABLE II. The piezoelectric stress constants and the permittivity constants for the materials used in the piezoelectric model.
Material
e14
C m−2
e15
C m−2
e24
C m−2
e25
C m−2
e31
C m−2
e32
C m−2
e33
C m−2
e36
C m−2
11
S
10−11 F m
22
S
10−11 F m
33
S
10−11 F m
GaAs 0.160 0 0 0.160 0 0 0 0.160 9.735 9.735 9.735
Si 0 0 0 0 0 0 0 0 11.5 11.5 11.5
SiO2 0 0 0 0 0 0 0 0 2.37 2.37 2.37
ZnO 0 0.480 0.480 0 0.573 0.573 1.321 0 7.38 7.38 7.83
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IDT for the frequency interval of 210–810 MHz for 10 and
20 electrode pairs, respectively. The power P is calculated by
the expression16
P =R
Lel
ViD2m2
2
dL , 25
where Lel corresponds to boundaries with the electrodes and
m2 is the normal vector to the upper surface. Figure 3b
shows that the highest value of absu2 /P appears at fSAW
=510 MHz, which corresponds to the frequency found by
experiments for a GaAs sample, see Ref. 18. Hence, these
results show that the piezoelectric model performs as ex-
pected for generation of SAWs. It can also be observed from
Fig. 3b that when the number of electrode pairs increases,
the bandwidth decreases as more of the applied energy is
confined to the SAW and consequently the amplitude in-
creases. For twice as many fingers the bandwidth is halved,
which is expected as the bandwidth is inversely proportional
to the number of finger pairs see Ref. 15. In practical con-
structions several hundred finger pairs are used in order to
generate a strong SAW. For computational reasons only a
fraction of the finger pairs can be used in these calculations.
This means that a SAW with a smaller amplitude as in prac-
tice is used and the acousto-optical interaction is therefore
also smaller than in experiments. However, the same physi-
cal effects are expected, which is discussed further in Sec.
III C 1.
In Refs. 8 and 9 results for the acousto-optical modula-
tion in a MZI with GaAs waveguides on a Al0.2Ga0.8As layer
were presented as well as results for a MZI with Si
waveguides on a SiO2 layer. In the first case a relative modu-
lation of 40% was obtained with straight waveguides, but for
the SOI sample the modulation was only between 0% and
8%. In this work attention is given to the SOI sample in
order to understand the unsatisfactory performance and what
can be done to improve the modulation. As Si is not piezo-
electric the SAW is generated in a ZnO layer on top of the Si
from which the SAW propagates toward the rest of the
sample with the optical waveguides. The geometry is indi-
cated on Fig. 1b. The IDT consists of double double finger
electrode pairs where each of the electrodes again has a
width of 0.7 
m such that the wavelength of the generated
SAW is 5.6 
m. The material constants for Si, SiO2, and
ZnO used in the piezoelectric model are given in Tables I and
II. The applied potential is Vp=1 V and it is driven with the
frequency fSAW=630 MHz. After numerical experiments the
constant  j in the PMLs is set to 1010. All the materials are
rotated with 2= /4 such that the SAW propagates along
the 110 direction. In Fig. 4a a zoom of the displacements
u2 around the end of the ZnO layer is plotted and it is seen
how the wave is generated at the electrodes to the left and
propagates from the ZnO layer to the rest of the sample with
the waveguides to the right. In Fig. 4b the absolute ampli-
FIG. 2. Color online Generation of a SAW in a GaAs sample by the
piezoelectric model. The position of the IDT is indicated. a The color
indicates the displacement u2 and the shape of the surface is deformed with
the unified displacements u1 and u2. b The graph shows the absolute am-
plitude absu2 along the material surface as function of x1
(a)
(b)
FIG. 3. Color online Results for the SAW in the GaAs substrate. a
Displacements u1 and u2 as function of depth at position x1=85 
m. b
The absolute amplitude absu2 normalized with the square root of the elec-
trical power P as function of the frequency fsaw for 10 and 20 electrode
pairs.
FIG. 4. Color online Generation of SAWs in a SOI sample by the piezo-
electric model. The results are given to the right of the IDT. a The color
indicates the displacement u2 and the shape of the surface is deformed with
the unified displacements u1 and u2. b The graph shows the absolute am-
plitude absu2 along the material surface as function of x1.
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tude absu2 is plotted along the material surface. From the
two figures it is seen that there is a decrease in amplitude
when the SAW propagates out in the Si /SiO2 layer. In the
ZnO layer the amplitude has a magnitude of around 0.8
10−5 
m. In the Si /SiO2 layer the amplitude is almost
halved and has a size around 0.510−5 
m—only 60% of
the amplitude in the ZnO. So the SAW looses energy because
of reflections and a change in material with different imped-
ances. It is noted that smaller oscillations in the amplitude
occur, and these indicate that standing waves appear in the
device due to reflections from the discontinuity of the sur-
face. Another reason for the poor modulation is that the
wavelength of the SAW is 5.6 
m in the ZnO layer as ex-
pected from the size of the electrodes. However, when the
SAW continuous to the Si /SiO2 layer, the amplitude drops
and the wavelength increases to approximately 7.3 
m—an
increase of approximately 30%. This means that the two
waveguides are no longer placed a multiple of half wave-
lengths apart, so to obtain a better modulation this distance
must be corrected. To improve the model further it is neces-
sary to examine how the SAW interacts with the optical
wave in the waveguides, so the coupled acousto-optical
model must be used.
B. Simulation of optical waves
In this section results for the optical eigenvalue problem
are presented for the SOI MZI when x4 from Fig. 1b is
corrected to 4.94 
m such that there are 1.5 SAW wave-
lengths between the center of the waveguides. The free space
wavelength of the optical wave is set to 0=1531 nm. The
material constants for Si and SiO2 used in the optical model
are given in Table III. For air simply the refractive index
n0=1 is used. The size of the optical calculation domain is
54 
m. Figure 5 shows the x3-component of the time av-
eraged power flow of the fundamental mode in the wave-
guide obtained by solving the eigenvalue problem when no
stresses are applied. The power flow is confined to the wave-
guide. Calculations are now done when stresses from the
SAW are applied to the MZI and the resulting effective re-
fractive indices are normalized with the square root of the
applied electrical power P. To verify that the biggest differ-
ence in effective refractive index for the fundamental mode
neff,0 appears when one waveguide is influenced by a wave
crest and the other is influenced by a wave trough, the
change neff,0 /P is calculated in the two waveguides for a
complete SAW phase passing through the waveguides. The
results are seen on Fig. 6 where SAW=0 corresponds to a
wave crest in the left waveguide and a trough in the right. It
is verified from the two graphs that the biggest difference in
effective refractive index neff,0l −neff,0r  /P between the left
and the right waveguide is at the expected positions of the
SAW with the value of 2.0010−6 W−1/2. It is also observed
that there are losses between the waveguides due to reflec-
tions as neff,0 /P in the right waveguide never reaches the
extreme values achieved in the left waveguide. Again, it is
emphasized that the values of neff,0 /P are small, which is
due to the limited numbers of electrodes used.
C. Increasing the difference in effective refractive
index between the waveguides
In this subsection suggestions on how to change the ge-
ometry in order to increase the difference in effective refrac-
tive index neff,0 between the waveguides are presented. An
increased difference will improve the light modulation.
1. Changing the waveguide size
In this study the height and the width of the waveguides
are changed. Figure 7a shows the difference in effective
refractive index neff,0l −neff,0r  /P as function of the height h
when a wave crest appears at the left waveguide and a trough
at the right waveguide. The calculations are done for both the
original case with six electrode pairs and for 12 electrode
pairs. It is observed that there is an optimal height of the
TABLE III. Stress-optical constants Ref. 19.
Material
n0
-
C11 ,C22 ,C33
10−12 Pa−1
C12 ,C13 ,C23
10−12 Pa−1
C44 ,C55 ,C66
10−12 Pa−1
Si 3.42 11.35 3.65 0
SiO2 1.46 0.65 4.50 3.85
FIG. 5. Color online The x3-component of the time averaged power flow
of the fundamental mode in the waveguides when no stresses are applied.
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FIG. 6. Color online Change in the effective refractive index neff,0 /P of
the fundamental mode in the two waveguides normalized by the square root
of the power P as function of the SAW phase SAW. SAW=0 corresponds to
a wave crest in the left waveguide and a trough in the right.
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waveguides for which the biggest difference in neff,0 is ob-
tained. The optimal height is for both 6 and 12 electrode
pairs found to be 0.19 
m with a difference in index equal
to 4.3610−6 W−1/2 for 6 electrode pairs, 2.2 times bigger
than for the original height. The reason for this optimum is
first of all that when the height of the waveguides decreases
the reflections of the SAW due to the interruptions at the
surface will be reduced and the stresses in the waveguides
will be bigger. With a smaller height the center of the optical
wave will move closer to the SiO2 surface and will experi-
ence larger stresses as the biggest stresses of a SAW are
found just below the surface of the material and not at the
surface, see Fig. 3a. However, when the height is too small,
the optical wave will be less confined in the waveguide and
will be increasingly influenced by the SiO2 and the air. The
air will for obvious reasons not contribute to an index differ-
ence in the two waveguides and the SiO2 will have a nega-
tive influence on the difference. This is seen from the signs
of the stress-optical constants. For Si the stress-optical con-
stant with the biggest numerical value has a negative sign
and therefore the refractive index will mainly increase for
positive stresses. For SiO2 C11, C12, C13 C22, C23, and C33,
which will relate to the normal stresses, all have a positive
sign and here the refractive index will mainly decrease for
positive stresses. So, if a big part of the optical wave propa-
gates in the air and the SiO2, the difference between the
effective refractive indices will decrease. The graph on Fig.
7a therefore shows an optimal height of the waveguides,
which is a solution of a nontrivial interaction of how much
the SAW is reflected and how close the center of the optical
wave can get to the SiO2 surface and still be well confined in
the waveguide. The fact that the same optimal height is
found for both 6 and 12 electrode pairs indicates that the
design conclusions are independent of the number of elec-
trode pairs. An increase in electrodes will just increase the
difference in neff,0, which is expected as more of the applied
energy will be confined to the SAW. Figure 7b shows the
effective refractive index for the zero, first, and second order
mode normalized to the value neff,org of the fundamental
mode in the left waveguide for the original height as func-
tions of h. neff,i are in all cases decreasing for decreasing
height as less Si, with high refractive index, is used. The
waveguide with the original height supports the three lowest
order modes, whereas for the optimal height the waveguide
is single moded.
A study of the width of the waveguide is then done with
the height fixed to the optimal height h=0.19 
m and the
difference in index between the two waveguides is seen on
Fig. 8a. The difference in neff,0 increases with increasing w.
This can be explained by observing how the mode changes.
When w is increasing the confined optical mode will also
increase in the horizontal direction. This means that the
mode will experience more stresses as long as w is smaller
than half a SAW wavelength. At the same time the mode is
also getting less confined to the waveguide, meaning that it
will be more influenced by the surrounding materials, which
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FIG. 7. Color online Results for a study of the height h of the waveguides
with - - - indicating the results for the original waveguide geometry. a
Difference in effective refractive index neff,0l −neff,0r  /P of the fundamental
mode between the two waveguides as function of h for 6 and 12 electrode
pairs. b The effective refractive index neff,i for the three lowest order
modes in the waveguides normalized to the value neff,org of the fundamental
mode in the left waveguide for the original geometry as functions of h.
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FIG. 8. Color online Results for a study of the waveguide width w for the
optimal height h=0.19 
m. a Difference in effective refractive index
neff,0
l
−neff,0
r  /P of the fundamental mode between the two waveguides as
function of w. b The effective refractive index neff,i for the four lowest
order modes in the waveguides normalized to the value neff,org of the funda-
mental mode in the left waveguide for the original geometry as functions of
w.
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will have a negative influence on the index change as dis-
cussed above. However, this effect is smaller than the posi-
tive effect from the increased stresses in the waveguide. The
limit for the increase is when w approaches half a SAW
wavelength, where the change in neff,0 slowly stops to in-
crease. However, before that the mode in the right waveguide
with the SAW trough will start to degenerate into two modes,
so the graph is therefore stopped there. The difference in
index is now 2.4410−5 W−1/2, which is more than 12 times
bigger than for the original waveguide geometry. However,
when w is increasing the waveguides will start to be multi-
moded again as seen on Fig. 8b. Here neff,i /norg for the first
four lowest order modes in the two waveguides are shown as
functions of w. The waveguide is single moded until w
=0.64 
m and the difference in index is here 7.76
10−6 W−1/2, which is almost four times bigger than for the
original waveguide geometry. This shows that it is possible
to improve the optical modulation by changing the wave-
guide size such that the mode is moved closer to the surface
and extended in the width to experience more stresses.
It is noted that even though the optimal height found is
optimal for the original width, it is not certain that this height
is optimal when the width is changed afterwards. As the
optical modes change when the waveguide geometry is var-
ied, it is not straightforward to apply a systematic optimiza-
tion algorithm. Instead an extended parameter study has to
be performed in order to find the height and width that are
optimal together. This, however, is beyond the scope of the
paper.
2. Other device structures
Alternative to changing the size of the waveguides, other
device structures can be thought of to improve the acousto-
optical modulation. As the stresses from the SAW have their
maximum just below the surface, it is expected that the
acousto-optical interaction is increased if the waveguides are
buried in the SiO2 layer instead of being placed above the
layer. A calculation is carried out with the original wave-
guide size, but with the waveguides placed such that their
upper surface is leveled with the substrate surface. The dif-
ference in effective refractive index is 2.1410−5 W−1/2,
which is more than ten times bigger than for the original
waveguides on top of the surface. So with buried waveguides
it is possible to improve the modulation drastically.
Another idea is to use an IDT at each side of the MZI
arms. The two SAWs will be reflected back toward the
waveguides when reaching the opposite IDT and a standing
wave pattern will appear, which is expected to have en-
hanced amplitude compared to the original traveling wave.
The distance between the two IDTs is tuned such that the
standing wave achieves its maximum amplitude. The
waveguides have the original size and eight electrode pairs
are used in each IDT. The difference in effective refractive
index is calculated for the case with the electric potential
applied at one IDT for double fingers, the potential applied at
both IDTs for double and single fingers and the results are
scaled by the squared applied power, see Table IV. It is seen
that the difference in effective refractive index is increased
when two IDTs are used, as expected, and that the difference
in index is more than 1.5 times bigger than for one IDT when
using double fingers. The effect is small, but is expected to
be bigger when more electrodes are used.
IV. CONCLUSION
This work presents a general finite element method to
calculate the acousto-optical interaction between a SAW and
optical waves in waveguides in a finite device.
The SAW is generated by an IDT using a piezoelectric
model for an inhomogeneous material implemented in the
high-level programming language COMSOL MULTIPHYSICS,
where reflections from the boundaries are avoided by PMLs.
Results of the SAW generation in a GaAs sample are pre-
sented, which show that the model works satisfactory as
SAWs are generated at the electrodes and are absorbed in the
PMLs. The frequency, which gives the biggest amplitude, is
found to be the same as in experiments.
This model is then coupled to a model of the optical
waves in the waveguides of a SOI MZI where the optical
modes are found by solving the time-harmonic wave equa-
tion. By applying stresses from a SAW, it is shown that the
effective refractive index of the fundamental optical mode
has its maximum value for a SAW crest and minimum value
for a SAW trough, as is expected.
This coupled finite element model is then employed to
study geometry changes in the SOI MZI in order to increase
the difference in effective refractive index in the two wave-
guide arms such that the optical modulation in the device is
improved. A study of the height of the waveguides shows
that an optimal height exists for the device, which is a result
of a nontrivial compromise of how much the SAW is re-
flected, because of the interrupted surface, and how close the
center of the optical wave can get to the SiO2 surface and
still be well confined in the waveguide. The difference in
effective refractive index is approximately 2.2 times bigger
for the optimal height and the waveguides have become
single moded. The same optimal height is found when the
number of electrode pairs in the IDT is doubled and this
indicates that the design results in this work are independent
of the number of electrode pairs. The width of the
waveguides is then studied for the optimal height. The dif-
ference in effective refractive index increases for increasing
width as the optical mode is influenced by increasing stresses
from the SAW until the width reaches half a SAW wave-
length. The difference in effective refractive index is 12
times bigger than for the original geometry, and if the wave-
guide has to stay single moded the difference is approxi-
mately four times bigger. The stresses of the SAW have their
maximum just below the surface and a calculation where the
TABLE IV. Results for the difference in effective refractive index neff,0l
−neff,0
r  /P for different combinations of IDT numbers and single and
double electrode fingers, W−1/2.
1 IDT
double fingers
2 IDTs
double fingers
2 IDTs
single fingers
neff,0
l
− neff,0
r
P 1.9310−6 3.0410−6 2.3410−6
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waveguides with the original size are buried below the sur-
face shows that the difference in effective refractive index
can be increased more than ten times by this change. Finally,
it is tested if a standing wave created by two IDTs can im-
prove the interaction. When double finger electrodes are used
the difference in effective refractive index is 1.5 times bigger
than the original case, and for single fingers it is 1.2 times
bigger.
Further work includes a study of other geometry param-
eters as the height of the different layers as well as employ-
ing an optimization method as topology optimization see
Refs. 20 and 21 to improve certain parts of the geometry
such as the shape of the waveguides and structures in be-
tween them.
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1. Abstract
In resent years it has been shown experimentally that it is possible to modulate optical waves in waveg-
uides by surface acoustic waves and a theoretical study shows that the modulation can be improved by
changing the waveguide geometry. Here a method to improve the acousto-optical interaction by means of
topology optimization is presented. The surface acoustic waves are generated by interdigital transducers
in a 2D piezoelectric model, which is coupled to an optical model where the optical mode in the waveguide
is found by solving the time-harmonic wave equation for the magnetic field. Only the piezoelectric model
is used in the optimization and the objective function is the squared absolute value of the strain in the
vertical direction in the waveguide. The objective function is maximized by distributing air and solid
material in an area below the waveguide. The optical model is solved for the initial and the optimized
design and the measure of the acousto-optical interaction is the difference in effective refractive index
for the fundamental mode between the two cases where a surface acoustic wave crest is in the waveguide
and a trough is in the waveguide, which is then normalized with the squared applied electric power. It
is here shown that the acousto-optical interaction can be increased almost 10 times by redistribution of
solid material and air in the design domain.
2. Keywords: Rayleigh waves, piezoelectricity, perfectly matched layers, optical waveguide, strain-
optical relation.
3. Introduction
This work elaborates on how to improve the acousto-optical interaction between a surface acoustic wave
(SAW), also known as a Rayleigh wave, and an optical wave in a waveguide by topology optimization.
SAWs are elastic vibrations that propagate along a material surface with most of their energy density
concentrated at the surface. In piezoelectric materials it is possible to generate the SAW by the inverse
piezoelectric effect by applying an electric potential to interdigital transducers at the material surface [1].
SAWs are now used in filters and resonators in telecommunication [2]. A new application is modulation
of optical waves for signal generation in semiconductor structures [3]. In [4, 5] experimental results are
reported for a compact and monolithic modulator consisting of a SAW driven Mach-Zehnder interfer-
ometer and a relative modulation up to 40 % was obtained with straight interdigital transducer fingers.
A finite element model where a piezoelectric model is coupled to a optical model for the mode in the
waveguide was introduced in [6] in order to simulate the acousto-optical interaction is such a device. By
varying some of the geometry parameters as the width and the height of the waveguide it is shown that it
is possible to improve the acousto-optical interaction. A potential new way of improving the interaction
with a high freedom in the design is to use topology optimization. This is a gradient based optimization
method that has proven efficient in optimizing a wide range of static and dynamic problems in engineer-
ing [7]. Recently, this method has been extended to problems in acoustic wave propagation problems
[8, 9, 10, 11] as well as to photonic problems [12, 13]. Topology optimization has been applied in [14] to
design surface acoustic wave filters and waveguides in 2 and 3 dimensions in elastic materials. Here the
coupled piezoelectric and optical model from [6] is employed in a topology optimization approach where
the optimization is employed to the piezoelectric model only, and the optical model is solved for the initial
design and the optimized design in order to check that the acousto-optical interaction indeed has im-
proved. In section 4 the acousto-optical model is described as well as the topology optimization approach.
In section 5 results are presented for interaction between a SAW and an optical wave in a ridge waveguide.
4. Topology optimization method for acousto-optical problems
The problem studied in this article is illustrated in Figure. 1. The size of the waveguide and the material
layers are the same as in the experiments presented in [4, 5] with a waveguide of GaAs on top of a
Al0.2Ga0.8As layer, which will further on be referred to as AlGaAs for simplicity. Both materials are
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Figure 1: The geometry used in the topology optimization problem. The design domain Ωd below the
waveguide is indicated with the thick lines and the optical area where the optical model is solved is
indicated by the dashed lines. The objective function is evaluated in the output domain Ωo. The surface
acoustic wave is generated at the electrodes and are absorbed in perfectly matched layers before they
reach the outer boundaries.
piezoelectric. The aim is here to distribute air and solid material in the structure in order to optimize the
acousto-optical interaction. The structure is described by a domain Ω filled with solid material. The SAW
is generated by the inverse piezoelectric effect by applying an alternating electric potential to electrodes
on top of the surface as indicated to the left on Figure 1. The SAW then propagates in the left and the
right horizontal direction and is absorbed in the perfectly matched layers (PML), see [6, 15]. To the right
of the electrodes the SAW will pass through an optical waveguide at the surface where light propagates
in the x3-direction. To simulate the acousto-optical interaction in the waveguide a model describing the
SAW generation in a piezoelectric material is coupled with an optical model describing the propagation
of the optical wave in the waveguide. It is assumed that the strain-optical effect is dominant compared to
the electro-optical effect, which will be neglected here, see [4]. It is furthermore assumed that the SAW
will affect the optical wave, but the optical wave will not influence the SAW, so the problem is solved
by first calculating the mechanical strain introduced by the SAW. Then the change in refractive index
in the materials due to the strain can be calculated by the strain-optical relation and finally, by solving
the optical model, the effective refractive index of the different possible light modes can be determined.
The mathematical model is described in the following subsections. In the output domain Ωo the objec-
tive function Φ is maximized in order to improve the acousto-optical interaction in the waveguide. The
maximization is done by finding a proper distribution of air and solid material in the area below the
waveguide (design domain Ωd).
4.1. The Piezoelectric Model
The applied electric potential will introduce mechanical deformations in the solid by the inverse piezo-
electric effect. The behavior of the piezoelectric material is described by the following model as found in
[16]. A time-harmonic electric potential
V (xj , t) = V (xj)eiωsawt, (1)
with the angular frequency ωsaw is applied to the electrodes. The mechanical strain Sij and the electric
field Ej are given by the expressions
Sij =
1
2
(
1
γj
∂ui
∂xj
+
1
γi
∂uj
∂xi
)
and Ej = − 1
γj
∂V
∂xj
, (2)
where ui are the displacements and xi are the coordinates. (Note that Einstein notation is not used in
Eq.(2).) The parameter γj is an artificial damping at position xj in the PML given by the expression
γj(xj) = 1− iσj(xj − xl)2, (3)
where xl is the coordinate at the interface between the regular domain and the PML and σj is a suitable
constant. There is no damping outside the PMLs and here γj = 1. A suitable thickness of the PMLs as
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well as the value of σj must be found by calculations such that both the mechanical and the electrical
disturbances are absorbed before reaching the outer boundaries. However, the absorption must also be
sufficiently slow as reflections will occur at the interface between the regular domain and the PML if their
material properties are not comparable. The mechanical stresses Tjk and the electric displacement Di
both depend on the strain and the electric field according to the constitutive relations
Tjk = c˜EjklmSlm − e˜TijkEi, (4)
Di = e˜ijkSjk + ε˜SijEj , (5)
where c˜Ejklm are the elastic stiffness constants, e˜ijk are the piezoelectric stress constants and ε˜
S
ij are the
permittivity constants. The materials are in general anisotropic and as it is only possible to generate
the SAW by the inverse piezoelectric effect in certain directions, the material tensors have to be rotated.
This is indicated by the tilde above the material tensors. The rotation is done according to Eulers
transformation theory as explained in [17]. Here the relation between the original directional vector rj
and the rotated vector rˆi is given by
rˆi = aijrj , (6)
where aij is the transformation matrix given by the Euler angles ϕ1, ϕ2 and ϕ3 where the crystal axis
are rotated clockwise about the x3-axis, then the x2-axis and finally the x3-axis again. The material
property matrices can then be transformed by the transformation matrix aij and the Bold matrix Mijmn
as follows
c˜Eijkl =MijmnMklpqc
E
mnpq, e˜ijk = ailMjkmnelmn
and ε˜Sij = aikajlε
S
kl. (7)
The governing equations give the stresses by Newton’s second law and the electric displacement from
Gauss law
1
γj
∂Tij
∂xj
= −ρω2sawui and
1
γj
∂Di
∂xj
= 0, (8)
where ρ is the density of the material.
Both mechanical and electrical boundary conditions must be specified to solve the problem. Consid-
ering the mechanical conditions the upper surface is stress free and the bottom is clamped
stress free surface : Tjkmk = 0, (9)
clamped surface : ui = 0, (10)
where mk is the normal unit vector pointing out of the surface. At the upper surface there are no charges
and therefore electric insulation occurs, meaning that the normal component of the electric displacement
is zero. At the bottom of the domain it is assumed that the electric potential is zero and at the electrodes
the potential is Vp. The electrical boundary conditions are summarized as follows
electrical insulation : Dimi = 0, (11)
zero potential : V = 0, (12)
applied positive potential : V = Vp, (13)
applied negative potential : V = −Vp. (14)
The piezoelectric problem is solved by a plane formulation obtained by setting Si3, S3j and E3 as well
as Ti3, T3j and D3 equal to zero. The two governing equations (8) are solved simultaneously to find the
unknowns u1, u2 and V .
4.2. The Optical Model
After the mechanical strain in the material has been computed by the piezoelectric model described
above the refractive index nij in the strained material can be calculated according to the strain-optical
relation [18]
∆
1
n2ij
= p˜ijklSkl, (15)
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where p˜ijkl are the rotated strain-optical constants obtained by the expression
p˜ijkl =MijmnMklpqpmnpq. (16)
For a given optical mode of order ν and with the propagation constant βν the effective refractive index
neff,ν is defined as
neff,ν = βν/k0, (17)
where k0 is the free space propagation constant. It is assumed that the propagating optical modes have
harmonic solutions on the form
Hp,ν(x1, x2, x3) = Hp,ν(x1, x2)e−iβνx3 , (18)
where Hp,ν is the magnetic field of the optical wave. The governing equation for the magnetic field is
thus the time-harmonic wave equation
eijk
∂
∂xj
(
bklblmemnp
∂Hp
∂xn
)
− k20Hp = 0, (19)
where eijk here is the alternating symbol and biknkj = δij . For a given value of k0 the propagation
constant βν for the possible modes are found by solving the wave equation as an eigenvalue problem,
whereby the effective refractive indices can be obtained. In this work the set of equations are reduced
such that the model is only solved for the transverse components of the magnetic field H1 and H2. As
the energy of the lower order optical modes is concentrated in the waveguides the calculation domain,
where the eigenvalue problem is solved, can be reduced to a smaller optical area around the waveguide
as indicated by the dashed lines in Figure 1. At the boundary of such a domain it is assumed that the
magnetic field is zero as the energy density quickly decays outside the waveguide, thus the boundary
condition is
eijkHjmk = 0, (20)
where eijk again is the alternating symbol and mk is the normal unit vector pointing out of the surface.
The coupled model is solved by the commercial finite element program Comsol Multiphysics with Matlab
[19].
4.3. Design variables and material interpolation
The problem of finding an optimized distribution of material is a discrete optimization problem (there
should be air or solid material in each point of the design domain), but in order to allow for efficient
gradient-based optimization the problem is formulated with continuous material properties that can take
any value in between the values for air and solid material. To control the material properties a continuous
material indicator field 0 ≤ ξ(r) ≤ 1 is introduced, where ξ = 0 corresponds to air and ξ = 1 to solid
material. If µ describes any of the material parameters in the model, introducing the design variable
means that
µ(ξ) =
{
µa, ξ = 0
µs, ξ = 1
, (21)
where µa represents the material values for air and µs the material values for solid material. Although ξ
is continuous, the final design should be as close to discrete (ξ = 0 or ξ = 1) as possible in order to be
well defined. This is done by employing a morphology-based filter as described in subsection 4.6. The
material parameters are interpolated linearly between the two material phases
µ(ξ) = µa + ξ(µs − µa), (22)
which clearly fulfills the discrete values specified in Eq.(21).
4.4. The optimization problem
The purpose of the topology optimization is to maximize the acousto-optical interaction between the
SAW and the optical wave. The fundamental mode in the waveguide is polarized in the x1-direction
so it primarily senses the refractive index in this direction. Therefore it is mainly interesting that the
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refractive index component n11 changes and the change depends on the different strain components -
the more the strain components change the more n11 changes. The optimization problem is only stated
for the piezoelectric model and the aim is to maximize an expression, which is dependent on one of the
normal strain components. The objective function Φ is thus chosen as the squared absolute value of the
normal strain in the vertical direction in the output domain Ωo and the formulation of the optimization
problem takes the form
max
ξ
log(Φ) = log
(∫
Ωop
|S2(r, ξ(r))|2dr
)
, objective function, (23)
subject to 0 ≤ ξ(r) ≤ 1 ∀ r ∈ Ωd, design variable bounds. (24)
To obtain better numerical scaling the logarithm of the objective function is used. To check that the
acousto-optical interaction has indeed improved by the optimization the optical model is solved for both
the initial design and the optimized design for the case where a wave crest is at the waveguide and half a
SAW phase later where a wave trough is at the waveguide. For these two cases the difference in effective
refractive index for the fundamental mode ∆neff,1 will take the biggest value possible for the initial design
as shown in [6]. ∆neff,1 is normalized with the squared applied electric power P and this is then defined
as the measure for the acousto-optical interaction, see [6] for the expression for P . So the final goal of
the optimization is to increase this measure.
4.5. Discretization and sensitivity analysis
The mathematical model of the acousto-optical problem is solved by finite element analysis. For the
piezoelectric model the displacement-electric potential vector is defined as w = [w1, w2, w3] = [u1, u2, V ].
The complex fields wi and the design variable field ξ are discretized using sets of finite element basis
functions {φi,n(r)}
wi(r) =
N∑
n=1
wi,nφi,n(r), ξ(r) =
Nd∑
n=1
ξnφ4,n(r). (25)
The degrees of freedom corresponding to the four fields are assembled in the vectorswi = {wi,1, wi,2, ...wi,N}T
and ξ = {ξ1, ξ2, ...ξNd}T . A triangular element mesh is employed and second order Lagrange elements
are used for the complex fields wi to obtain high accuracy in the solution and for the design variable ξ
zero order Lagrange elements are utilized. The commercial program Comsol Multiphysics with Matlab
is employed for the finite element analysis. This results in the discretized equations
3∑
i=1
Kjiwi = fj , (26)
where Kji is the system matrix and fj is the load vector, both being complex valued due to the PMLs.
To update the design variables in the optimization algorithm the derivatives with respect to the design
variables of the objective function must be evaluated. This is possible as the design variable is introduced
as a separate field. The objective function depends on the complex field vector w2, which is via Eq.(26)
an implicit function of the design variables and can be written as w2(ξ) = wR2 (ξ) + iw
I
2(ξ), where w
R
2
and wI2 denote the real and the imaginary part of w2, respectively. Thus the derivative of the objective
function Φ = Φ(wR2 (ξ),w
I
2(ξ), ξ) is given by the following expression found by the chain rule
dΦ
dξ
=
∂Φ
∂ξ
+
∂Φ
∂wR2
∂wR2
∂ξ
+
∂Φ
∂wI2
∂wI2
∂ξ
. (27)
As w2 is an implicit function of ξ the derivatives ∂wR2 /∂ξ and ∂w
I
2/∂ξ are not known directly. The
sensitivity analysis is therefore done by employing an adjoint method where the unknown derivatives
are eliminated at the expense of determining an adjoint and complex variable field λ from the adjoint
equation
Kj2λ = −
(
∂Φ
∂wR2
− i ∂Φ
∂wI2
)
, (28)
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where
∂Φ
∂wR2,n
− i ∂Φ
∂wI2,n
=
∫
Ωop
(
2
∂wR2
∂x2
− i2∂w
I
2
∂x2
)
∂φ2,n
∂x2
dr =
∫
Ωop
(
2SR2 − i2SI2
) ∂φ2,n
∂x2
dr. (29)
The sensitivity analysis follows the standard adjoint sensitivity approach [20]. For further details of the
adjoint sensitivity method applied to wave propagation problems, the reader is referred to [12]. Eq.(27)
for the derivative of the objective function then reduces to
dΦ
dξ
=
∂Φ
∂ξ
+Re
(
λT
∂Kj2
∂ξ
w2
)
. (30)
The vectors ∂Φ/∂ξ and
∫
Ωop
(
2SR2 − i2SI2
) ∂φ2,n
∂x2
dr as well as the matrix ∂Kj2/∂ξ are assembled in Com-
sol Multiphysics as described in [21].
4.6. Practical implementation
The optimization problem Eq.(23)-(24) is solved using the Method of Moving Asymptotes, MMA [22],
which is an algorithm that uses information from the previous iteration steps and gradient information.
When the mesh size is decreased the optimization will in general result in mesh-dependent solutions
with small details, which make the design inconvenient to manufacture. To avoid these problems a
morphology-based filter is employed. Such filters make the material properties of an element depend on a
function of the design variables in a fixed neighborhood around the element such that the finite design is
mesh-independent. Here a Heaviside close-type morphology-based filter is chosen [23], which has proven
efficient for wave-propagation type topology optimization problems, see for instance [11]. The method
results in designs where all holes below the size of the filter (radius rmin) have been eliminated. A further
advantage of these filter-types is that they help eliminating gray elements in the transition zone between
solid and air regions.
5. Results
Results are now presented for the problem shown in Figure 1. The SAW is generated by 6 double
electrode finger pairs. Each of the electrodes has a width equal to 0.7 µm and is placed 0.7 µm apart such
that the wavelength of the generated SAW is 5.6 µm. The waveguide is placed at the surface and has the
width 1.4 µm and the height 0.3 µm. The output domain Ωo consists of the waveguide and an area just
below the waveguide with the same size, in order to increase the possibility that the waveguide will still be
able to confine an optical mode after the optimization. The materials GaAs and AlGaAs are piezoelectric
with cubic crystal structure. The material constants used in the piezoelectric model are given in Table 1
and are here given in the usual matrix form for compactness reasons. For the SAW to propagate in the
piezoelectric direction the material tensors have to be rotated by the angle ϕ2 = pi/4. The frequency is
fsaw = 518 MHz (where fsaw = ωsaw/2pi), which is the resonance frequency. The constant σj controlling
the damping in the PMLs is set to 1010. Elements with maximum side length e1 = 0.6 µm are used in
the domain except in the design domain where it is e2 = 0.1 µm and in the output domain where it is
e3 = 0.02 µm. The optical model is solved both for the initial design, where the design domain is filled
with solid material, and for the optimized design in order to compare the acousto-optical interaction.
The free space wavelength of the optical wave is set to λ0 = 950 nm and the material constants for GaAs
and AlGaAs used in the optical model are given in Table 2. For air simply the refractive index n0 = 1
is used. The logarithm to the objective function for the initial design is found to be Φ = −19.99 and
the acousto-optical interaction measure is ∆neff,1/
√
(P ) = 1.500 · 10−5. Note that these values are low
do the the limited numbers of electrodes, in practice several hundred electrode fingers are employed to
generate a SAW.
Table 1: The elastic stiffness constants, the density, the piezoelectric stress constants and the permittivity
constants for the materials used in the piezoelectric model.
Material cE11,c
E
22,c
E
33 c
E
12,c
E
13,c
E
23 c
E
44,c
E
55,c
E
66 ρ e14,e25,e36 ε
S
11,ε
S
22,ε
S
33
[1011 Nm−2] [1011 Nm−2] [1011 Nm−2] [kgm−3] [Cm−2] [10−11 Fm]
GaAs 1.1830 0.5320 0.5950 5316.5 -0.160 9.735
AlGaAs 1.1868 0.5396 0.5938 5005.2 -0.152 9.446
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Table 2: Refractive index and strain-optical constants for the materials used in the optical model.
Material n0 p11, p22, p33 p12, p13, p23 p44, p55, p66
[-] [10−12 Pa−1] [10−12 Pa−1] [10−12 Pa−1]
GaAs 3.545 -0.165 -0.14 -0.072
AlGaAs 3.394 -0.165 -0.14 -0.072
Figure 2: The optimized design below the waveguide. Black color represents solid material and white
color represents air.
The objective function Φ is then maximized in the output domain Ωop by distributing air and solid
material in the design domain Ωd where solid material refers to AlGaAs in the upper part of Ωd and
GaAs in the lower part. The filter radius is rmin = 2.5e2, an absolute tolerance of 0.01 on the maximum
change of the design variables is used to terminate the optimization loop and a move limit for the design
variables equal to 0.2 is used. The optimized design was found in 692 iterations and the logarithm to the
objective function was increased to -17.39 - i.e. more than 2 orders of magnitude. Figure 2 shows the
optimized design where black represents solid material and white represents air. The design is almost a
pure black and white design and compared to the initial design air holes around the design domain have
appeared. On Figure 3 the distribution of Φ normalized with
√
P is plotted close to the waveguide for
the original design and the optimized design, respectively, together with the air holes represented with
white color. It is seen that in comparison to the initial design the redistributed material in the design
domain is influencing Φ such that it has a higher value in the output domain Ωo. This happens because
the SAW gets trapped in the design and output domain because of reflections at the air holes. An air
hole is created just below the output domain, which is creating some strain concentrations that are also
extending to the output domain such that the strain here is increased. When solving the optical model
for the optimized design the acousto-optical interaction is found to be ∆neff,1/
√
(P ) = 1.480 ·10−4, which
is 9.9 times higher than for the initial design. As the fundamental optical mode is polarized in the x1-
direction it is important that the change in n11 is as big as possible and ∆n11/
√
P is plotted for the initial
design and the optimized design in Figure 4. The change in n11/
√
P is an order of magnitude bigger for
the optimized design compared to the initial design, which explains that ∆neff,1/
√
P has increased. In
Figure 4 the optical mode is indicated with contour lines and it is seen that the mode is confined to the
waveguide both before and after the optimization. It is observed that a side benefit of the optimization
is that the optical mode tends to get more confined to the output domain because of the big contrast in
refractive index at the air hole next to the output domain.
This example shows that it is possible to improve the acousto-optical interaction between a SAW and
an optical wave in a waveguide by topology optimization where the objective function is based only on
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Figure 3: The distribution of the objective function Φ normalized with
√
P close to the optical waveguide.
(a): Initial design. (b): Optimized design where air holes are represented with white color.
Figure 4: The color bar indicates the distribution of the change in the refractive index component ∆n11
normalized with
√
P close to the optical waveguide. The fundamental mode in the waveguide is indicated
with contour lines. (a): Initial design. (b): Optimized design.
the piezoelectric model. However, due to the objective function, which is only dependent on S2, some
debatable mechanisms can appear in the design as the air hole close to the waveguide. This can on one
hand create strain concentrations that can increase the objective function, but on the other hand air
holes are areas where there is no periodic change in the refractive index components and these can also
guide the optical wave, which is clearly unwanted. So it might not always be an advantage to have air
holes close to the waveguide as the optical mode can extend out of the output domain. Holes close to the
waveguide can be prevented by moving the design domain further away from the waveguide or try out
other objective functions that both depend on the strain components and the strain-optical constants
such that n11 is optimized more directly.
The optimized design almost consists of solid material and air, but it will still be difficult to fabricate
it with modern fabrication technics. To make designs that are easier to fabricate the optimization could
be done with the constraint that the design variables are assigned to an entire column that starts at the
surface as in [14].
6. Conclusion and future work
It was here shown that the method of topology optimization can be employed to improve the acousto-
optical interaction between a surface acoustic wave and an optical wave in a waveguide. The SAW
generation is modeled by a 2D piezoelectric model, which is coupled to an optical model for the optical
8
mode in the waveguide. The topology optimization approach is based on the piezoelectric model and the
objective function is the squared absolute value of the normal strain in the vertical direction. It vas shown
that the objective function could be increased more than 2 orders of magnitude by the optimization where
several smaller air holes were created in the design domain that initially consisted of solid material. The
effect of the air holes is to trap the SAW in the design domain close to the waveguide and to make strain
concentrations around the holes that extend into the waveguide. The increased strain concentration
in the waveguide changes the refractive index components such that the periodic difference in effective
refractive index for the fundamental guided mode, as the SAW passes the waveguide, is increased 10
times compared to the initial design. So the topology optimization approach is a promising method to
improve acousto-optical interaction.
Further work includes testing of other objective functions that depend both on the strain components
and the strain-optical constants such that the refractive index component in the horizontal direction
is optimized directly. Finally, the constraint, that the design variables are assigned to entire columns
starting at the surface, can be introduced in order to get designs that are easier to fabricate.
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It has been shown previously that surface acoustic waves can be efficiently trapped and slowed by
steep ridges on a piezoelectric substrate, giving rise to two families of shear-horizontal and
vertically polarized surface waves. The mechanisms of energy storage and dispersion are explored
by using the finite element method to model surface acoustic waves generated by high aspect ratio
electrodes. A periodic model is proposed including a perfectly matched layer to simulate radiation
conditions away from the sources, from which the modal distributions are found. The ratio of the
mechanical energy confined to the electrode as compared to the total mechanical energy is
calculated and is found to be increasing for increasing aspect ratio and to tend to a definite limit for
the two families of surface waves. This observation is in support of the interpretation that high
aspect ratio electrodes act as resonators storing mechanical energy. These resonators are
evanescently coupled by the surface. The dispersion diagram is presented and shows very low group
velocities as the wave vector approaches the limit of the first Brillouin zone. © 2009 American
Institute of Physics. DOI: 10.1063/1.3114543
I. INTRODUCTION
Surface acoustic wave SAW transduction by the use of
interdigital transducers1 IDTs is a widespread technique for
the electrical transduction in piezoelectric materials. SAWs
are elastic waves that propagate along a material surface with
most of their energy density concentrated at the surface.2 In
most practical cases, for example, for the design of classical
resonators, filters, and sensors,3–5 only the electrical proper-
ties of the IDT are of interest. In these applications SAWs are
generated by IDTs with limited electrode height such that the
SAW mode properties do not differ appreciably from those
of a free or a fully metallized surface, except for the periodic
aspects of wave propagation. For instance, propagation re-
mains only slightly dispersive and the polarization of surface
waves is relatively unaltered. In Ref. 6, however, it was
shown theoretically by a finite element method FEM/
boundary element method algorithm that the SAW properties
are significantly changed when high aspect ratio HAR elec-
trodes are used instead. Multimode SAW propagation was
found and up to a tenfold slowing of the SAW phase velocity
was obtained. These results were confirmed by experiments.7
Recently, related work has been performed using the finite
element and finite difference time domain method as well as
experiments to show how band gaps and resonances change
for increasing stub height in a plate with a periodic stubbed
surface.8,9
The FEM/boundary element method is widely used for
obtaining the harmonic admittance10 as well as the harmonic
displacements under the electrodes of a periodic infinite ar-
ray of electrodes on a piezoelectic substrate.6,11,12 An alter-
native method is to use directly the FEM with appropriate
periodic boundary conditions.13 The difficulty in this case,
however, is to account for the semi-infinite nature of the
substrate, which can result in oversized meshes and then im-
practical calculations. Here we introduce a full finite element
model of a piezoelectric, anisotropic material to simulate the
HAR electrodes utilizing periodic boundary conditions. A
perfectly matched layer PML is employed at the bottom to
absorb the acoustic and electric disturbances propagating
away from the surface.14–17 With this model it is possible to
obtain the mode shape of all the resonances for the periodic
structure such that it can be explained how the vibration of
the surface interacts with the electrode for the different
modes. We then use the model to calculate the mechanical
energy stored in the electrode compared to the mechanical
energy in the total structure in order to explain why the phase
velocity is slowed down for increasing electrode aspect ratio.
Finally, the dispersion and group velocity of the different
modes are reported.
II. THE ACOUSTIC MODEL
A two dimensional 2D periodic model of an electrode
array on the surface of a piezoelectric material is used. The
unit cell and the computational domain are illustrated in Fig.
1. The electrode consists of nickel Ni and is placed on a
substrate of Y+128 cut lithium niobate, LiNbO3. Material
constants for lithium niobate are taken from Ref. 18, and for
nickel, Young’s modulus E=200 GPa and Poisson’s ratio 
=0.31 are used. The width of the electrode is a and the
height is h. The parameter p=2a is the acoustic period in the
problem and is of the order of a few microns in applications.
The SAW is generated by applying an alternating electricalaElectronic mail: mbd@mek.dtu.dk.
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potential to the HAR electrodes. This is modeled by applying
a positive potential to the electrode in the unit cell and then
using periodic boundaries with opposite sign. As the metal is
supposed to be perfectly conducting, the electrical potential
needs only to be applied at the interface between Ni and
LiNbO3. To prevent reflections of the SAW from the bottom,
a PML Ref. 14 is applied as illustrated on Fig. 1. In Ref.
15, PMLs are introduced for time-harmonic elastodynamic
problems and are extended to piezoelectric materials in Refs.
16 and 17. The PMLs have the property that the mechanical
and electrical disturbances are gradually absorbed in the lay-
ers before they reach the outer boundaries. In this way there
are no reflections that can disturb the propagation of the
SAW.
The applied electric potential will introduce mechanical
deformations in the solid by the inverse piezoelectric effect
and the behavior of the piezoelectric material is described by
the following model as found in Ref. 19. A time-harmonic
electric potential
Vxj,t = Vxjeit, 1
with the angular frequency , is applied to the electrode. The
mechanical strain Sij and the electric field Ej are given by the
expressions
Sij =
1
2 1 j uixj + 1i ujxi  and Ej = − 1 j Vxj , 2
where ui are the displacements and xi are the coordinates.
Note that the Einstein notation is not applied in the expres-
sions in Eq. 2. The parameter  j is an artificial damping at
position xj in the PML. As the PML is added at the bottom of
the structure only 2 is different from 1 and is given by the
expression
2x2 = 1 − i2x2 − xl2, 3
where xl is the coordinate at the interface between the regular
domain and the PML and 2 is a suitable constant. There is
no damping outside the PMLs and here 2=1. A suitable
thickness of the PML as well as the value of 2 must be
found by calculations such that both the mechanical and
electrical disturbances are absorbed before reaching the outer
boundaries. However, the absorption must also be suffi-
ciently slow as reflections will occur at the interface between
the regular domain and the PML if their material properties
are not comparable. The mechanical stresses Tjk and the elec-
tric displacement Di both depend on the strain and the elec-
tric field according to the constitutive relations
Tjk = c˜jklm
E Slm − e˜ijk
T Ei, 4
Di = e˜ijkSjk + ˜ij
S Ej , 5
where c˜jklm
E are the elastic stiffness constants, e˜ijk are the
piezoelectric stress constants, and ˜ij
S are the permittivity
constants. The materials are, in general, anisotropic, and as it
is only possible to generate the SAW by the inverse piezo-
electric effect in certain directions the material tensors have
to be rotated. This is indicated by the tilde above the material
tensors. The rotation is done according to Euler’s transfor-
mation theory as explained in Ref. 20. Here the relation be-
tween the original directional vector rj and the rotated vector
rˆi is given by
rˆi = aijrj , 6
where aij is the transformation matrix given by the Euler
angles 1, 2, and 3, where the crystal axes are rotated
clockwise about the x3-axis, then the x2-axis, and finally the
x3-axis again. The material property matrices can then be
transformed by the transformation matrix aij and the Bond
stress transformation matrix Mijmn the derivation procedure
of Mijmn is defined in Ref. 20 as follows:
c˜ijkl
E
= MijmnMklpqcmnpq
E
, e˜ijk = ailMjkmnelmn and 7
˜ij
S
= aikajlkl
S
.
The governing equations give the stresses by Newton’s sec-
ond law and the electric displacement from Gauss law,
1
 j
Tij
xj
= − 2ui and
1
 j
Di
xj
= 0, 8
where  is the density of the material. Note again that the
Einstein notation is not applied in Eq. 8.
FIG. 1. The geometry of the unit cell with periodic boundary conditions and
period p. The electrode consists of nickel and has the height h. The substrate
is lithium niobate and a PML is placed at the bottom. The electric potential
Vp is applied at the interface between the electrode and the substrate.
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Both mechanical and electrical boundary conditions
must be specified to solve the problem. Considering the me-
chanical conditions, the upper surface is stress-free and the
bottom is clamped,
streess free surface: Tjkmk = 0, 9
clamped surface: ui = 0, 10
where mk is the normal unit vector pointing out of the sur-
face. At the upper surface, there are no charges and therefore
electric insulation occurs, meaning that the normal compo-
nent of the electric displacement is zero. At the bottom of the
domain it is assumed that the electric potential is zero,
whereas at the interface between the electrodes and the sub-
strate the potential is Vp. The electrical boundary conditions
are summarized as follows:
electrical insulation: Dimi = 0, 11
zero potential: V = 0, 12
applied positive potential: V = Vp. 13
Periodic boundary conditions must be induced for ui and ui,j
as well as for V and V
,j at the boundaries l and r, see Fig.
1. When ul represents these quantities on the left boundary l
and ur the quantities on the right boundary r, the induced
periodic boundary conditions take the form
urxj = ulxje−ik2p, 14
where k is the phase propagation constant of the SAW.21
When looking at the case with an alternating electric poten-
tial, k=	 /2p is used.
The piezoelectric problem is solved by a plane formula-
tion obtained by setting Si3 and E3 as well as Ti3 and D3
equal to zero. The governing equations 8 are solved simul-
taneously to find the dependent variables u1, u2, u3, and V.
The model with the PML described above is directly imple-
mented in the partial differential equation application mode
of COMSOL MULTIPHYSICS, which is a commercial finite ele-
ment program.22 Second order Lagrange elements are used
for all dependent variables.
III. RESULTS
In this section, results are presented for the periodic
model of the HAR electrodes.
A. Polarization of HAR IDT modes
One HAR electrode with periodic boundary conditions is
considered. The computational domain is illustrated on Fig. 1
where p=1.4 
m is used for definiteness. A harmonic elec-
tric potential of Vp=1 V is applied to excite the device and
the resonance frequencies are found by integrating the de-
flections along the substrate surface for a frequency range.
The first six modes are examined. Three of the modes are
found to be mainly polarized in the shear-horizontal SH
direction and the other three modes to be mainly vertically
polarized VP. In Fig. 2, the half phase velocity fp where
f = /2	 is the frequency of these six modes is plotted ver-
sus the aspect ratio of the electrode h /2p and the polarization
types are indicated. It is seen that the phase velocity is de-
creasing with increasing aspect ratio for all the modes. The
decrease gets bigger for decreasing mode number, and for
mode 1 fp is decreased up to 15 times. These modes and
their polarization as well as the phase velocity dependence of
increasing aspect ratio are in fine agreement with the results
presented in Ref. 7, where the modes were found by a com-
bined FEM/boundary element method algorithm. The SH
and VP bulk wave limits are marked in Fig. 2 as well and the
modes do not appear above these limits as they are dissipated
to the bulk.
One advantage of using a pure finite element model is
that it is easy to plot the displacement fields in the entire
structure. Examples are given in Fig. 3 where the deflections
u1, u2, and u3 in the x1-, x2-, and x3-directions are plotted for
the six modes for h /2p=1. These plots clearly show that all
modes of the structure are, in fact, the combination of a
vibration in the electrode and of a surface wave in the sub-
strate. The first five modes are fully confined to the surface,
whereas mode 6 is leaking into the substrate. The different
scaling on the color bars on Fig. 2 indicates the dominant
polarization directions for the six modes. In order to clarify
these polarizations, a plot for each mode is made in Fig. 4
where the deformations u1 and u2 in the x1- and x2-directions
are plotted with a scaling factor to emphasize in-plane defor-
mations, and the deflection u3 in the x3-direction is indicated
by the color bar. The plots are focused on the electrode and
the regular part of the substrate. The observed modal shapes
explain why more and more modes appear in the structure as
the aspect ratio increases. When SH-type modes are consid-
ered, which are mainly polarized in the x3-direction, it is
observed that the mode shapes in the electrode in this direc-
tion are of increasing order for increasing mode number,
such that SH1 has a mode shape of order 1, SH2 has one of
order 2, and SH3 has one of order 3. The same is found for
the modes of VP type where VP1 has a mode of order 1, VP2
has a mode of order 2, and VP3 has a mode of order 3 in
both the x1- and x2-directions. Thus, for larger aspect ratios,
more modes can exist as the electrode is allowed to vibrate
with modes of higher order.
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FIG. 2. Color online Half of the phase velocity fp as function of h /2p for
the six first modes for kp=	 /2. The polarization types are indicated along
with the limits for the bulk waves.
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B. Mechanical energy storage
To explain the slowing down of the wave velocity, the
mechanical energy distribution in the structure is calculated.
The mechanical energy is the sum of the stored strain and
kinetic energy and the mechanical flux flowing into the PML
at the bottom. Expressions for these quantities are given, for
instance, in Ref. 20. The fraction of the mechanical energy in
the electrode compared to the total mechanical energy in the
structure is plotted in Fig. 5. Here it is observed that the
energy is more confined to the electrode for increasing aspect
ratio. The electrode thus acts as a mechanical resonator,
which slows down the SAW velocity because of mechanical
energy storage. For modes of the same type, the fraction of
mechanical energy in the electrode tends to the same value
for increasing aspect ratio. The SH types tend to a value
around 0.97, which is larger than the limit for the VP types,
about 0.93. The fact that the limits do not reach 1 explains
that the wave is still slightly propagating or rather coupled
from one electrode to the other by surface waves. If the
energy was fully trapped then the surface waves would not
propagate at all. For increasing aspect ratios the modes are
more and more clean cantilever vibrations in the electrode
and the only energy left in the substrate is what connects the
cantilever modes to the substrate. Modes of the same polar-
ization type deflect in the same direction in the substrate, so
the stiffness in the substrate for these modes is the same.
This explains why modes of the same type tend to the same
energy ratio. The observation that the limit for SH is bigger
than the limit for VP is not obvious as SH waves as, e.g.,
Love waves or leaky-SAW penetrates deeper in the substrate
than Rayleigh waves. However, it indicates that the effective
mechanical stiffness at the surface is bigger for the VP
modes than for the SH modes. This is also confirmed when
comparing the rotated stiffness constants in these directions.
C. Dispersion and group velocity of HAR IDT
modes
A dispersion diagram can be obtained by plotting the
frequency as a function of the propagation constant or wave
vector. Dispersion tells if the phase velocity is dependent on
frequency and is important to know in order to describe
propagation in the periodic structure. The normal Rayleigh
wave excited by conventional thin electrodes is almost dis-
persionless and will give a straight line in the diagram just
below the straight line corresponding to the slowest shear
bulk wave.10 The dispersion properties for HAR electrodes
are different as illustrated at Fig. 6 where half the phase
velocity fp is plotted as function of kp where the propaga-
tion constant k comes from expression 14 for h /2p=1.
When the wave vector approaches the X point of the Bril-
FIG. 3. Color online The deflections u1, u2, and u3 at resonance with
h /2p=1 and kp=	 /2. All deflections are normalized to Vp=1 V. a Mode
1, b mode 2, c mode 3, d mode 4, e mode 5, and f mode 6.
FIG. 4. Color online The deflections in the structure for each of the six
modes at resonance with h /2p=1 and kp=	 /2 normalized to Vp=1 V. The
deflections u1 and u2 are given with an arbitrary scaling factor and u3 is
given by the color bar for all six modes.
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FIG. 5. Color online Fraction of mechanical energy in the electrode with
respect to the total energy in the structure, as a function of the aspect ratio
h /2p for the first six modes. The propagation constant is kp=	 /2. The limit
for the SH-type modes is 97% and the limit for the VP-type modes is 93%.
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louin zone, all bands become flatter and flatter, which means
that the group velocity tends to zero. Then the elastic energy
is almost not propagating and is mostly stored in the HAR
electrodes. In Fig. 6 the straight lines for the Rayleigh wave
as well as the lines for the SH and VP bulk waves are indi-
cated. It is seen that the bands for the SH modes and the VP
modes stop at their bulk limits as the waves are dissipated
into the bulk material. In the dispersion region following the
lowest bulk shear velocity or Rayleigh SAW there is an
interaction between the Rayleigh SAW and the discrete me-
chanical modes of the HAR electrodes. When moving away
from this line, the interaction between the resonators and
SAW reduces flatband and the substrate mostly plays the
role of a connecting medium for the HAR resonators. The
dispersion diagram also shows that there exist 11 modes out-
side the Brillouin zone limit X. The deflections of these ad-
ditional modes get insignificant when approaching the X
point limit and here only the six resonant modes are found in
practice to respect the electrical condition and the periodic
boundary conditions at the same time. Also in experiments
with such structures, only the six resonant modes will be
found for alternating electrical potential excitation.7 Other
values of kp could be selected by using more than two fin-
gers per wavelength in the IDT. For instance, kp=2	 /3 and
kp=	 /2 would be obtained with three or four fingers per
wavelength, respectively.
The group velocity is calculated from the band diagram
by the expression
vg =

k
. 15
The results are shown on Fig. 7 where vg is plotted as func-
tion of kp. The group velocity tends to zero for all 11 modes
when the wave vector approaches the point X. This means
that the velocity of information carried by groups of waves
of similar frequencies in the HAR electrodes tends to zero.
What is remarkable here is that close to zero group velocity
can also be obtained for wave vectors away from the Bril-
louin zone boundary. This property is more pronounced for
modes with smaller orders and is equally true for SH and VP
modes.
IV. CONCLUSION AND FURTHER WORK
This paper elaborates on how to model SAWs generated
by high aspect ratio electrodes. It is explained how SAWs
propagating in HAR electrode arrays can be computed by
employing a 2D model of a piezoelectric, anisotropic mate-
rial where reflections at the bottom are avoided by a PML.
Results are presented for a unit cell with one HAR electrode
with periodic boundary conditions. The first six resonant
modes are studied and the phase velocity is found to de-
crease up to 15 times with increasing height. By plotting
deflections in all three directions for each mode, it is shown
that the movement consists of a combined SAW in the sub-
strate and vibration in the electrode. Three of the modes are
mainly polarized in the SH direction and the three other
modes are mainly VP. The deflection plots show that the
reason for more and more modes to exist is that for increas-
ing mode number the mode shapes have increasing order.
The ratio of mechanical energy confined to the electrodes
compared to the total mechanical energy is calculated and
increases for increasing electrode height. This indicates that
the electrode acts as a mechanical resonator, slowing down
the SAW velocity because of mechanical energy storage. The
modes of SH type go to the same limit around 0.97 and the
modes of VP type go to a limit around 0.93. The band dia-
gram for the structure is calculated and shows strong disper-
sion for the 11 existing modes where the bands get flatter and
flatter when reaching the X point of the first Brillouin zone.
Finally, the group velocity is calculated for the 11 modes and
shown to tend to zero when reaching the X point for all the
modes.
Further work includes the consideration of finite HAR
SAW resonators, where mechanical energy storage would be
used to avoid leakage outside the transducer. We are also
considering using HAR IDTs for efficient acousto-optical in-
teractions in planar optical waveguides.
ACKNOWLEDGMENTS
This work is supported by the European FP6 research
project ePIXnet—European Network of Excellence on Pho-
tonic Integrated Components and Circuits. The authors thank
the partners from the joint research group of ePIXnet Photo-
0
500
1000
1500
2000
2500
kp [−]
ha
lf
th
e
ph
as
e
ve
lo
ci
ty
,f
p
[m
s−
1 ]
mode 11 (VP3)
mode 10
mode 9 (SH3)
mode 8
mode 7 (VP2)
mode 6
mode 5 (SH2)
mode 4 (VP1)
mode 3
mode 2 (SH1)
mode 1
X : kp=π/2Γ : kp=0
VP bulk
SH bulk
Rayleigh wave
FIG. 6. Color online Band diagram for h /2p=1 obtained by plotting half
the phase velocity fp as function of kp.
0
2000
4000
6000
8000
10000
kp [−]
gr
ou
p
ve
lo
ci
ty
,
∂ω
/∂
k
[m
s−
1 ]
mode 11 (VP3)
mode 10
mode 9 (SH3)
mode 8
mode 7 (VP2)
mode 6
mode 5 (SH2)
mode 4 (VP1)
mode 3
mode 2 (SH1)
mode 1
Γ : kp=0 X : kp=π/2
FIG. 7. Color online The group velocity vg= /k as function of kp for
h /2p=1.
093504-5 Dühring, Laude, and Khelif J. Appl. Phys. 105, 093504 2009
Author complimentary copy. Redistribution subject to AIP license or copyright, see http://jap.aip.org/jap/copyright.jsp
nic Switches and Modulators Based on Surface Acoustic
Waves Paulo V. Santos and Markus Beck from Paul-Drude-
Institut für Festkörperelektronik, Berlin, Germany, and Mike
van der Poel from Department of Photonics Engineering,
Technical University of Denmark, for valuable input related
to the model presented.
The authors are grateful to Ole Sigmund and Jakob S.
Jensen from the Department of Mechanical Engineering and
Martin P. Bendse from the Department of Mathematics,
Technical University of Denmark for helpful discussions re-
lated to the presented work.
The support from Euro-horcs/ESF European Young In-
vestigator Award EURYI through the grant Synthesis and
Topology Optimization of Optomechanical Systems as well as
from the Danish Center for Scientific Computing DCSC is
gratefully acknowledged.
1R. M. White and F. W. Voltmer, Appl. Phys. Lett. 7, 314 1965.
2K.-Y. Hashimoto, Surface Acoustic Wave Devices in Telecommunications,
Modeling and Simulation Springer, Berlin, 2000.
3S. Takahashi, H. Hirano, T. Kodama, F. Miyashiro, B. Suzuki, A. Onoe, T.
Adachi, and K. Fujinuma, IEEE Trans. Consum. Electron. CE-24, 337
1978.
4Proceedings of the International Symposium on Surface Acoustic Wave
Devices for Mobile Communication, 1992, edited by K. Shibayama and K.
Fujinuma unpublished.
5U. Wolff, F. L. Dickert, G. K. Fischauer, W. Greibl, and C. C. W. Ruppel,
IEEE Sens. J. 1, 4 2001.
6V. Laude, A. Khelif, T. Pastureaud, and S. Ballandras, J. Appl. Phys. 90,
2492 2001.
7V. Laude, L. Robert, W. Daniau, A. Khelif, and S. Ballandras, Appl. Phys.
Lett. 89, 083515 2006.
8T.-T. Wu, Z.-G. Huang, T.-C. Tsai, and T.-C. Wu, Appl. Phys. Lett. 93,
111902 2008.
9Y. Pennec, B. Djafari-Rouhani, H. Larabi, J. O. Vasseur, and A. C.
Hladky-Hennion, Phys. Rev. B 78, 104105 2008.
10Y. Zhang, J. Desbois, and L. Boyer, IEEE Trans. Ultrason. Ferroelectr.
Freq. Control 40, 183 1993.
11G. Endoh, K. Hashimoto, and M. Yamaguchi, Jpn. J. Appl. Phys., Part 1
34, 2638 1995.
12Y. Fusero, S. Ballandras, J. Desbois, J.-M. Hodé, and P. Ventura, IEEE
Trans. Ultrason. Ferroelectr. Freq. Control 49, 805 2002.
13S. Ballandras, M. Wilm, P. F. Edoa, A. Soufyane, V. Laude, W. Steichen,
and R. Lardat, J. Appl. Phys. 93, 702 2003.
14J.-P. Berenger, J. Comput. Phys. 114, 185 1994.
15U. Basu and A. Chopra, Comput. Methods Appl. Mech. Eng. 192, 1337
2003.
16M. B. Dühring, Proceedings of 7th World Congress of Structural and
Multidisciplinary Optimization, Seoul, Korea, COEX, 2007 unpublished.
17M. B. Dühring and O. Sigmund, J. Appl. Phys. in press.
18G. Kovacs, M. Anhorn, H. E. Engan, G. Visintini, and C. C. W. Ruppel,
Proc.-IEEE Ultrason. Symp. 1, 435 1990.
19D. Royer and E. Dieulesaint, Elastic Waves in Solids, 1st ed. Springer,
New York, 2000.
20B. A. Auld, Acoustic Fields and Waves in Solids, 1st ed. Wiley, New
York, 1973.
21M. Hofer, R. Lerch, N. Finger, G. Kovacs, J. Schøberl, S. Zaglmayr, and
U. Langer, WCCM V, Fifth World Congress on Computational Mechanics,
Vienna, Austria, 7–12 July 2002 unpublished.
22COMSOL Reference, Manual for COMSOL 3.3A, COMSOL AB, Stockholm,
www.comsol.se.
093504-6 Dühring, Laude, and Khelif J. Appl. Phys. 105, 093504 2009
Author complimentary copy. Redistribution subject to AIP license or copyright, see http://jap.aip.org/jap/copyright.jsp
Publication [P7]
Improving surface acousto-optical
interaction by high aspect ratio electrodes

Improving surface acousto-optical interaction by high aspect ratio electrodes
Maria B. Du¨hring∗
Department of Mechanical Engineering, Solid Mechanics,
Technical University of Denmark, 2800 Kgs. Lyngby, Denmark.
Vincent Laude and Abdelkrim Khelif
Institut FEMTO-ST, Universite´ de Franche-Comte´, CNRS, ENSMM,
UTBM; 32 avenue de l’Observatoire, F-25044, Besanc¸on, France
The acousto-optical interaction of an optical wave confined inside a waveguide and a surface
acoustic wave launched by an interdigital transducer (IDT) at the surface of a piezoelectric material
is considered. The IDT with high aspect ratio electrodes supports several acoustic modes that are
strongly confined to the surface, causing a significant increase in the strain underneath the surface.
A finite element method is employed to model the surface acoustic waves generated by a finite length
IDT with twelve electrode pairs, and subsequently to study their interaction with an optical wave
propagating in a waveguide buried in the lithium niobate substrate supporting the electrodes. The
interaction can be increased up to 600 times using these new types of surface acoustic waves as
compared to using a conventional IDT with thin electrodes. This result could find applications in
improved acousto-optical integrated modulators.
Keywords: surface acoustic waves, piezoelectricity, finite element analysis, perfectly matched layers, acousto-
optical modulator
I. INTRODUCTION
This paper is concerned with surface acoustic waves
(SAW) generated by high aspect ratio (HAR) electrodes
and their use for improving integrated acousto-optical
modulators. SAWs are elastic waves that propagate
along a material surface with most of their energy den-
sity concentrated at the surface [1]. Two main types
of SAWs exist. One type is the Rayleigh wave, which
is mainly polarized in the vertical and longitudinal di-
rection, and the other type includes surface waves that
are mostly polarized in the shear horizontal direction,
such as the Bleustein-Gulyaev wave or the leaky surface
acoustic waves of lithium tantalate and lithium niobate.
In piezoelectric materials the elastic field is accompanied
by an electric field and SAWs can be generated by in-
terdigital transducers (IDT) by the inverse piezoelectric
effect. SAWs are extensively used in electromechanical
filters and resonators for telecommunication as well as
in oscillators and sensors [2–4]. A new application is
modulation of optical waves, see Ref. [5] for an overview,
and in Refs. [6–8] experimental results for a compact and
monolithic modulator consisting of a SAW driven Mach-
Zehnder interferometer (MZI) are presented. A coupled
piezoelectric and optical finite element model is intro-
duced in Ref. [9], which is employed to calculate and
improve the acousto-optical interaction in such a mod-
ulator by a parameter study of the geometry. In these
applications SAWs are generated by IDTs with limited
electrode height such that the SAW mode properties are
similar to the propagation on a free surface. In Ref. [10] it
∗Electronic address: mbd@mek.dtu.dk
was shown theoretically by a combined finite element and
boundary element method that the SAW properties are
significantly changed when high aspect ratio (HAR) elec-
trodes are used instead. Multimode SAW propagation
was found and up to a tenfold slowing of the SAW veloc-
ity was obtained. Experimental results are presented in
Ref. [11] and a fine agreement between numerical and ex-
perimental results was found. In order to plot the mode
shapes we introduced a finite element model of a piezo-
electric, anisotropic material in Ref. [12] to simulate the
HAR electrodes utilizing periodic boundary conditions.
A perfectly matched layer (PML) was employed at the
bottom to absorb the mechanical and electrical distur-
bances propagating away from the surface [9, 13]. A
fine agreement was found between this new model and
the previous results in Refs. [10, 11]. With this model
it was possible to obtain the mode shape of all the res-
onances for the periodic structure and it was observed
that each mode shape consisted of a combined vibration
at the surface and in the electrode. The mechanical en-
ergy confinement to the electrodes was calculated and it
was observed that it increases with increasing aspect ra-
tio. This indicates that the phase velocity is slowed down
because of energy storage in the electrodes.
In this work we modify the periodic model to examine
the structure with a finite number of HAR electrodes by
employing PMLs at the vertical borders. The resonance
frequencies and the energy confinement to the electrodes
are compared for the periodic and finite model in order to
validate the finite model and a fine agreement is obtained.
The finite HAR device is then employed to calculate the
acousto-optical interaction in an optical waveguide based
on the acousto-optical model from Ref. [9]. The two first
order optical modes are matched with the first six acous-
tic modes at the surface where the acoustic strain energy
2FIG. 1: The geometry of the acousto-optical problem with Ni
electrodes on a LiNbO3 substrate. Perfectly matched layers
absorb the waves at the boundaries and the thick line indi-
cates the optical domain.
has a high confinement. The acoustic strain is first cal-
culated by the piezoelectric model, which is then coupled
to a model of the optical wave. From this coupled model
it is possible to calculate the difference in effective refrac-
tive index between the two cases where a negative and
a positive electric potential, respectively, are applied to
the electrode above the waveguide. This is a measure
for how efficient each acoustic mode interact with the
optical modes. The results of the acousto-optical inter-
action with the HAR electrodes are compared to similar
results for a conventional device with thin electrodes, and
it is concluded that the interaction can be increased more
than 600 times for the new types of waves.
II. THE ACOUSTO-OPTICAL MODEL
The finite model for computing the interaction between
SAWs generated by HAR electrodes and a optical wave
in a waveguide is described in this section and is similar
to the model from Ref. [9].
A. Problem Description
The 2D computational domain is illustrated in Fig. 1.
The electrodes consist of nickel (Ni) and are placed on
top of a substrate of Y+128 degrees cut lithium niobate
(LiNbO3). The width of the electrodes is a and the height
is h. The parameter p = 2a is the period in the problem
and is of the order of a few microns in applications. The
SAW is generated by applying an alternating electrical
potential to the HAR electrodes as indicated at the left
electrodes in Fig. 1. The metal is assumed to be perfectly
conducting such that the electrical potential only needs
to be applied at the interface between Ni and (LiNbO3).
The SAW then propagates in the left and the right hor-
izontal direction and both the mechanical and electrical
disturbances are absorbed in the PMLs. The SAW passes
through an optical waveguide in the middle where light
propagates out of the plane in the x3-direction. To sim-
ulate the acousto-optical interaction in the waveguide,
a model describing the SAW generation in a piezoelec-
tric material is coupled with an optical model describing
the propagation of the optical wave in the waveguide.
It is assumed that the strain-optical effect is dominant
compared to the electro-optical effect, which will be ne-
glected here [7]. It is furthermore assumed that the SAW
will affect the optical wave, but the optical wave will not
influence the SAW, so the problem is solved by first cal-
culating the mechanical strain introduced by the SAW.
Then the change in refractive index in the materials due
to the strain can be calculated by the strain-optical rela-
tion, and finally by solving the optical model the effective
refractive index of the different possible light modes can
be determined. The mathematical model is described in
the following subsections.
B. The Piezoelectric Model
The applied electric potential will introduce mechani-
cal displacements in the solid by the inverse piezoelectric
effect. The behavior of the piezoelectric material is de-
scribed by the following model, as found in Ref. [14]. A
time-harmonic electrical potential
V (xj , t) = V (xj)eiωt, (1)
with the angular frequency ω is applied to the electrodes,
xj are the coordinates and t is the time. The mechanical
strain Sij , assumed small, and the electric field Ej are
given by the expressions
Sij =
1
2
(
1
γj
∂ui
∂xj
+
1
γi
∂uj
∂xi
)
and Ej = − 1
γj
∂V
∂xj
,
(2)
where ui are the displacements. Note that the Einstein
notation is not applied in (2). The parameter γj is an
artificial damping at position xj in the PML given by the
expression
γj(xj) = 1− iσj(xj − xl)2, (3)
where xl is the coordinate at the interface between the
regular domain and the PML and σj is a suitable con-
stant. There is no damping outside the PMLs and here
γj = 1. The mechanical stresses Tjk and the electric dis-
placement Di both depend on the strain and the electric
field according to the constitutive relations
Tjk = c˜EjklmSlm − e˜TijkEi, (4)
Di = e˜ijkSjk + ε˜SijEj , (5)
where c˜Ejklm are the elastic stiffness constants, e˜ijk are the
piezoelectric stress constants and ε˜Sij are the permittivity
constants. The material tensors are rotated according
to Eulers transformation theory [15] to get the proper
3piezoelectric directions. This is indicated by the tilde
above the material tensors. The two governing equations
give the stresses by Newton’s second law and the electric
displacement from Gauss law
1
γj
∂Tij
∂xj
= −ρω2ui and 1
γj
∂Dj
∂xj
= 0, (6)
where ρ is the density of the material. The governing
equations are second order differential equations for uj
and V . Mechanical and electrical boundary conditions
must be specified. Considering the mechanical conditions
the upper surface is stress free and the vertical sides and
the bottom are clamped
stress free surface : Tjkmk = 0, (7)
clamped surface : ui = 0, (8)
where mk is the normal unit vector pointing out of the
surface. At the upper surface there are no charges and
therefore electric insulation occurs, meaning that the nor-
mal component of the electric displacement is zero. At
the bottom and to the sides of the domain it is assumed
that the electrical potential is zero whereas at the in-
terface between the electrodes and the substrate the po-
tential is ±Vp. The electrical boundary conditions are
summarized as follows
electrical insulation : Dimi = 0, (9)
zero potential : V = 0, (10)
applied positive potential : V = Vp, (11)
applied negative potential : V = −Vp. (12)
The piezoelectric problem is solved by a plane formula-
tion obtained by omitting all derivatives with respect to
x3. The two governing equations (6) are solved simulta-
neously to find the four unknowns u1, u2, u3 and V .
C. The Optical Model
After the mechanical strain in the material is com-
puted by the piezoelectric model the refractive index nij
in the strained material can be calculated according to
the strain-optical relation [16]
∆bikbkj = p˜ijlmSlm, (13)
where p˜ijlm are the rotated strain-optical constants and
biknkj = δij . For a given optical mode of order ν with
the propagation constant βν the effective refractive index
neff,ν is defined as
neff,ν = βν/k0, (14)
where k0 is the free space propagation constant. It is as-
sumed that the propagating optical modes have harmonic
solutions on the form
Hp,ν(x1, x2, x3) = Hp,ν(x1, x2)e−iβνx3 , (15)
where Hp,ν are the magnetic field components of the op-
tical wave. The governing equations for the magnetic
field are the time-harmonic wave equations
eijk
∂
∂xj
(
bklblmemnp
∂Hp
∂xn
)
− k20Hi = 0, (16)
where eijk here is the alternating symbol. For a given
value of k0 the propagation constant βν for the possi-
ble modes are found by solving the wave equations as
an eigenvalue problem, whereby the effective refractive
indices are obtained. In this work the set of equations
are reduced such that the model is only solved for the
transverse components of the magnetic field H1 and H2.
As the energy of the lower order optical modes is concen-
trated in the waveguide, the optical domain (where the
eigenvalue problem is solved) can be reduced to a smaller
area around the waveguide, see Fig. 1. At the boundary
of this optical domain it is assumed that the magnetic
field is zero as the energy density quickly decays outside
the waveguide. Thus, the perfectly magnetic conductor
boundary condition is applied
eijkHjmk = 0, (17)
where eijk again is the alternating symbol.
D. Practical implementation
The coupled model is solved by the commercial finite
element program Comsol Multiphysics with Matlab [17].
This program is designed for modeling engineering prob-
lems described by partial differential equations and it is
possible to combine different physical models and solve
multiphysics problems. The models can be defined by
writing conventional differential equations directly or it
is possible to use the application modes, which are tem-
plates for specific physical problems with the appropri-
ate equations and variables predefined. In this work the
piezoelectric model is implemented in the general form
where the governing equations and boundary conditions
are written on divergence form. The optical problems
are solved using the perpendicular waves, hybrid-mode
waves, application mode. The problems are discretized
by a triangular element mesh and second order Lagrange
elements are employed. A sufficient number of elements
must be used in wave problems in order to resolve the
waves and obtain convergence, which typically means
that at least 5-6 second order elements per wavelength
must be employed. In the studied problem the geome-
try is complicated and a coupled model is used, so a fine
mesh is employed where the wavelength of the vibration
in the electrodes for the highest frequency is discretized
by at least 10 elements. For a = 7 µm, a maximum ele-
ment size of 1.5 µm is used except in the waveguide area
where 0.25 µm is used, see Fig. 1. For the piezoelectric
model it has been tested that the results for the phase
velocity and the mechanical energy did not change for a
4finer mesh. For the coupled model it was furthermore
ensured that the values of the refractive indices did not
change for a finer mesh and for a bigger optical domain.
III. RESULTS
The SAWs generated by HAR electrodes by the finite
model are first compared to the results obtained by the
periodic model from Ref. [12]. The finite model is then
employed to calculate the acousto-optical interaction in
an optical waveguide.
A. Simulation of Surface Acoustic Waves -
Comparison between a Periodic and a Finite Model
The SAWs are generated by Ni electrodes placed on
top of the Y+128 degrees cut LiNbO3 substrate where
the material matrices are rotated 128 degrees around the
x1-axis. Material constants for LiNbO3 are taken from
Ref. [18]. Young’s modulus for Ni is E = 200 GPa and
Poisson’s ratio is ν = 0.31. The results for the SAWs
obtained by the finite model are first compared to the re-
sults found by studying the unit cell with one electrode
from Ref. [12]. The geometry is illustrated in Fig. 2 where
the height of the substrate is 6p. A PML is placed at
the bottom of the domain with the hight 4p and periodic
boundary conditions connect the left- and right-hand side
boundaries of the substrate. An electrical potential of 1 V
was applied to excite the device and it is found that an
increasing number of modes can be excited for increasing
aspect ratio and six modes exist for h/2p = 1. Three of
the modes are mainly polarized in the shear horizontal
(SH) direction and the other three modes are mainly ver-
tically polarized (VP). Examples are given in Fig. 2(a)
and 2(b) where the displacements u1, u2 and u3 in the
x1-, x2- and x3-direction are plotted for mode 3 and 4
at resonance. These plots clearly show that the modes
are in fact a combination of a vibration in the electrode
and a surface wave. It is also verified that mode 3 has a
SH polarization and that mode 4 has a VP polarization,
note the different scaling on the color bars. By plotting
the mode shapes it was found that the electrodes vibrate
with modes of increasing order such that mode 3, which
is also denoted SH2, vibrates in the x3-direction with a
mode shape of order 2 and mode 4 (VP2) vibrates in the
x1- and x2-direction with a mode shape of order 2 as well.
So it is possible for more and more modes to exist for
larger aspect ratio as the electrodes vibrate with modes
of higher order. In Ref. [12] the mechanical energy in the
structure was calculated, which is the sum of the stored
strain and kinetic energy and the mechanical flux flowing
into the PML at the bottom. The expressions are given
in Ref. [15]. The fraction of mechanical energy in the
electrode Emech,elec with respect to the total mechanical
energy in the structure Emech,tot is repeated in Fig. 3(b)
for the aspect ratios h/2p ∈ [0.05 : 3] for the later dis-
cussion in subsection III C. The mechanical energy gets
more confined to the electrode for increasing aspect ra-
tio. Thus, the electrode acts as a mechanical resonator,
which slows down the SAW velocity because of mechan-
ical energy storage. The modes of the same type tend
to the same fraction of mechanical energy in the elec-
trode for increasing aspect ratio because the movement
tend to the clean cantilever vibration for slender beams.
The only energy left in the substrate is what connects
the cantilever modes to the substrate and as modes of
the same polarization type deflect in the same direction
in the substrate the stiffness in the substrate for these
modes is the same. For modes of higher order the aspect
ratio must be bigger before the energy fraction limit is
reached, as the wavelength of the vibration is shorter for
the same aspect ratio.
Now the wave propagation is studied in the finite de-
vice, which is modeled by introducing PMLs at the ver-
tical borders and at the bottom of the substrate as il-
lustrated in Fig. 1. The device has 24 electrodes and is
excited with an alternating potential of +1 V and −1 V.
The aspect ratio h/2p = 1 is chosen for the remaining
part of the paper. Two examples of the displacement
fields for mode 3 (SH2) and 4 (VP2) at resonance are
given in Fig. 4. Mode 3 is the SH-type, so displacement
u3 is dominant and is plotted in Fig. 4(a). Mode 4 is
the VP-type, displacements u1 and u2 are dominant and
u2 is shown in Fig. 4(c). Compared to the plots for the
periodic model in Fig. 2 it can now be seen how the vi-
brations are build up and are strongest in the middle. It
can also be seen, most clearly for mode 4, how a SAW is
propagating away from the electrodes and is absorbed in
the PMLs. The two zooms of the area around the elec-
trodes in Fig. 4(b) and 4(d) show that the displacement
patterns are the same as for the periodic model shown in
Fig. 2(a) and 2(b). In order to compare the results for the
periodic and the finite model half of the phase velocity
fp for the six modes are given in Table I for both cases,
where f represents the resonance frequency. It is seen
that the phase velocities are identical for the first three
modes and only deviate slightly for the last three modes.
So the resonances for the modes are in fine agreement
for the periodic and finite model. Finally, the fraction
of mechanical energy stored in the electrodes compared
to the total mechanical energy in the structure is given
in Table I for the periodic and finite case. All the en-
ergy ratios for the finite device are close to the ratios
for the periodic device, but they are deviating more with
increasing mode number.
These results show that the periodic and finite model
appear to be in fine agreement. A tendency is that the
values as the phase velocity and the mechanical energy
ratio deviates more and more from the periodic device,
which can be explained by the mode shapes getting in-
creasingly complicated with increasing mode number and
more energy is lost to bulk waves for the finite structure.
5FIG. 2: The displacements u1, u2 and u3 at resonance with h/2p = 1. (a): Displacements for mode 3 (SH2) for fp = 1004 ms
−1.
(b): Displacements for mode 4 (VP2) for fp = 1512 ms−1.
TABLE I: Half of the phase velocity fp and the energy fraction Emech,elec/Emech,tot for the periodic and finite problem for the
six modes and h/2p = 1.
Mode number 1 2 3 4 5 6
Mode type SH1 VP1 SH2 VP2 SH3 VP3
phase velocity periodic device 337 523 1004 1512 1641 2273
fp [ms−1] finite device 337 523 1004 1510 1639 2275
Emech,elec/Emech,tot periodic device 90.5 81.7 88.8 76.4 83.1 41.7
[%] finite device 90.3 81.5 88.5 75.5 82.1 45.0
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FIG. 3: Energy fraction Emech,elec/Emech,tot as a function of
h/2p for the six modes computed by the periodic model.
B. Simulation of Optical Waves
Results are now presented for the optical eigenvalue
problem described in subsection IIC. The optical waveg-
uide is supposed to be created by annealed proton ex-
change [19] and the analytical expression for the refrac-
tive index distribution n(x1, x2) is
n(x1, x2) = 2.138 + 0.0289e−
(x2·106)2
12.5 −
(x1−1.7500·10−4)·106)2
15.68 .
(18)
The unit for x1 and x2 is meter. The refractive in-
dex distribution given by (18) is illustrated by Fig. 5(a)
and it creates a waveguide that can confine an opti-
cal mode. The free space wavelength of the optical
wave is set to λ0 = 1.55 µm - the wavelength used in
telecommunication. The refractive index constant for
LiNbO3 is nLi = 2.138 and the strain-optical constants
are found in Ref. [14]. The refractive index for Ni is set to
nNi = 3.5 + 6i according to Ref. [20]. It is assumed that
nNi is not changed by the applied strain as the optical
mode has almost no energy in the Ni electrode and there-
fore the acousto-optical modulation has no contribution
from the electrode strain. For air simply nair = 1 is used.
Fig. 5(b) shows the x3- component of the time averaged
power flow of the fundamental mode in the waveguide ob-
tained by solving the eigenvalue problem when no strain
is applied (for Vp =0 V). The power flow is confined to the
waveguide and the effective refractive index is found to be
neff,1 = 2.148+7.858·10−5i. The real part is between the
highest value of the refractive index in the waveguide and
the value in the substrate, as expected. The small imag-
inary part is the attenuation and has a value because of
6FIG. 4: Results for the finite model at resonance with h/2p = 1. (a) and (b): The displacements u3 for mode 3 (SH2) with
fp = 1004 ms−1. (c) and (d): The displacements u2 for mode 4 (VP2) with fp = 1510 ms−1.
FIG. 5: Results for the optical model with h/2p = 1. (a): The refractive index variation in the waveguide. (b): The distribution
of the x3-component of the time averaged power flow for the fundamental mode in the waveguide with arbitrary scale when no
strain is applied.
7TABLE II: The difference in effective refractive index for the
two first order optical modes for the six acoustic modes with
h/2p = 1 as well as for the thin electrodes with h/2p = 0.01.
∆neff,1/
√
P [W−1/2] ∆neff,2/
√
P [W−1/2]
mode 1 (SH1) 1.55 · 10−3 8.97 · 10−4
mode 3 (SH2) 9.08 · 10−5 6.62 · 10−5
mode 5 (SH3) 3.08 · 10−6 2.50 · 10−6
mode 2 (VP1) 7.35 · 10−5 7.21 · 10−4
mode 4 (VP2) 1.18 · 10−5 6.35 · 10−5
mode 6 (VP3) 6.49 · 10−6 1.38 · 10−5
thin electrodes 2.51 · 10−6 1.71 · 10−6
the imaginary part in the refractive index in the Ni elec-
trodes that absorb energy from the system. The funda-
mental mode is mainly polarized in the x1-direction. The
waveguide supports several modes and the next mode is
also a first order mode with a similar mode shape. It
is mainly polarized in the x2-direction with the effective
refractive index neff,2 = 2.147 + 6.090 · 10−4i.
C. Improving the Acousto-Optical Interaction
The coupled acousto-optical model is now solved for
each of the six acoustic modes for the case where a wave
crest is at the waveguide and a wave trough is at the
waveguide, respectively. In the following, only the real
part of the effective refractive index is considered and the
change between the two extreme cases is given as
∆neff,j = |nceff,j − nteff,j |, (19)
where j is 1 for the mode that is polarized in the x1-
direction and 2 for the mode polarized in the x2-direction.
The modes will be denoted optical mode 1 and 2. The
superscript c in (19) indicates the value at a wave crest
and t the value at a trough. The difference ∆neff,j is nor-
malized to the square root of the time averaged applied
electric power P calculated by the following expression
found in [15]
P = <
∫
Lel
V (iωD2m2)∗
2
dL, (20)
where Lel corresponds to the interfaces between the elec-
trodes and the substrate and m2 is the normal vector
to these interfaces. The star indicates the complex con-
jugate. The results are reported in Table II for the six
acoustic modes and for thin electrodes with h/2p = 0.01
for both optical mode 1 and 2. The tendency is that
the SH modes interact most efficiently with optical mode
1 and the VP modes interact best with optical mode 2.
The acousto-optical interaction decreases with increas-
ing mode number within the two different categories of
acoustic modes. The six acoustic modes with high as-
pect ratio electrodes interact better in general compared
to the acoustic mode for the conventional thin electrodes.
The interaction is a result of how efficiently the acoustic
mode is excited with the applied electrical power and how
well the acoustic and optical modes match each other.
The calculations show that the acoustic modes of lower
order are more efficiently excited by a certain amount
of electrical power than the modes of higher order such
that larger values of the strain and hence bigger change
in refractive index for lower order modes are obtained. A
reason for this tendency is that for higher aspect ratios
the movement of the structure tend to clean cantilever
vibrations with the mechanical energy concentrated in
the electrodes and just below them where they are at-
tached to the substrate. The graphs in Fig. 3 show that
the lower order acoustic modes are closer to this limit
for h/2p = 1 and therefore more strain is concentrated
in the area just below the electrodes. As the structure
with high aspect ratio electrodes is more compliant than
the almost plane surface with the thin electrodes more
power has to be applied to the thin electrode in order to
get the same strain. It can therefore be expected that
the change in refractive index is biggest for the low order
acoustic modes with high aspect ratio electrodes.
The other important question is how well the acous-
tic modes match with the optical modes, in other words
how well the changes in refractive index and the optical
modes overlap. The optical modes will mainly detect the
changes in refractive index in their polarization direction.
So for optical mode 1, it is the SAW induced changes of
the refractive index in the horizontal direction ∆n11 that
are important. Optical mode 2 must overlap with ∆n22.
The acoustic modes of the same polarization type all have
a similar pattern of changes in refractive index around the
optical waveguide. As an example ∆n11/
√
P is plotted
for SH1 in Fig. 6(a) with the power flow of optical mode
1 indicated with contour lines. ∆n22/
√
P is plotted with
optical mode 2 in Fig. 6(b). When these two figures are
compared it is seen that ∆n11/
√
P has bigger values than
∆n22/
√
P , but the distribution of these parameters have
a similar pattern that both match the optical modes well.
This is a tendency for all the SH modes. However, for
SH modes of higher order the wave patterns tend to go
deeper into the substrate and therefor the strain concen-
trations are not as big around the waveguide. The same
is plotted for VP1 in Fig. 6(c) and 6(d), note the different
color scales. In this case ∆n22/
√
P has the biggest values
and the distribution overlap well with the optical mode.
∆n11/
√
P does not overlap so well, as it has a pattern
where ∆n11/
√
P changes sign into the depth. A part of
optical mode 1 is therefore overlapping with ∆n11/
√
P
close to zero. This is also a tendency for all the VP
modes. Thus, the mode patterns explain that the interac-
tion is different for the SH and VP modes with respect to
the polarization direction of the optical mode. The inter-
action is most efficient for SH1 with optical mode 1 and
it is more than 600 times bigger than for the case with
the thin electrodes. In Fig. 7(a) and 7(b) the change in
refractive index ∆n11/
√
P and ∆n22/
√
P are plotted for
8FIG. 6: Results for the acousto-optical interaction with h/2p = 1. The color scales indicate the refractive index change and
the contour lines illustrate the power flow of the optical modes. (a): Acoustic mode 1 (SH1) and optical mode 1. (b): Acoustic
mode 1 (SH1) and optical mode 2. (c): Acoustic mode 2 (VP1) and optical mode 1. (d): Acoustic mode 2 (VP1) and optical
mode 2.
the case with thin electrodes, respectively. It is seen that
the changes are small compared to the acoustic modes
SH1 and VP1 in Fig. 6 and that the overlap with the op-
tical modes is not as good. In the case with the overlap
between ∆n22/
√
P and optical mode 2 the center of the
optical mode is where the change in refractive index is
zero.
The results show that it is possible to get a more
efficient acousto-optical interaction with the new types
of SAWs compared to using conventional IDTs, where
Rayleigh-type waves are generated. It is important to
know how well the acoustic mode is excited for the ap-
plied electrical power in order to get bigger changes in
refractive index. The distribution of the change in re-
fractive index in the different directions must match an
optical mode polarized in a certain direction. In this work
the SH modes overlap the horizontally polarized optical
mode best and the VP modes match best with the optical
mode, which is vertically polarized. The stronger modu-
lation of the optical waves could improve the modulation
efficiency in structures like acousto-optical multiple in-
terference devices. The concept of these devices are pre-
sented in Ref. [21] where several MZIs are combined in
parallel or series in order to design ON/OFF switching,
pulse shapers and frequency converters.
IV. CONCLUSION AND FURTHER WORK
In this paper, surface acoustic waves are generated by
high aspect ratio electrodes and the interaction with op-
tical waves in a waveguide is studied in order to improve
9FIG. 7: Results for the acousto-optical interaction with h/2p = 0.01. The color scales indicate the refractive index change and
the contour lines illustrate the power flow of the optical modes. (a): Optical mode 1. (b): Optical mode 2.
integrated acousto-optical modulators. It is explained
how the SAWs can be generated by HAR electrodes by
employing a 2D model of a piezoelectric, anisotropic ma-
terial where reflections from the boundaries are avoided
by PMLs. This model is then coupled to a model of the
optical wave such that the change in effective refractive
index introduced in the waveguide by the strain from the
SAWs can be calculated.
A finite model with twelve electrode pairs is considered
and six different acoustic modes can be generated for the
chosen aspect ratio of the electrodes. A fine agreement
for the modes shapes, the resonance frequencies and the
mechanical energy confinement to the electrodes is found
between the finite model and the periodic model studied
in Refs. [12]. The finite model is then employed to study
the acousto-optical interaction in a waveguide. The op-
tical modes in the waveguide are found by solving the
time-harmonic wave equation. By applying strain from
the six acoustic modes for the case where a wave crest is
at the waveguide and a trough is at the waveguide, the
difference in effective refractive index normalized with
the square root of the applied electrical power is found
for the two first order optical modes. The efficiency of
the interaction depends on how well the acoustic mode is
excited and how good the acoustic and the optical modes
are overlapping. The interaction decreases with increas-
ing number of acoustic mode, and the modes polarized in
the shear horizontal direction interact best with the op-
tical wave polarized in the horizontal direction and the
vertical polarized acoustic modes interact best with the
vertical polarized optical mode. Compared to the case
with the conventional thin electrodes, the acousto-optical
interaction can be increased more than 600 times with the
new type of SAWs.
Further work includes a study of the optimal position
and size of the waveguide compared to the electrode size.
Also the optimal aspect ratio for each of the six modes
can be explored and it is expected that the interaction
will increase with increasing aspect ratio, as less power
has to be applied to obtain certain strain values and the
mechanical energy is more concentrated around the elec-
trodes.
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